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Van Dorn Portable Electric Tools are sold through, and stocked by, the leading automotive, elec- 
trical, machinery, hardware, plumbing and mill supply distributors. Patronize your distributor; he 
can render you efficient service. Write us for names of Van Dorn distributors in your vicinity. 


ALL PRICES SHOWN IN THIS CATALOG ARE NET PRICES TO THE USER. 
PRICES ARE SUBJECT TO CHANGE WITHOUT NOTICE. 


Sold by leading Distributors 
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The motor is the “heart” of any electric tool. It must produce ample power to supply the necessary amount 
of torque, or turning effort, at the most efficient spindle speed. It must be held to definite weight and size 
limits, so that the tool it drives is not too bulky or heavy for constant production service. 


All motors in Van Dorn Electric Tools (except Bench Grinders and No. 6 Universal Valve and Tool 
Grinders) are “universal” motors; i.e., they will operate on either direct current or single-phase alternating 
current of 25 to 60 cycles of the specified voltage. Every Van Dorn Tool is powered by a Van Dorn motor, 
designed and built in the Van Dorn plant for the specific tool it is intended to drive. By designing and 
building our own motors, we can control the specifications to exact limits and you can depend on a reliable 
source of power that is neither too strong nor too weak; neither too large nor too small; neither too fast 
nor too slow for the job you want that tool to do. 


In every Van Dorn Tool, the motor is “tailor-made” to provide the right power, the correct torque at the 
proper speed. It contains ample material of the highest quality to deliver long service. 


VO LTAGE e e e It is important that you specify the voltage desired in every Van Dorn tool when 
you place your order. If voltage is not specified in your order, tools will be furnished for operation on 115 
volt current. We can also furnish tools with 220 volt motors from stock and with 125 volt or 240 volt 
motors on special order. A few tools are also available with 32 volt motors, from stock where indicated in 
individual specifications. Motors supplied for nominal voltages as shown will operate on voltage ranges as 
indicated in the following table: 


32 Volt—No Range 220 Volt—Range 210 to 230 
115 Volt—Range 110 to 120 240 Volt—Range 235 to 250 
125 Volt—Range 120 to 130 
When ordering Bench Grinders or No. 6 Universal Valve and Tool Grinders, it is necessary that we know 
the phase and cycle as well as the voltage of your current supply. Available current specifications are itemized 


in the listings for these tools and unless current specifications are given in your order, they will be furnished 
for 115 volt, single phase, 50-60 cycle current. 


The Van Dorn Guarantee 


Every Van Dorn product has been carefully inspected before shipment, and we guarantee 
to correct any defect caused by faulty material or workmanship. Our obligation assumed 
under this guarantee is limited te the replacing of any part or parts which prove to 


our satisfaction, upon examination, to have been defective, and which have not been 
misused or carelessly handled. The complete unit must be returned to one of our Factory 
Service Branches or to our Factory, transportation charges prepaid. We reserve the 
right to decline responsibility where repairs have been made or attempted by others. 
No other guarantee, written or verbal, on our products is authorized by us. 


4” HEAVY-DUTY 
SIDE-HANDLE 


HOLGUN 


Y4-inch 
STANDARD 
HOLGUN* 


End-Handle, Ball-Bearing Drill 


POWERFUL 
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PERFECTLY proportioned “handful of 
power,” of surprising compactness and 
smooth lines. Important structural 
features, include “Pistol Grip and Trigger 
Switch,” special ball spindle bearing, splined 
spindle gear mountings, ball bearings, 12- 
tooth pinion gear and screened air vents. 

The HOLGUN has become so universally popular in aircraft plants and 
other metal-working production, that it is now offered in six models, with 
a variety of spindle speeds from high torque at 500 R.P.M. to high speed 
at 5,000 R.P.M. Choose standard models for regular %4” production drill- 
ing; heavy-duty models for severe constant-service schedules; low-speed 
units for stainless and other hard alloys; end-handle or side-handle to 
suit your working conditions and operators. 


Standard Low 
Specifications Speed Unit Speed Unit 
Capacity: Im Steeles: wa. secure wae up to 4” up to 4” 
In Hardwood .......... up to %” up to 4” 
Standard Speed: No-load ........ 1700 R.P.M.* 500 R.P.M.* 
Full-load ....... 1000 R.P.M. 325 R.P.M. 
*Optional No-load Speeds........ { 2500, 3500 or i 50, 1000 or 
(at no extra cost) 5000 R.P.M. 1500 R.P.M. 
Net, Weight....dsicesctraes otteseands 3 Ibs. 3% lbs. 
Shipping: Weight... si:0i05 ese wles 4% lbs. 4% lbs. 
V4” HEAVY-DUTY Overall: (Lengths. bcd hid case cortnienle 6%” 7%” 
END-HANDLE HOLGUN Spindle Offset...............000 %” %” 
Catalog No. (specify voltage)..... 345 346 
Price; complete siusccievérsers-due octet ere $39.50 $48.00 


*Trade Mark Reg. U.S. Pat. Off. 


Y4-inch HEAVY-DUTY HOLGUN* 


END-HANDLE MODEL SIDE-HANDLE MODEL 


Standard Low Standard Low 
Specifications Speed Unit Speed Unit Speed Unit Speed Unit 
Capacity: In Steel.......... up to 4” up to 4%” up to 4” up to 4%” 
In Hardwood..... up to 4%” up to 4%” up to %” up to 4%” 


1700 R.P.M.* 500 R.P.M.* 


Standard Speed: No-load.... 1700 R.P.M.* 500 R.P.M.* 
1150 R.P.M. 350 R.P.M. 


Full-load... 1150 R.P.M. 350 R.P.M. 


*Optional No-load Speeds... ieote: 8500 or 1i60% 1000 or ee 3500 or Jao 1000 or 
(at no extra cost) 5000 R.P.M. (1500 R.P.M. 5000 R.P.M. (1500 R.P.M. 
NG WENO ects ese eeess 3% lbs. 3% Ibs. 4 lbs. 4% lbs. 
Shipping Weight .......... 5% lbs. 5% Ibs. 6 lbs. 6% lbs. 
Overall Length ..........6. TAY’ 836” 8%” 8%” 
Spindle; Offset sc.si0 a0 2.9% 2000 4” 3 ye 34 
Catalog No. (specify voltage) 457 460 459 462 
Price, complete..........00. $46.00 $53.00 $46.00 $53.00 


Equipment—2-pole automatic-release trigger switch and locking pin, mounted 
Sens with cord Protector; 3-wire cable and plug; 3-jaw Jacobs threaded chuck 
and key; Universal motor. 


Equipped with No. 24449 Chuck Protector......... LAER MARE SER EE $ .85 extra 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 
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NEW ¥%-Inch Special Drill 


HIS NEW DRILL is surprisingly compact and light—a “handy” 

tool for shops needing a drill for intermittent jobs. It will fit into 

out-of-the way places for difficult drilling operations; die-cast 
aluminum housings combine light weight and strength. “Compo” bear- 
ings give long, smooth service and the Van Dorn “universal” motor 
has plenty of power for hundreds of drilling jobs. And it has the same 
type of comfortable “Pistol Grip” as the famous HOLGUN. 


a annie 


Specifications 


Drilling Capacity: in Steel......0....000...... 4”; in Hardwood 
Speed: No-load.... sesseeeee2000 R.P.M.;  Full-load .. . 1400 R.P.M. 
Weight: Net... ...338 Ibs.; Shipping ....434 Ibs. 
pe Ry IRs OO oR: RS Se Oe ance EO CURR ch 3 Fc See 815” 
Standard Equipment—3-conductor cable and plug (3rd wire for grounding); 


V4” 


3-jaw geared chuck and key; trigger switch; ‘‘universal’’ motor. SPECI AL 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 
Catalog No. 30 (specify voltage) 
Price, complete. ).2...:...... ates sank aeebanenstaaa eset $28.00 


NEW 1%4-Inch Heavy-Duty Drill 


RUGGED DRILL for the toughest constant production operation. 

Die-cast housings reduce weight. Ball-bearing equipped through- 

out. 4%” capacity geared chuck and key are standard equipment. 
Also available with Jacobs keyless chuck and patented gear lock for 
frequent bit-changing. 


Specifications 


Standard Jacobs 
Geared Chuck Keyless Chuck 
Capacity: in Steel up to 14” up to 14” 
in Hardwood up to 42” up to 19” 
Speed: No-load 2000 R.P.M. 2000 R.P.M. 
Full-load 1300 R.P.M. 1300 R.P.M. 
Weight: Net........ 656 Ibs. 74 Ibs. 
Shipping. 956 lbs. 101 Ibs. 
Overall Length 12” 1215” 


Catalog No. (specify voltage) 


32 386 
EPICE CONIDICUES ..6:.6,050:05.0 80 eyes aio $52 .50 $56.00 


Standard Equipment—3-conductor cable and plug; two-pole automatic-release 
switch with locking pin; removable commutator cover; ‘universal’ motor. 


Standard Voltages—32, 115 or 220 (For other available voltages, see page 1). 


Y%4-Inch Shorty Drill* 


BILITY to work “around corners” has popularized this drill in 

many small-unit production and assembly operations. Overall 

working (spindle) length is only 44%”. Small round motor housing 
requires no extra handle. Ideal for aircraft, trim work, ornamental 
iron, cabinet assembly and as a “kit” tool. 


Specifications—Paddle Switch Model 
Capacity: in Steel...ii....0c.8 : in Hardwood 


V4” 
HEAVY-DUTY 


up to 44” 


Speed: No-load (Standard) Full-load _..... ....1600 R.P.M. 
*Optional No-load Speeds 3700 R.P.M. 
(at no extra cost) 5000 R.P.M. 


WUTC SING reaps ayes dead done ass fos eseesssesbogiie 3% Ibs.; SED DIG oi ssa piecde Beeversacnerecsessvonns 
Overall length: 
Direction of chuck spindle............ 415"; Direction of motor 
Catalog No. 287 (specify voltage) 
SIC ONCOMMC Cet bette onan ac a\e.0i0%e 0 6.4..4,6)¢..0 000" 4.4, 0 are 8! 0 9 $62.00 


Standard Equipment—3-conductor cable and plug; thumb control switch-in- 
line; geared threaded chuck and key; universal motor; removable end cap 
to facilitate brush inspection. 


Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Available on Special Order only: 14” Shorty Drill with $62 00 
oe itch in end cap. Catalog No. 298..00.............cccccccecesscesseseseeees e 
*Trade k Reg. U. S. Pat. Off. 


V4 a, 
SHORTY 
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NEW 5/16-Inch Heavy-Duty 
Ball-Bearing Drill 


FULL POWERED production Drill. 5/16” capacity 
geared chuck and key are standard equipment. If 
job requires frequent changing of bits, use Jacobs 
keyless chuck and patented gear lock. 
Specifications 


5/16” HEAVY-DUTY 


Standard Jacobs 
Geared Chuck Keyless Chuck 
Capacity: in. Steele so. up to 5/16” up to 5/15” 
in Hardwood...... up to 5%” up to 5%” 
Speed: No-load (Standard)... 1400 R.P.M. 1400 R.P.M. 
Pullsloads ....«).2682 sttie.. 925 R.P.M. 925 R.P.M. 
WIRE INGE. (6 occtdisenste-esaneiaterers 6% Ibs. 7% lbs. 
Shipping. idea seta 9% lbs. 10 Ibs. 
Overall Length............. 12%” 1256” 
Catalog No. (specify voltage) 360 387 


Price, complete............. $55 - 00 $58 ° 50 


Standard Equipment—3-conductor cable and plug; two-pole 
automatic-release switch and locking pin; removable com- 
mutator cover; ‘‘universal”’ motor. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


JACOBS 
KEYLESS CHUCK 


NEW *%-Inch Standard 
Ball-Bearing Drill 


OPULAR general-purpose Drill with extra chuck 
capacity so often needed in “odd-job” work. Spindle 
speed suited to smaller Hole Saws, wood augers and 
twist drills. An excellent drill press in Bench Stand. 


Specifications 


Capacity: in Steel.up to %”; in Hardwood.up to %” 
Speed: No-load.900 R.P.M.*; Full-load ...565 R.P.M. 
*Optional no-load speeds 


(at-noé extra cost). ..6..ieeliats 1400 or 2000 R.P.M. 
Weight: Net........ 7% |bs.; Shipping ...... 95% Ibs. 
Overall Length........ 12%” 

Catalog No. 490 (specify voltage) 
Price;completesics siisuanet «aie siden. e : $55.00 


Standard Equipment—Automatic-release trigger switch with 
locking pin; 3-wire cable with plug; 3-jaw geared threaded 
chuck and key; “universal” motor. 


Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


¥g-Inch Heavy-Duty Ball- 
Bearing Drill 


ESIGN and construction features same as the 14” 

Standard Drill. The spindle speed, weight and 

operating balance of this unit are ideal for produc- 
tion drilling for %” holes at high speed. 


Specifications 


Capacity: in Steel.up to %”; in Hardwood.up to %” 
Speed: No-load..900 R.P.M.; Full-load ...700 R.P.M. 
Weight: Net........ 914 lbs.; Shipping..... 12% lbs. 
Overall Length ....... 13%"; 


Standard Equipment —3-conductor cable and plug; 3-jaw 
geared threaded chuck and key; automatic-release trigger 
switch with locking pin; spade handle with key holder; 

FP s detachable pipe handle; “universal’”’ motor. 

3/3 HEAVY-DUT Y ; Standard Yoleges nits or 220 (For other available voltages, 

see page 1). 


Catalog No. 362 (specify voltage) ie 


PFICE, COMPIOLE «4.6: 0.0.0.0 0:5 0 BPRS ofessl ei old emnyee : $60.00 
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NEW 12” Special Drill 


Co aa speed is most practical for an all-purpose 
tool, correct for drilling in all metals and woods, 
ideal for driving Hole Saws and wood augers. Compo 
“oil-less’’ bearings for years of smooth operation. 

Designed for the mechanic who needs an “all- 
around” drill that can be used in any metal or wood; 
will drive various attachments; can be picked up at 
any time for odd job use; has plenty of power for 
tough drilling and will meet the varying needs of 
job-shop routine. 


Specifications 
Drilling Capacity: in Steel..up to 4%”; in Hardwood. up to 1” 


Speed: No-load.......... 375 R.P.M.; Full-load..260 R.P.M. 
WielPib sy IN CUiss 5 osaic ais etane.aorrelsrs 91% lbs. Shipping....11% lbs. 
Owerell erie ths jugs, osvesd Sro.0 sie din l8)b Slo. opnye: afofoFanazeyeyeet i0"Ss Sys, 14” 


Standard Equipment—3-conductor cable and plug (3rd_ wire for 
grounding); 3-jaw Jacobs chuck and key; automatic-release 
switch with locking pin for optional use; spade handle with 
chuck-key holder; removable pipe handle, “universal” motor. 


Suneaes onan or 220 (For other available voltages, see Vo” SPECIAL 
page 1). 

Catalog No. 38 (specify voltage) 

Prices Complete nck 5 PE0S< « BLT Ri heb wctels tel Gs Oe Pte $47.50 


Y2” Standard Drill & 


i one most popular general purpose Electric Drill 
with perfect operating balance, close coupled con- 
struction, minimum spindle offset and horizontal 
spade handle. Spindle speed is ideal for driving all ' 
4) types of twist drills, Hole Saws and wood augers. @o” ai 
Deep groove ball bearing on chuck spindle with inner <7 
and outer races locked in place. Spline-mounted 
spindle gear increases strength, minimizes friction 
and wear. 


Specifications 
Capacity: in Steel....up to %”; in Hardwood....up to 1” 


Speed: No-load..... 400 R.P.M.; Full-load...... 300 R.P.M. 
Weight: Net.......... 9%, wibs::., Shipping. ...: 22/355: 13 lbs. 
VERA ISCN EEN. fee) csevele sere Mepaetercwniasd ote» stotenaiate: ale tieie says 138%” 
Standard Equipment—3-conductor cable and plug; 3-jaw Jacobs 
threaded chuck and key; automatic-release trigger switch with —— 
locking pin; spade handle with key holder; detachable pipe (. 
handle; “universal’’ motor. I/y ” STANDARD 
SOI eG ouaser 15, 220, or 32 (For other available voltages, see 
page 


4) SE Fea Ll aM $60.00 
¥,” Heavy-Duty Ball-Bearing Drill 


CONSTANT-SERVICE production tool for 

heavy-duty drilling in metal, for driving Hole 
Saws, wood boring and driving cylinder hones. Heli- 
cal armature pinion and intermediate gear; alloy 
steel gears. 


Specifications 


Capacity: in Steel........ up to %”; in Hardwood. up to 1” 
Speed: No-load (Std.)..500 R.P.M.*; = Full-load. .330 R.P.M. 
WiGIE DUS INGE. in cies cic cine so 17 lbs.; Shipping....19% Ibs. 
MO VOUMMEIEON OED. on sot aa cuss} cps tories qicia sss 5 essere ® 1844” 


Standard Equipment—3-conductor cable with plug; 3-jaw Jacobs 
chuck, key and chain; automatic-release switch with locking pin; 
spade handle; detachable pipe handle; ‘‘universal’’ motor. 

Optional—No. 1 or No. 2 Morse Taper Socket, instead of chuck, no 
extra charge. 

Standard Voltages—115 or 220 (For other available voltages, see 


page 1). 
Catalog No. 40 (specify voltage) 
BbicG complete «sce elas <.0W sin elefepezesans ist anew on. oye s'ef $84.00 . 
hee aoe By ined seeds, POOL: DOU Beek Us casasuavosaseassueeysdssons shabu $5.00 Saue is 
oO. ee CTEW......00.+-. apteeeesatbipvagaie ais 00 
pevaiihg GWiHteh...<..0.. Lae eae ued 10.00 V2” HEAVY-DUTY 


: 
si 


3/3” STANDARD 


hi jy 


3/4" STANDARD 


POWERFUL 
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5-Inch Standard Ball-Bearing Drill 


OTOR is mounted on ball bearings. Chuck spindle 
operates on Timken tapered roller bearings, in- 
suring smooth power. 


Specifications 
Drilling Capacity: 


in Steel....... 5/30” to 56"; in Hardwood ............ 1%” 
Speed: No-load...300 R.P.M.; Full-load ......... 200 R.P.M. 
Weight: Net.......... 1Tiibs. 354 Shipping’s sais + siesie bo 21% lbs. 
Overall Length........... 18” 


Standard Equipment—3-wire cable and plug; %” geared chuck, 
key and chain; automatic-release switch with locking pin; 
spade handle; detachable pipe handle; “universal” motor. 

Optional—No. 2 Morse Taper Socket instead of chuck, no extra 
charge. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 238 (specify voltage) 
Price, Completes ss:a'h:ci5;s:0fe)dedwesele avcinte Gre Ww oleiway shea leben ows $79.00 
No. 19930 Feed Screw Assembly..........---2+6. eestor $10.00 


5%e-Inch Heavy-Duty Ball-Bearing 
Drill 


© asi its ateie sha equipment on chuck spindle, to 
withstand severe side and end thrust; ball-bearing 
construction throughout. Amply powered and built for 
heavy-duty service. 
Specifications 


Capacity: in Steel.5/30” to 56”; in Hardwood....... up to 1%” 
Speed: No-load....450 R.P.M. Full-load ......... 320 R.P.M. 
Weight: Net........ 21%, Ibssi Shippmes tet. Lee 27% lbs. 
Overall Length ........... 20” 


Standard Equipment—3-conductor cable and plug; 3-jaw geared 
chuck, key and key chain; automatic-release switch with 
locking pin; spade handle; detachable pipe handle; “uni- 
versal” motor. 

Optional—No. 2 Morse Taper Socket, instead of chuck, no extra 


charge. 
Standard Voltages—115 or 220 (For other available voltages, 
Catalog Ne Az (enicelfy volinge) 
atalog No. 42 (specify voltage 
Price, COMPlCG ie :o s.i95:4 scars)s: aise’ trays axeisielape vee sie o'e\e $1 05 .00 
No. 16962 Feed Screw............ igtesttenes .altdboot a $10.00 
REVErSin SIS Wate <<. 6: <.c:6:6 0.0 0 010; e.aieiei0id) 5,4. shei8,0) 0 0 s)esusabiamieleptete 10.00 


%4-Inch Standard Ball-Bearing Drill 


A POWERFUL tool, with triple gear reduction for 
low spindle speed. Motor mounted on ball bearings, 
chuck spindle operates on Timken tapered roller 
bearings. 

Specifications 
Drilling Capacity: 


in Steel...... Siig” to Ss, in Hardwood, ..<, 0.3 <icearemne 1%” 
Speed: No-load...250 R.P.M.; Full-load ......... 175 R.P.M. 
Weight: Net........ 19% lbs.; Shipping............ 25% Ibs. 
Overall Length......... 18%” 


Standard Equipment—3-wire cable and plug; %” geared chuck, 
key and chain; automatic-release switch with locking pin; 
spade handle; detachable pipe handle; “universal” motor. 

Optional—No. 2 or No. 8 Morse Taper Socket instead of chuck, 
no extra charge. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 239 (specify voltage) 
Price, complete............ Sra Role is wrote evetenete ieee $88.00 
No. 19930 Feed Screw Assembly..........+e+eeeeeeee . .$10.00 


e©6e 
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¥%4-Inch Heavy-Duty Ball-Bearing 
Drill 


HUCK spindle equipped with Timken taper- 

roller bearings; all other shafts mounted on 
ball bearings. Extra long switch handle and pipe 
handle for complete control and balance. 


Specifications 


Capacity: in Steel.......... 3/16” to %”; in Hardwood...up to 1%” 
Speed: No-load (Standard).375 R.P.M.*; Full-load...... 280 R.P.M. 
Weights,  N@tei cabaret «sales cte 27% Ibs.5 3 SHINING S| of: «0.8 0:01 34 Ibs. 
Overalls Tien Sth. piyenasesiaese'n) cixim soi, a ote 


Standard Equipment—3-conductor cable and plug; 3-jaw Jacobs chuck, key and 
key chain; automatic-release switch with locking pin; spade handle; de- 
tachable pipe handle; “universal” motor. 

Optional—No. 2 or No. 3 Morse Taper Socket instead of chuck, no extra charge. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 

Catalog No. 45 (specify voltage) 

PTICE,POMPIOE cane eteatehs sh6:5 aic%d gels Sere, Sista eels phe Mahe fae eret 5.00 

Cat. No.555 Reversing Switch Unit, price complete (specify voltage) .. .$125.00 

NosS960st Bieed Sore wert Gre, «2. <(clvsrebareis tees hee hors lela 3 asa raralere sis: sis.e ewes 10.00 

* Special no-load speeds 275, 600, 900 R.P.M.......... 0. cece ee ee eee $5.00 extra 


1-Inch Heavy-Duty Ball-Bearing 
Drill 


(For Twist Drills with No. 3 Morse Taper Shanks) 


Specifications 
Drilling Capacity: in Steel’: oi... cettestree oe-v ei s\s.cle's ciansile-y v0.0 1” 
(With 3-2 or 3-1 Reducing Sleeve, range is extended 
down to 4%”) 


Reaming Capacity: Light up to %”; Heavy...... up to 5%” 
Speed: No-load........ 350 R.P.M.*; Full-load..275 R.P.M. 
Wel SHtONGE siescccrstis oe «ase 28% Ibs.: -;  Shipping....35% lbs. 
Overall en gth: ii oeic < «+. sie sb 20” 


Standard Equipment—38-conductor cable and plug; No. 3 Morse Taper Socket; 
spade handle and detachable pipe handle; instant-release safety switch with 
locking pin; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 47 (specify voltage) 

PPICR ROOTING SERGE 5. 00cleio. 0 0:5. cosets + sais ee e.5. 0,90 000:-6- 3:0) AES eke WHE peo sale $1 30.00 
Cat. No.556 Reversing Switch Unit, price complete (specify voltage) ...$140.00 
No. 19960 Feed Screw..........scsnncssss ss ceecsercssecesseceeenes 10.00 


1%-Inch Heavy-Duty Ball- 
Bearing Drill 


(For Twist Drills with No. 3 Morse Taper Shanks) 
OUR LARGEST and most powerful Drill, with extra long 
safety switch and pipe handles. Motor housing is cast with 
adaptor pad to fit this Drill to size 80 Drill Stand. 
Specifications 


DrilliGapacity vim: Steelions as «0 ¥eisia’s 05% 2 a Geeenete up to 14” 
(With 3-2 or 3-1 Reducing Sleeve, range is extended 
down to %”) 

Reaming Capacity: Light..up to 1”; Heavy...... up to 4” 

Speed: No-load........ 250 R.P.M.*; = Full-load. We R.P.M. 

WeichteNets. ..icaieis soe 32 Ibs.: 3 Shipping...... 40 lbs. 

Overall. Liengthivg 65.0 6:c5. os ees. 2014” 


Standard Equipment—3- conductor cable and plug; No. 3 Morse Taper Socket; spade 
handle and detachable pipe handle; instant-release safety switch with iocking 
pin; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 494 (specify voltage) 

BATICO COMIPIOUOS artis s ki o stheiitewsietole cis ialalew, o'Ca:h eral ecelersie!s, Cea: area sire vivre sete .00 
Cat. No.557 Reversing Switch Unit, price complete (specify voltage) .. «. $159.00 
NO: 10S GO id) COG) SCTOW a 5.5 dainica isis hiersiviie Hae Rise ase o 6s Oo cre o ttle set esOR 10.00 
* Special No-load Speeds—350, 600 or 900 R.P.M.......... cisc'a as ems siv'esin SDOOKERT EA 


NO. 225 COAL DRILL WITH 
D.C. SWITCH HANDLE AND 
STANDARD BREAST PLATE. 


NO. 225 COAL DRILL 
WITH A.C. SWITCH 
HANDLE AND 
OPTIONAL SPADE 
HANDLE. 


ah. 


RADIAL ARM ge 


Tae RADIAL ARM is particularly adapted 
to chain production methods. Arm has ver- 
tical adjustment up and down column and can 
be swung to any desired position. 


Travel of Arnis On COMMIT a. oo. occa c ee Big ce eee. 24” 
Vertical travel of, Brackett... cesses vine Chee wesees 4” 
Angular adjustment, electrical tool bracket........ 255° 
PIO UOT SWAN Oaks, 2 ect PMNS oonvevavet eiece Sieve: acacasiiare Weve 180° 
Distance, center of column to elbow............... 22” 
Elbow to spindle: electrietool. 6.0. Fi. cesses ees we 14” 


Effective area of operation is within radii-from 19” to 
36” from column. 
Weight: Net........ 180 lbs.; 


Shipping...... 235 lbs. 
Catalog No. 20057 (Type C) 


Price complete: <aco.... Gao «vos aah bh Bote $1 65 .00 


In ordering be sure to specify type and size of Elec- 
tric Tool to be used, so that the proper adaptor will be 
supplied on the bracket. 


No. 225 Coal Drill 


HIS IS THE MOST POPULAR size and ¢a- 

pacity Coal Drill for constant service on 
regular shot-hole drilling. It is well suited for 
either one- or two-man operation. Equipped 
with a powerful Van Dorn motor, it can be 
furnished for use either on alternating current 
or with special condenser-equipped switches for 
direct current. 

Although light weight the tool is of rugged 
construction; has Timken taper-roller bearings 
on main spindle; completely dust-proof instant 
release switch; ample ventilation; choice of 
spindle speeds and breast plate or spade handle. 


Specifications 


For Alternating For Direct 
Current Current 
Speed: No-load (Standard).. 350 R.P.M.* 350 R.P.M.* 
Full-loads. dlrs 3 ee 200 R.P.M. 200 R.P.M. 
*Optional Speed 
(HGERLA CORE) occ. 5 cies cue. BS 600 R.P.M. 600 R.P.M. 
Weight: 
Net (with breast plate).... 27% lbs. 29 lbs. 
Shippin’ .. ... ..iwereaeeecak < 37 lbs. 38% lbs. 
Net (with spade handle)... 26% lbs. 27% Ibs. 
Shipping 403s waceat ae vere 36 lbs. 37% lbs. 
Overall Length: 
(with breast plate)........ 17%” 17%" 
(with spade handle)....... 195%” 1954” 
Catalog No. (specify voltage) 305 474 


Price, complete............ $1 50.00 $l 60.00 


Standard Equipment—3-conductor cable and plug; 20-amp. 
dust-proof switch, threaded spindle; breast platet; detacha- 
ble pipe handle. 

Standard Voltage—115; also available for 220 or 240 volts. 

‘Spade Handle supplied in place of Breast Plate, at no extra 
charge. 


Diagram of operating range and areas show- 
ing maximum and minimum radii. 


EL Ent rik bee 


for all sizes. 


SIZE 40 
DRILL STAND 


WITH 


SIZE 20 DRILL STAND VY" SPECIAL 
WITH DRILL 
4” HEAVY-DUTY DRILL 


SIZE 20 DRILL STAND (Type C)— 


Fits all Van Dorn end-handle Drills from 4” 
Special to %” Standard; the SCRUGUN, 
TAPGUN, No. 14 and No. 18 Screw Drivers 
and 4” Tapper. Maximum feed is 2”; from 
C/L Bit to C/L Column is 5%”. 

Catalog No. 22148 BENCH DRILL STAND— 
Net Weight 16 lbs.; shipping 19% lbs. Price .$22.00 


SIZE 40 DRILL STAND (Type C)— 
Fits %” Heavy-Duty, %” Junior, %” Special, 
%” Utility, %” Standard Drills. Maximum 
feed is 4”; from C/L Bit to C/L Column is 6”. 
Catalog No. 22145 BENCH DRILL STAND— 
Net Weight 30 lbs.; shipping 37 lbs. Price... .$29.00 
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BENCH DRILL STANDS 


INCREASE ‘the usefulness of Van Dorn Drills, Screw 
Drivers and Tappers by converting the portable unit to a 
drill press for heavy-duty work. Available in Bench type 


Handle leverage multiplies working pressure; feeds 
smoothly for accurate work. Tool bracket available for 
height and radial position. Adjustments for tool size 
eliminate adaptors; one stand fits several units. 


SIZE 60 
DRILL STAND 
WITH 
5/,” HEAVY-DUTY 
DRILL 


SIZE 60 DRILL STAND (Type A)— 


Fits all Van Dorn side-handle Drills from 1%” 

Heavy-Duty to the 1” Heavy-Duty. Maximum 

feed is 4”; from C/L Bit to C/L Column:is 8”. 
Catalog No. 13857 BENCH DRILL STAND— 

Net Weight 59 lbs.; shipping 69 lbs. Price. . . $45.00 


SIZE 80 DRILL STAND (Type A)— 


Fits the 14%” Heavy-Duty Drill only. Maxi- 
mum feed is 4”; from C/L Bit to C/L Column 
is 127. ‘ 
Catalog No. 26607 BENCH DRILL STAND— 
Net Weight 73 lbs.; shipping 90 lbs. Price... .$60.00 
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A Complete Line of Hole Saws 


Vin DORN Hole Saws will cut clean, round holes in any material a 
hacksaw will cut. They can be used with any Drill or spindle 


@ =. equipped with a correct chucking device, but the power and speed 
P| of the spindle will govern the size Hole Saw to be used and the results 
ag obtained. 

We suggest the following limits on Van Dorn Drills: 
On %” low-speed HOLGUN........ not larger than 114” Hole Saw 
On %” Standard Drill............. not larger than 114” Hole Saw 
On %” Junior and %” Standard. ...not larger than 3%” Hole Saw 
Hole Saws are available in three types; Coarse-tooth tungsten steel 
for wood, fibre, bakelite, cast iron and all thick, coarse materials; 
Fine-tooth tungsten steel for sheet metal, steel, porcelain and all thin 
or sheet materials; High-speed steel for hard alloys and for longer 
service on production work. Hole Saws are interchangeable on Man- 
drels as indicated in the table below; each Mandrel includes a pilot q 


drill which centers the Hole Saw and keeps the cutting concentric. 
Standard Hole Saws have approximately %” depth-of-cut. 


Hole Saw Specifications 


Saw TunasTen STEEL Saw Hie Sprep MAnpRELs ** 
For For 
Out- Fine Coarse | Price Price For For Con- Pipe 
side Tooth Tooth Each Cat Each %” or | 4%", 4%” duit Tap 
Diam.| Cat Cat. Saw No. Saw Larger | or %” Sizes _|. Sizes 
No No. Only Only Drills Drills 
5%” | 23051 | ..... S180 eke Chee * * 
34” | 16882 | 14906 | .60 | 21747 | 1.40 | 14903 | 22181 a a 
%" | 16883 | 14908 | .60 | 21748 | 1.40 | 14903 | 22181 | 14” 
1S MmWOTSS2 |... . 60 | 21749 | 1.40 | 14903 | 22181 34” 
1” 16884 | 14910 | .60 | 21771 | 1.40 | 14903 | 22181 
14%” | 21875 | 22953 | .80 | 22809 | 1.40 | 14903 | 22181 
1%” | 16885 | 14912 | .80 | 21772 | 1.40 | 14903 | 22181 | 34” | . 
13%” | 17678 | 17679 | .80 | 21773 | 1.40 | 14903 | 22181 1” 
114” | 16886 | 14911 80 | 21781 | 1.40 | 14904 | 22182 | .. 
13%” | 16887 | 14913 | .80 | 21782 | 1.40 | 14904 | 22182 | 1” ae 
144” | 16888 | 14914 | .80 | 21783 | 1.40 | 14904 | 22182 1%" 
15%” | 16889 | 14915 | .95 | 21784 | 1.40 | 14904 | ..... eke eae 
134” | 16890 | 14916 | .95 | 21785 | 1.85 | 14904 | ..... 14” | 14” 
1%” | 16891 | 14917 | .95 | 21786 | 1.85 | 14904] ..... Ber lta. 
o” 16892 | 14918 | 1.10 | 21787 | 1.85 | 18028 | ..... TGA sas 
2%" | 16893 | 14919 | 1.10 | 21788 | 2.50 | 18028 | ..... ae 
: 2%” | 16894 | 14920 | 1.10 | 21789 | 2.50 | 18028] ..... era 
Special Hole Saws 214” | 16895 | 14922 | 1.30 | 21790 | 2.50 | 18028 |..... ee Ty 
Special Tungsten Steel Hole Saws, 234” | 16896 | 14921 | 1.30 | 21791 | 2.50 | 18028] ..... 3 rae 
with extra-coarse tooth arrangement, 214%” | 16897 | 14923 | 1.30 | 21792 | 2.50 | 18028] ..... oP 
can be furnished at 50c more than as ere ‘ieee ae cath -, meas Leas si 
: : : “A . OU | L160UL5 | ..... 2 
atageiee Pesces.Jn.- diameters ap. to 27%” | 16900 | 14927 | 1.40 | 21795 | 2.50 | 19028 |..... 55) Fae 
1%”; at $1.00 more than standard 3” | 16901 | 14926 | 1.55 | 21796 | 2.50 | 19028 |..... 7 
prices in 2” to 4” diameters. Give Hole 31%” | 16902 | 14930 | 1.55 | 21797 | 2.50 | 18028] ..... eee 
Saw diameter and specify “extra- 31%” | 16903 | 14929 | 1.55 | 21798 | 2.50 | 18028 | ..... rors ot 
course”. when ondebing, 334"8l as P4172 | 1.55.| ..... ar | ee Meas | eae 
31%” | 16904 | 14928 | 1.55 | 21799 | 2.50 | 18028 | ..... 3” eee 
Special Depth Hole Saws—for home S5auin.... 24173 | 1.85|..... 18028 | ..... 
insulation and other special uses; Bor crass Payee eC eee 18028.) ee... 
coarse-tooth Tungsten Steel with 1%” 3%” iste tea Puri aS eS Bee T8028 |" x ae 
4” 16905 | 14932 | 1.85 | 21800 4.25 |18028 | ..... 3%" 


depth-of-cut; require special mandrels 


as listed below: 
No. 24576 214” Special Depth Hole 
S $3.1 


No. 18635 
No. 24578 


3” Special Depth Hole Saw . 


Special Mandrel with Pilot 
Drill to be used with above 
Hole Saws 


Mandrel for %”, 5/16” and ¥%” Drills 


No. 22181 Mandrel with Pilot Drill (to fit 34” to 1-3/16” Hole Saws) 
No. 22182 Mandrel with Pilot Drill (to fit 14" to 144” Hole Saws).. 
No. 22192 Pilot Drill Only, for above Mandrels Dawact betas aasguanteeneaees 
No. 23050 3/16” Pilot Drill for the No. 23051 Hole Saw only 
*The No. 23051 Hole Saw has a built-in Mandrel; no separate Mandrel sipbadae 


Mandrels for %2” and Larger Drills 


No. 24577. Pilot Drill for No. 24578 No. 14903 Mandrel with Pilot Drill (to fit 34” to 1-3/16” Hole Saws)................. $1.80 
Mandrell No. 14904 Mandrel with Pilot Drill (to fit 114” to 1%” Hole Saws).... 1.85 

No. 18028 Mandrel with Pilot Drill (to fit 2” to 4” Hole Saws) 2.15 

No. 14935 Pilot Drill only, for above Mandrell..............:ssss 45 
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Jacobs Drill Chucks and Keys 


Key Only* 


Chuck and Key 


Chuck Size ||Cat.No.| Mfegrs. No. | Price || Cat. No.| Price Used on These Units 
3%” Threaded || 23224 | 1-BS $6.00 || 3030-T | $0.40 3%” Hornet (type A) 
\%" Threaded || 23226 | 1-B 5.50 || 3030-T .40 || Shorty Drills (all types); 3%” Drill 
te 14” Holgun (A); 4” Junior 
144” Tapered 3030 | 1-A 5.50 || 3030-T 40 24” Special (all types) ; 
4%" Junior (A) 
4%" Tapered 7705 | 7 5.50 || 7705-L -40 4%" Heavy Duty (A to a 


44” Threaded || 23227 | 7-B 4-20 Tap 5.50 || 7705-L .40 1%" Heavy Duty (H to 
\%” Standard (B, C, toe osp. D) 


4%" Threaded || 23762 | 7-B 3-24 Tap 5.50 || 7705-L -40 4%” Holgun (B); H.-D. Holgun 


5%” Tapered 6133 | 30 6.00 || 6133-L -50 5%” (all types except Utility and 
H.-D. L to R) 
5” Threaded 23228 | 30-B 6.00 || 6133-L -50 5%” Utility; 4” H.-D. (L to R) 
5” Tapered 23519 | 30-1A 6.00 || 6133-L -50 No. %%” Tapgun (Standard) 
5%” Tapered 32376 | 421-01 10.00 || 16682 10 No. %” Tapgun (Special) HU 
%” Threaded || 23229 | 32-B .| 6.50 || 4794-L -50 34” Standard (all sypen)s Fh ie c CK & KEY 
: ity (M to U); %” H.-D. (N to T) 

34” Tapered 7244 | 32-Drill 6.50 || 4794-L -50 3%” Utility (K, L) 
3%” Tapered 4794 | 32-Tapper 6.50 || 4794-L -50 44” Tapper; No. 2 Tapper (Std.) 
3%” Tapered 32377 | 441-02 11.50 || 20530 -10 \%" Tapper; No. 2 Tapper (Spl.) 
144” Threaded |} 23230 | 33-B 7.50 || 4794-L -50 4%” Junior (B); 4” Standard (B); 

44” Utility (E,F); 4” End Handle 
4%” Tapered 15839 | 33 7.50 || 4794-L -50 || 34” Junior (A) 
4%” Tapered 9480 | 34 8.00 1534-L -65 4%” H.-D. (A to E); 44” Spl.(C,D) 
5%” Tapered 11329 | 3-A 9.50 || 1534-L 65 54” Standard (D); ie ee (A); 

54” Heavy Duty (At D) 
34” Tapered 9522 | 36 12.00 || 9522-L 95 34” Standard (E); aa Utility (A); 


3%” Heavy Duty (all) 
*“T” indicates T-shaped key. ‘‘L’”’ indicates L-shaped key. 


Chuck Key Chain 


To fasten Chuck Keys to Drill or Cord. Standard on %”, %” and %” Heavy- KEYLESS CHUCK 
Duty Drills. 
No. 26684 Chuck Key Chain.......... NU Maia, tekcvensid tieusrevete araytoSgnues; wareisies $15 


Keyless Chucks 


Available as a replacement or as extra equipment as follows. Either of the 
two catalog numbers listed below will fit %4” Heavy-Duty, 5/16” Heavy-Duty 
or %” Standard Drills. 

No. 34043 Keyless Chuck—0” to 4” capacity (Jacobs No. 650-64-HT)....$9.50 
No. 34044 Keyless Chuck—5/64” to 5/16” capacity (Jacobs No. 655-64-HT). . 9.50 


See listings under 14” Heavy-Duty and 5/;5” Heavy-Duty drills only for prices as 
original equipment with gear locking pin. 


Morse Taper Sockets and Reducing Sleeves 


For use with taper shank bits in all drills normally equipped with Jacobs chucks, 
from 44” to 34” sizes. 
No. 23009 No.1 owe oat Socket, cieenied for 14” Std.; 44” H.-D.; 5/16” Util.; 
5/16” H.-D.; 36” Std.; 34” H.-D.; Jr.; a” Std... 
No. 18849 No.1 tore Maher Socket for. a? Drill... 
No. 11066 No. 1 Morse Taper Socket for 12” Drill... 
No. 11676 No. 1 Morse Taper Socket for 59” and 34" 
No. 25981 No. 2 Morse Taper Seer ee threaded for ” Std.; 14 
5/16” H.-D.; 38” Std.; ”"H-D.; 46” Jr.; 42” Std 
No. 12186 No. 2 Morse Taper seekers for 14” H. =D. Hae Paes 
No. 11067 No. 2 Morse Taper Socket for 54” and 34” Dril 
No. 12849 No. 3 Morse Taper Socket for 58” and 44 ” Drills... 
To adapt Morse Taper Sockets to. next smalle 
No. 4122 No. 4-3 Reducing Sleeve 
No. 3153 No. 3-2 Reducing Sleeve.. 
No. 3152 No. 2-1 Reducing Sleeve.. 
No. 22480 No. 3-1 Reducing Sleeve 


LA 


74 


Chucks Mounted on Morse Taper Arbors ite a a 


No. 1585 < See on No. 2 M. T. Arbor, for all %” H.-D. Drills, except Types 


No. 22083 55” wae with No. 3 Morse Taper Arbor, to fit 1” Drills types A, B, 
ron D, E, F and 7%” 5° oriiis; Types. .D, FB, G ANG Fhisinccccsccseci0s000,cebs kegeveny 11.25 
No. 10601 34” Chuck with No. 3 M. T. A., to fit 1” Drills hase A, B,C, D, 1, 
and 7%” Heavy-Duty Types D, F, G and H... 
No. 3151 No. 2 Morse Taper Arbor only.. 
No. 10949 No. 3 Morse Taper Arbor only 


Horizontal Drill Stands 


With this stand, Drills can be used for stationary drilling, reaming, light buffing, 
grinding and wire brushing. The stand is screwed or clamped to the bench and holds the 
Drill rigidly by means of an adjustable chain. 


No. 23046 Drill stand for current ay 14” Std.; 14” H.-D.; oe -D.; 36” Std..........$4.75 
Ibs. 


Weight: Net.. 
No. 8169 rene £0 ; 
nace HORIZONTAL STAND 


RIGHT ANGLE 
DRILLING ATTACHMENT 


FEED SCREW 


WHEEL ARBOR 


CARBON REMOVING BRUSHES 


FOR COMPLETE LISTINGS OF 
WHIRLWIND WIRE WHEEL BRUSHES 


SEE PAGE 26 
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Right Angle Drilling Attachment 


Enables operator to reach out-of-the-way places in work 
on joists, etc. A handy attachment for all types of con- 
tracting jobs and electrical installations. Equipped with 
3-jaw Geared Chuck, 14” capacity. 

No. 23574 Right Angle Attachment (Type B) for %” 


PUNIOL,:. 26% SPOClals 04: veausweoaeeeisae cee erate o $42.00 
No. 17819 Right Angle Attachment (Type B) for %” 

Standard and:24”" Utility. ct siecn acc sxc ehi dt fees 42.00 
No. 17820 Right Angle Attachment (Type B) for %” 

H.-D. (A to E) and %” Standard.............. 42.00 


Feed Screw Attachment 
Use this Feed Screw Attachment to feed drill in out-of-the- 
way places. Furnished complete with Adaptor. 


No. 22555 For %” Heavy-Duty (Type Bto E)................085 $10.00 
No. 16962 For %” Heavy-Duty and %” Standard................ 10.00 
No. 19930 For %”, %” Std.; 56”, %4”, %” Utility Power Drills..... 10.00 
No. 19960 For %” Heavy-Duty (all), %” Heavy-Duty (A and 

ater) sata) CAG: accpancan swiace shone "orem cainskernl etalon 10.00 
Novt2i40 <Horitye) Drill Only nsits carb weomsi ga sors 6 uaa ones 17.00 


Auxiliary Side Handles 
Improve control and balance of end handle Drills and adjust- 
able clutch Screw Drivers. Clamp around spindle housing; ad- 
justable radially to any convenient position. 
No. 22178 Auxiliary Side Handle, for 1%”, 5/16” H.-D. Drills 


andinew 94”-Standard Drill. 2 vis.5 ssncc0sslevosacenn ayes oar trans $3.00 
No. 30426 Auxiliary Side Handle, for No. 14 Screw Driver.. ...... 3.00 
No. 30427 Auxiliary Side Handle, for No. 18 Screw Driver.. ...... 3.00 


Wheel Arbors 
Adapt 14,” and 14” Drills to light grinding and wire brushing, 
by holding wheels in chuck of drill. Body of arbor is 14” 
diameter and will take 3” and 4” wheels. 


No. 3071 %4” Drill Arbor (%” diam.; 4” shank).......... ...... $ .95 
No. 8449 14” Drill Arbor (1%4” diam.; %” shank)................ 1.95 


Sanding Pad Arbor 


No. 23041 Arbor for 5” Sanding Pad; fits %4” H.-D., 5/16” and 
54" Drills:(56"-L1 thr.,.36" whan) wa. cere tarni aes Jee $0.85 


50 Ft. Extension Cable 
To reach power outlets at a distance this cable will carry cur- 
rent without too great a drop in voltage. Consists of 14 gage, 3- 


wire, rubber covered cable complete with plugs. 
No: 11949’ 50 ft. Extension: Gable. is 4 siotsdeosatectt oa yore ata eat sated $15.50 


Carbon Removing Brushes 
Made of tempered steel wire; used with 14.” Drills, quickly 
clean carbon from cylinder heads, top of pistons, valve ports, 
etc., leaving a burnished surface. 


No. 21416 Heavy-duty solid wire-filled brush.................... $ .95 
No. 21417 Side flare brush for close corner work........... ...... 1.40 
No. 21418 Small brush for cleaning valve-guide ports............ 85 
No. 21419 Hollow core, flare bottom brush.............06. ceeees 1.45 


Wire Wheel Brush 
For cleaning valves, top of block, ete. Driven by 14.” Drill. 
Compactly made with maximum amount of spring tempered 
wire. 


No::21897'. 4” “Wire Wheel: Brush: of seviwesonreoeosice weels tae ee $1.70 
No. 3071 Arbor to attach 4” brush to 4%” Drill............ 0.0... -95 
No. 23046 Horizontal Bench Stand for 4” Drill.................. 4.75 


Gear Grease 
A gear lubricant, best suited to portable electric tool use. 
Recommended for most electric tools, except Saws and others 
requiring special lubricant. 


No. 23638 1 Ib. Container of Standard Gear Grease..........0...0.0..00000000.. je ee 
No. 23639 2 lb. Container of Standard Gear Grease ..............0.ccccceceeeeeeeeeeee 
No. 32907 5 lb. Container of Standard Gear Grease... ees ; 
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Portable Electric Sanders 


AN DORN SANDERS are most versatile surfacing tools, 
used with a wide variety of attachments for sanding, 
grinding, wire brushing, rubbing and planing operations 
on metal, wood, stone, tile, concrete and many other surfaces. 
These Sanders are fully powered with Van Dorn “universal” 
motors; perfectly balanced with reversible side handles for 
right or left hand use; spiral bevel gears of heat-treated alloy 
are matched and lapped; bearings are grease-sealed. 


7-Inch Special Sander 


LIGHT WEIGHT, well-balanced unit for service in shops 

that require only intermittent Sander use. The low cost 

of this unit recommends it for light sanding, touch-up 
body work, metal finishing, removing rust, smoothing welds, 
wood surfacing and similar light-duty operations. 


Specifications 


Diametérsof: Sanding: Dises aii ksieise O46. 0'ws HOGG deweiewsises q% 
SPING] Cisers oe reso siels 58” diameter; 11 thread, right hand 
NG-loneEDING 6 SPGC0 oii ocjs0rc eis'e'oeies % alee ppahesaye 3500 R.P.M. 
Welentsc Net cars ce.) use « Solbsse «SHIM DING sc vss @ ctaseieis-<’s 9 lbs. 
Overall length (not including pad)............-..0e000- 1%” 


Standard Equipment—Spindle lock; 3-conductor cable and plug; re- 
versible auxiliary side handle; 7” molded rubber pad; three 7” 
sanding discs (1 coarse, 1 medium, 1 fine); clamp washer; “uni- 
versal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see 


page 1). 
Catalog No. 91 if, 1 
Be er ee goa canis 3.00 
No. 34272 %4” Jacobs (7BTY) Chuck for drilling with 
Wf SPECIAL ANON ope ese cieseree seeasuceles! ese $6.00 extra 
7-Inch Standard Ball-Bearing 


Sander 7” SPECIAL 


HE MOST POPULAR general-service unit for maintenance 

and production. Switch, commutator and bearings are 

sealed against dust and dirt. Equipped with quick-acting 
spindle lock for changing discs and other attachments. 


Specifications 


Diameter Sanding Pad....... layers ald ojore Fa 6 oSlselaes oe cence 7 

SDINGLE. oe tee sate srsclatas 5g” diameter; 11 thread, right hand 

No-load Speed. 4200 R.P.M. Overall Length (not ine. pad) 174%” 

Net Weight........ 1254) 1bs.? Shipping tis ve 16% lbs. 

Standard Equipment—Spindle lock; 3-conductor cable and plug; 
reversible side handle; 7” molded rubber pad; three 7” sanding 
discs (1 coarse, 1 medium, 1 fine); strap metal stand; clamp 
washer; ‘‘universal” motor. 

ieee or 220 (For other available voltages, see 
page 1). 


Catalog No. 92 (specify voltage) $73 00 
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7-Inch Heavy-Duty Ball-Bearing 


Sander 


XTRA POWER for continuous high-speed production. All 
vital parts sealed against dust and dirt. Equipped with 
convenient spindle lock. 


Specifications 


DigINeteMmONANGING2 PEGI). oc Sisss LS ota s bolade shea bes i had ” 

Spindiesss 2s 448 MLO f 5g” diameter; 11 thread, right hand 7” STANDARD 
No-load Speed. 4200 R.P.M. Overall length (not ine. pad) 18” and 

Net Weight........ 14% lbs.; Shipping.......... 21% lbs. 


7” HEAVY-DUTY 


Standard Equipment—Spindle lock; 3-conductor cable and plug; 
reversible side handle; 7” heavy-duty molded rubber pad; three 
7” sanding discs (1 coarse, 1 medium, 1 fine); strap metal stand; 
clamp washer; ‘“‘universal’’ motor. 

tae eile or 220 (For other available voltages, see 
page 1). 


Catalog No. 93 (specify voltage) $82 00 
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9-Inch Heavy-Duty Ball-Bearing 


Sander 


OWERED for heavy-duty production, faster schedules, 
more output per tool. Switch, commutator and bearings 
sealed against dust and dirt. Equipped with spindle- 
lock. Recommended for wire cup brushes, saucer grinding 
wheels and planer heads. 
Specifications 


Diam. of Sanding Pad..9”; Spindle. .%” diam.; 11 thread 


No-load Spindle Speed....................4. 4000 R.P.M.* 
Weight: Net....18% Ibs.; Shipping ............ 25 lbs. 
9” HEAVY-DUTY Overall Length (not including pad)................ 191%” 


Standard Equipment—Spindle lock; 5” molded rubber pad; 634” 
“Koolflex” backing pad; 873%” ‘“Koolflex” backing pad; three 
91%” abrasive discs (1 coarse, 1 medium, 1 fine); clamp washer; 
reversible side handle; strap metal stand; suspension eye-bolt; 
3-conductor cable and plug (3rd wire for grounding); “‘uni- 
versal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see 


page 1). 
*Optional Speed of 5000 R.P.M. available at no extra cost. 


Catalog No. 433 (specify vol 
Pied Gonpldta. sre anrees hear alle $98.00 


Improved Molded Rubber Pads 


OLDED RUBBER PADS have inside-threaded hub to 

screw directly on spindle of all Sanders and Polishers. 

Hub has additional inside-thread to take new type 
outside-thread clamp washer—one only being needed to 
hold all kinds of discs, pads, bonnets, etc. Eliminates large 
variety of clamp washers previously required. 


No. 33262 7” Std. Molded Rubber Pad with No. 


SS82b 1: Clamp WARNER S fa cone ericvois <oress «01s $3.25 
No. 33488 7” Heavy-Duty Molded Rubber Pad 
with No. 33257 Clamp Washer.......... 3.75 
No. 33487 9” Molded Rubber Pad with No. 33257 
Clamp. WaSbOR gages 6. coke oles avs e Sees 6.00 
No. 33489 5” Molded Rubber Pad with No. 33257 
MOLDED: RUBBER PAD Clamp Wash eniaanim Bo Atiideve Saas ee 3.50 
No. 14237 3” Flexible Pad, Complete.............. $3.85 
No. 14551 Replacement Pad for 3” Flexible Pad.,... 1.25 
No. 10279 Clamp Washer for 3” Flexible Pad ...... 45 


‘*Koolflex’’ Backing Pads 


IGHT-WEIGHT, fabric-base, plastic-bonded discs pro- 

vide greater flexibility, cooler operation and longer life 

on sanding applications. Used with No. 33489 Molded 
Rubber Pad. For maximum flexibility, use one ‘Koolflex” 
pad with corresponding size abrasive disc. For “feathering” 
finish, use No. 31000 “Koolflex’”’ pad with 9” abrasive disc. 
For more rigid backing use both sizes of “Koolflex” pads 
with 9” abrasive disc. Use with Special Clamp Washers 
listed below. 
No. 31000 6%” “Koolfiex” Backing Pad............. $1.65 


No. 31001 8%” “Koolfiex” Backing Pad............. 2.25 


Replacement Clamp Washer 


New, outside-threaded, screws directly into 5”, 7” and 9” 
Molded Rubber Pads listed above. 
No:8325%2. Clamp Washer. 4c): 4). dina tad Lois $ .45 


Former type, inside-threaded, screws directly onto 
spindle through hub of former type Rubber Pads (Nos. 
17687, 18329, 18330 and 22589—no longer catalogued). Use 
these washers until pads become worn out and are replaced 
with new, improved type listed above. 

No. 10279 Clamp Washer for Sanding Discs, and 


Lambswool Bonnets cise actriatarsishes ost +i o,0h0 $ .45 
No. 22191 Clamp Washer for Lambswool Bonnet 
with Sponge Rubber Pad............... 50 
No. 31003 Clamp Washer for Sanding Dise with 
one Koolfiex pS ON lag 50 
No. 31004 Clamp Washer for Sanding Dise wit! 
CLAMP WASHER both: ‘Koolflex: Pads. vis cea oar telepirers ets 55 


ewmdae 
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Sander Attachments and Supplies 


Sanding Discs 


ANDING AND ABRASIVE DISCS for Sanders can be 
furnished in a variety of grades and grains. Discs desig- 
nated as “Open Grain” are especially suited for wood sand- 
ing (Nos. 1624 and 36 for removing paint and varnish) ; 
“Closed Grain” are for metal work. All discs packed 25 to 


a box. 
7-Inch Sanding Discs 
Gtade Closed Grain Open Grain 
Price Price 
Cat. No Each Cat. No Each 
16 17815 $0.58 15134 $0.58 
24 9990 45 15135 45 
36 9991 44 15136 44 
50 9992 42° 12011 42 
60 18489 -40 18491 40 
80 10485 .38 12012 38 
100 12145 cae BAF 
120 12146 .38 12013 238 
150 12147 eee Ee 
180 12148 Ca 55 Bit 
914-Inch Sanding Discs 
16 26458 $0.77 15137 $0.77 
24 10719 -60 15138 60 
36 10720 59 15139 59 
50 12153 55 12131 55 
60 18493 .53 18495 53 
80 10721 50 12132 50 
100 12149 eS eee wise 
120 12150 50 12133 50 SANDING DISCS 
150 12151 i eee | Se tid 
180 12152 eT eee 


New Feather rites in Attachment 


ESIGNED FOR ALL 7” 

Sanders. Uses inexpen- 
sive and flexible cloth-back- 
ed dises which are held by 
a quick-acting twist-lock 
washer. This attachment 
cuts out practically all hand 
sanding and feather-edges 


old finishes in one-half to FRONT VIEW 
one-fifth the time of former FEATHER EDGING 
ATTACHMENT 


methods. Sanding disc is driven by friction between itself and a 
felt pad. When pressure on the sanding disc becomes too great, a 
slipping action prevents deep scratch lines. A fibre pad backs up 
the felt pad to give correct degree of flexibility. 


No. 33493 Feather Edging Attachment including two coarse, 
two medium and two fine Sanding Discs..................4. $7.50 


Replacement Items 


NGnb4 4 ots T= LOCK WASKE? 2% 51.5 csersys Gic,sin sso als as Sele Soe aye we saws e Sr $1.10 
No. 33495 Package of 6 Sanding Discs* (coarse), 80 grit, open........... 1.45 
No. 33496 Package of 6 Sanding Discs} (medium), 150 grit, open......... 1.30 
No. 33497 Package of 6 Sanding Discs} (fine), 220 grit, open............. 1.30 


No. 33998 Felt Pad with Fibre Backing Pad.............0eeeeceeeeeeees 1.75 be 
* 6D)» “ou 
D”’ back ft “C” back BACK VIEW 
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Sander Attachments 
and Supplies 


Wire Cup 


Brushes 


ADE IN OUR own plant, for use on Standard and Heavy- 
Duty Sanders. Well built of finest quality wire to give 
long service on the toughest kinds of cleaning operations. Use 
these Wire Cup Brushes for removing rust and scale from all 
metal surfaces; for cleaning tanks and boat hulls, for taking 
off old paint; for cleaning castings and structural metal. The 


hub of the Wire Cup Brush is fitted with a 5@”-11 thread WIRE CUP BRUSHES 
bushing, which threads on the Sander spindle. 

No. 18056 4” Wire Cup Brush (.020”’-crimped) for 7” Standard Sandev...................... $2.75 

No. 24353 5” Wire Cup Brush (.020’-crimped) for 7” Heavy-Duty Sander... 


No. 12398 6” Wire Cup Brush (.020”-crimped) for 9” Heavy-Duty Sandev................ 3.85 
*Trade Mark Reg. U. S. Pat. Off. 


Abrasive Disc Trimmer 


OR COMPLETE use of abrasive discs. This Disc Trimmer 
cuts them down to smaller sizes as the outer edges are 
worn out. Adjustable center-hole pilot on calibrated swing- 
ing arm; cutting wheel mounted on one-piece spindle and 
crank; base casting is screwed to bench. Takes discs of 914” 
maximum diameter and either 7%” or 14” center-hole; trims 
down to 3” diameter. 


No. 21808 Abrasive Disc Trimmer, complete............. ...005 $9.50 
No: 21753" “Replacement Cutter 6 os ck weet nce te ee ane ceuree A5 


Saucer Grinding Wheel 


For some metal grinding applications, the Sander 
equipped with a Saucer Grinding Wheel does smoother and 
faster work than a Portable Grinder. Saucer Wheels have 
5”-11 thread bushing to fit spindle direct. 


No. 24050 4” Saucer Grinding Wheel (for 7” Standard Sander)..$ 5.35 
No. 23444 5” Saucer Grinding Wheel (for 7” Heavy-Duty 


SHIGE) cis cies atsssairas Se Eas feiine Poavareioered aereetoslacns 7.50 

No. 18039 6” Saucer Grinding Wheel (for 9” Heavy-Duty 
SAUCER SANDEL) Mes. Lcasctew sitoeree stecerscece a atel cttatehiats eyacoutehatate 10.00 
WHEEL No. 17329 Skirt Wheel Guard (for Heavy-Duty Sander)........ 7.25 


e116. 


Sander Attachments and Supplies 


Cup Grinding Wheel 
For smoothing welds and other metal surfaces. Use No. 10711 Spindle 
Extension to attach to Sander. 


No. 10663 4” Cup Grind Wheel 
No. 10711 Spindle Extension. 


Rotary Planer Heads 


Perform many wood surfacing and shaping operations formerly done 
with jack-plane and adz. Two types of planer heads are supplied; one 
with rounded surfacing for deep gouging, the other with flat face for 
surfacing and semi-finishing. These heads are interchangeable on the 


spindle of the 7” Heavy-Duty and 9” Heavy-Duty Sanders. 
a No. 14743 Set of two 5” Planer Heads one Gouging and one Surfacing, 
complete with blades, packed in neat Oak DOX o.oo. cececccececceseecsesessevseeseeed $31.00 


No. 14734 5” Gouging Planer Head, complete with blades ... 
No. 14735 5” Surfacing Planer Head, complete with blades ..... 
No. 14733 Replacement Blade (same for either head), Set of 3............... F 


Gear Grease for Sanders and Polishers 


The spiral bevel gears in all Van Dorn Sanders and Polishers should 
be lubricated from time to time to maintain the tools properly and to get 
most efficient service from them. Gear grease is available in convenient 
containers. 


No. 23638 1-Ib. container Gear Grease nn... ccsccesecsscsecsssessssvedecseseseessscsecsccusecsveae aeseeavavens 


No. 23639 2-lb. container Gear Grease... 
No. 32907 5-lb. container Gear Grease ....0.........0:00c000000. 


” Miscellaneous Attachments 


SUSPENSION EYE-BOLT for all Sanders (except “Junior” or 
“Special” models) which are drilled and tapped. No. 2473, 
PICO BACHE ieliccttals ties Meee a ate 6)5oc0h5is.c0h8).6 husveler-sreseis eile a Fane svsheks 


STRAP-METAL STAND, to support Sander when not in use. 
Standard equipment on all Sanders (except “Junior”) and 
siandard Polasher NO; 2241) sDiiCCs sco cs acne Safe 66s a epsthes arcs wwe 


SANDER SPINDLE ADAPTOR—A bushing, threaded inside 
and outside to adapt the above-listed Sander pads and at- 
tachments to Sanders with %” diameter Spindles. No. 30571, 


PUI CO ieee reveeccnctararerniey trshabas veresale! sreis Sol erates Lewes. ches oy Macaat ae oe + 4.6 319. o 0% 
SPANNER WRENCH—For use in tightening clamp washers on 
Sanders and Polishers. No. 22231, price..............+0. ceceee 95 


Sanding Polishing Vacuum Cleaning 
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AUTOMATIC POLISHER 


STANDARD POLISHER 


POWERFUL 
ELE Ga RIC 


*Ueo t § 


AN DORN Polishers incorporate all the latest features in 
portable electric tools to give you the finest polishing 
results and to take full advantage of the properties of 

Vitri-Glaze. By using any one of the three models, you will 
be employing all the advantages of the revolutionary Vitri- 
Glaze Method. 


Both Automatic and Standard Polishers have 30% more 
power than previous models and are designed to give you the 
best peripheral speed for the Bonnet. Too high a spindle speed, 
such as would be obtained from a Sander with a Bonnet, would 
over-heat the surface and cause removal of good finish. Too 
slow a speed would prevent obtaining a high lustre. 


The gearing incorporates the spiral bevel type gears utiliz- 
ing heat-treated alloys which give smooth action and great 
strength. All bearings are grease sealed throughout. Correct 
balance in all units holds operator fatigue to a minimum. A 
powerful Van Dorn universal motor allows the Polisher to be 
used on either Alternating or Direct Current. 


Only Van Dorn Offers An 
AUTOMATIC POLISHER 


The unique automatic feed principle incorporated in this 
unit speeds up the polishing operation. Instead of wasting 
time applying Vitri-Glaze by hand, the Automatic Polisher 
has a metal reservoir for Vitri-Glaze in the handle end with 
a thumb-operated lever which pumps the liquid by means of 
a tube through the hollow spindle directly to the car surface. 
No other Polisher can give you this efficient and rapid means 
of applying Vitri-Glaze while you work. The Automatic 
Polisher will quickly pay for itself through time savings alone. 


Specifications 


Pad Diameters ..%). cieie en oi 7” Weight: Net ...... 10% Ibs. 
Spindle Diameter. 5%”-11 thread Shipping. .19% lbs. 
Speed: No-load.1500 R.P.M. Overall length (not inc. pad) 1744” 


Standard Equipment—Automatic Electric Polisher complete with 
reservoir. plunger pump and tube; 3-conductor cable and plug; 
rocker-type switch; 7” rubber cushion pad; lambswool buffing 
bonnets reversible side handle; “universal” motor; 1 pt. of Vitri- 

aze. 


sis ae alas or 220 (For other available voltages, see 
page 1). 


Catalog No. 97 (specify voltage) $90 00 
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STANDARD POLISHER 


The Standard Polisher does not have the automatic feed, 
but otherwise it offers all the advantages of a quality Power 
Polisher—correct speed, powerful motor, correct balance, etc. 
The power and torque factors make the Standard Electric 
Polisher an ideal unit for rubbing down operations on new 
paint jobs, and for cleaning all types of metal surfaces. 


Specifications 


Pad Diameter............... 7” Weight: Net ....... 9% Ibs. 
Spindle Diameter.5”-11 thread Shipping. .18% lbs. 
Speed: No-load.1500 R.P.M. Overall length (not inc. pad) 15%” 


Standard Equipment—Standard Electric Polisher complete; 3-conduc- 
tor cable and plug; rocker-type switch; 7” rubber cushion pad; 
lambswool buffing bonnet; reversible side handle; strap metal 
stand; “universal” motor; 1 pt. of Vitri-Glaze. 

See F aor Ee or 220 (For other available voltages, see 
page 1). 


Catalog No. 96 (specify voltage) $7 5 00 


PYi€G, COMPICE S65 isis. aie. ues erate: 00 er clei sone siete nie 
ese 
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7” Special Polisher 


LIGHT-WEIGHT POLISHER for intermittent service in small 
shops and garages. Very easy to handle and control. Has spindle 
locking pin to facilitate the changing of pads and bonnets. Gears 

are heat treated and grease sealed ball bearings are used throughout. 


Specifications 


Pad: diameter’ «0.5 rss cscs: eae i Weight: NGb cece. aaa se . aoe 8 Ibs. 

Spindle diameter...5”-11 thread Shippitig™. 30. cate 9 lbs. 

Speed: No-load...2000 R.P.M. Overall Length (not ine. pad)...7%” 

Standard Equipment—Spindle locking pin; 3-conductor cable and plug; 
trigger switch with locking pin; 7” molded rubber pad; 7” sponge 
rubber pad; lambswool buffing bonnet; clamp washers; reversible 
side handle; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see 
page 1). 

Catalog No. 547 (specify voltage) 

Price; completert: c. 25.0 ek TROLS, BE He eee $56.00 


Vitri-Glaze SPECIAL POLISHER 


Vea cuts power polishing time in half. It performs three 
operations in one—cleaning, burnishing and sealing. It is espe- 

cially adaptable to cleaning and polishing automobiles, airplane 
skins, railway cars, and other metal surfaces. Waxing becomes un- 
necessary because Vitri-Glaze leaves the car surface absolutely clean 
and at the same time sealed against foreign matter preventing an 
accumulation of road scum and excessive weathering. 

Vitri-Glaze is supplied in two grades—Standard Duty for new cars 
or those not excessively coated with scum and Heavy-Duty Vitri-Glaze 
for cars with such a thick road film that it would take several appli- 
cations of “Standard Duty” to restore a new-car finish. 


No. 33363 Standard Duty Vitri-Glaze e 
1-gallon container, per gallon VITRI-GLAZE 
Case of six 1-gallon containers, per gallon 

No. 33364 Heavy-Duty Vitri-Glaze 
i-galion:container;: per gallons :.:6.. Leis. ml Wa ised bbs head ectebedetvccerecese 
Case of six 1-gallon containers, per gallon 


Lambswool Buffing Pad and Bonnet 


For cleaning and polishing lacquered finishes and for obtaining final 
high lustre after spraying. Attached direct to flexible pad of Polisher. 
No. 13086 Lambswool Buffing Pad for 7” Polishers: 

—individually boxed, each... .............0 

—packed in a carton of six pads, each 
No. 13087. Lambswool Buffing Bonnet, with hood an a 2 
No. 22176 Lambswool Buffing Bonnet, each (use with Cushion Pad a 

or Sponge Rubber Pad and Molded Rubber Pad) ..........:cccceeseedeseeeeeee 


New Rubber Cushion Pad 


Superior for use with Lambswool Bonnets. Threads directly on 
Polisher spindle. Note serrations which give extra flexibility. A clamp 
washer is supplied with each pad. 

No. 33982 Cushion Pad with clamp washer 
No. 33257 Replacement clamp washer ............ 
No. 22174 7” Sponge Rubber Pad for use wit 
No. 33262 Molded Rubber Pad . 
No. 22191 Long Clamp Washer for No. 22174 Sponge Rubber Pad. 


Rubbing Pads 


For rubbing down orange peel in lacquer finishes, ete. Attaches 
direct to flexible pad of Polisher or Sander. 
No. 20619 7” Pile Fabric Rubbing Pad 
No, 21207 914” Pile Fabric Rubbing Pad .... 
No. 10661 Felt Rubbing Pad for 7” Polisher or 7” S. 
No. 10709 Felt Rubbing Pad for 9” Sander 


Power-Wax CUSHION PAD 


For those desiring the additional high gloss of a wax finish, Van 


Dorn Power-Wax is available for use with Polishers 
No. 31463 1-quart can of Power Wax, per quart. 
—case of six 1-quart cans, per quart... 


LAMBSWOOL 
BONNET 


Power Rubbing Compound 


Applied with Polisher equipped with Pile Fabric Pad, will quickly re- 
move “orange peel” and spray pits from newly lacquered surfaces. 


No. 31459 1-gallon container of Power Rubbing Compound, per gallon........... $2.25 : 
—case of six 1-gallon containers, per gallon ........0......0.cccccececceeeeeteseseeeee 1.95 ‘ 
For Molded Rubber Pads, see Page 14. FELT PILE FABRIC 


RUBBING PADS 
e19e 
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6-Inch Standard Bench Grinder 


N IMPROVED BENCH GRINDER for practical shop 
use. Powered by a Van Dorn %4-H.P. motor. Rotor and 
wheel spindle mounted on full-size ball-bearings. Steel 
guards are mounted on the motor housing. Tool rests are 
locked in base grooves with wing nuts, and are easily adjusted 
for wheel wear. 
Low price makes it economical to spot several of these 
Grinders at strategic points in your shop . . . within easy 
reach of workers. 


Specifications 


Wheel Sizer discs. Lohintn— .Goageiee ngepmabens. 6” diam. x 5%” face x 44” hole 
Motor—Not universal. Not available for Direct Current. 

Motor Rating 4H. P. eet 25 cycle, 1/5 H. ) 
Weight: Net 25 S Shipping val 
Overall Spindle Length ......... 1134” Total Height 
Height to Center-Line of Spindle (Bench Grinder) 556 
Standard Equipment—3-conductor cable and plug (3rd wire for ground- 
ing); toggle switch in base; 4 rubber feet; 2 wheel guards; 2 tool 
rests; 1 medium grinding wheel; one Wire Wheel Brush. 


| Standard Unit Available* 
Phase Cycles R.P.M. Catalog Number Voltages 
6” STANDARD BENCH GRINDER 1 60 3600 66 115, 220 
50 000 66 115, 220 
(BALL-BEARING EQUIPPED) 25 1500 64 115, 220 


*125 or 240 volt, single phase, 50-60 cycle available on special order. 


Price, Complete, specify voltage and cycle........... $42.00 
No. 18614 End Cover for Wheel Guard 


6-Inch Heavy-Duty Bench Grinder 


RUGGEDLY BUILT Bench Grinder, designed and styled for 
better service on heavy-duty grinding, tool sharpening, wire 
brushing and buffing. Modern streamlined housings of die- 

cast zinc improve working clearances and decrease weight. Strong 
steel wheel guards and covers give extra protection and meet all 
safety requirements; the wheel guards are wide enough to ac- 
commodate a standard 3-section wire wheel brush without any 
change in the guard. U-shaped tool rests fit around the wheel for 
added support in tool grinding and are adjustable for wheel wear. 
A 2-pole push-button switch is set in a recess in the housing 
where it is easy to reach, but completely, protected against damage 
or accidental contact. A machined hole is provided in the base for 
mounting attachments commonly used on a Bench Grinder. 

This 6” Heavy-Duty Bench Grinder can be bolted to a bench or 
mounted on the new streamlined pedestal which makes a complete 
Grinder unit that can be spotted anywhere in the shop. Equipped with 
two 6” grinding wheels; medium grade for rough, fast work; fine grade 
for finish grinding and tool sharpening. Base has two 44".28 tapped 
holes for fastening Grinder to pedestal or bench. 


6” HEAVY-DUTY BENCH GRINDER Specifications 

Wheel Size: 6” diam. x 34” face x 12” hole 

(BALL-BEARING EQUIPPED) Motor; Lag “universal. i” See table of available currents, voltages and spindle 

speeds. 
Motor Rating..... ¥. Overall eg Length 
Weight: Net ...... 42 Ibs, Total Width 
Shippin: ..45 Ibs, Total Height 

Standard Equipm @ cable and plug; 2- Switch 


pole tto 
mounted in base; “two enclosed steel wheel guards with: tool rests; two 6” 
grinding wheels, one medium, one fine. 


Catalog No. 67 (for listed A.C. currents only)............ A $63.00 
ane EE LY Ya ee eas SE OS Eee TCS 0e9 sats 
Standard Grinder Available* 
Phase Cycles R.P.M. Catalog Number Voltages . 
1 60 3600 67 115, 220 
50 3000 67 115, 220 


*125 or 250 volt, single phase, 50-60 cycle available on special order. 
———E—E—EEE 


“WE MOUNTED ON EXTRA EQUIPMENT FOR 6” HEAVY-DUTY AND 6” STD. GRINDERS 
No. 30700 PEDESTAL Cat. No. Item Price Cat. No. Item Price 
6405 14” Threaded Chuck, R.H..$8.00 21961 Diamond Wheel Dresser....$ 5.50 
6664 Spindle Extension, R.H....... 4.50 19983 Replacement cutter set for 
6665 Spindle Extension, L.H...... rt 50 19115 dresser ................:c00000 
3564 Tapered Buff Spindle, L.H. 5.50 5574. Diamond and nib for 21961 
3565 Tapered Buff Spindle, R.H. 5.50 CQEONGOE  giiicsisiesetttadiicns 


3.85 
19115 Cutter-type Wheel Dresser 1.55 30700 Pedestal, with water pot.... 31.00 
-@ 20-e 
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8-Inch HEAVY-DUTY BALL BEARING BENCH GRINDER 


OWERED by a full three-quarter horse- 

power motor this modern unit incor- 

porates all of the latest Bench Grinder 
features. The main housing is of die-cast 
zine with a push button switch recessed in 
its base to prevent damage and accidental 
contact. Steel Wheel Guards meet all safety 
requirements and are wide enough to ac- 
commodate standard 3-section Wire Wheel 
Brushes. Outlets are provided in the rear 
of the wheel guard for connection to an 
exhaust or dust-collection system if desired. 
The U-shaped tool rests adjust for wheel 
wear and are perforated to reduce the 
seatter of sparks and abrasive grit. A ma- 
chined hole in the base permits accurate 
mounting of Bench Grinder attachments. 
Equipped with illuminated eye shields and 
mounted on a Pedestal, the grinding unit 
may be placed in any vacant shop space and 
is immediately ready for business. 


Specifications 


Wheel size: 8” diameter x %” face x 5” hole. 


Motor: Not “universal,” not available for direct current. See table of available 
currents below. 


Motor Rating: % H.P. 


Weelehte! Nets ove stiveiece serdsorai’oneres 82 lbs.; 
SMID DUG s<5 sche. s o cus oeresins ais 90 lbs.; Overall Spindle Length.......... 18%”. 
Height: Total. 24 vse 2s steered 2A}, tolC/LEespindles... Jaci sv aais 4 eore. cae 713/16”. 


Standard Equipment—Lead wires for permanent connection; push-button switch 
in base; rubber feet; two enclosed wheel guards with tool rests and spark 
shields; two 8” grinding wheels, one medium, one fine. 


CURRENT SPECIFICATIONS AND CATALOG NUMBERS 


e PRICE - 
Phase Cycles R.P.M. Cat. No. | Available Voltages 
SEE TABLE AT RIGHT 60 3600 74 115, 220 
1 50 3000 74 115, 220 
FOR CATALOG NOS. & re ress oe pore 
AVAILABLE CURRENTS 3* 50 3000 76 220/440 No. 30700 (TYPE C) 
PEDESTAL FOR 8” GRINDER 
*Three-phase voltages shown in combination are reconnectable for Two 4”-28 tapped holes are pro- 
$1 05 00 either voltage. vided in Grinder base for mounting. 
° Give complete current characteristics of your power supply when 
ordering. $31 .00 


Extra Equipment 


No. 19115 Grinding Wheel Dresser............. $1.55 No. 6666 Spindle Extension (R.H.)............. $6.00 
No. 21961 Diamond Wheel Dresser............. 5.50 No. 6667 Spindle Extension (L.H.)............. 6.00 
Back-Stand Grinding Equipmenrt........ page 23 Whirlwind Wire Wheel Brushes.......... page 26 
Illuminated Eye Shields...................... page 23 Grinding Wheels, Cotton Buffs......... .page 27 


HIS POWERFUL, rugged one-horse-power constant 
speed Bench Grinder is the result of many years of 
experimental development. Symmetrical housings 

are die-cast zinc to allow correct working clearances and 

reduce weight. Wheel guards are steel and include out- 
lets that can be connected to exhaust or dust-collecting 
systems. Standard 4-section Wire Wheel Brushes may 
be used without any change in the Wheel Guards. Tool 


rests are adjustable for wheel wear and are perforated to reduce the bouncing of 
abrasive grit and sparks. Spark shields also adjust for wheel wear. A push- 


convenient working height. 


Wheel size: 10” diam. x 1” face x %” hole. 


Specifications 


Motor: Not “universal,” not available for direct current. 
Motor Rating: 1 H.P. (except 25 cy. which is % H.P.) 


button switch is set in a recess where it is easy to reach yet protected against 
damage or accidental contact. A machined hole is provided in the base for 
mounting Bench Grinder accessories such as a twist drill grinding attachment. 
Illuminated eye shields may be attached in a matter of minutes. Useful Bench 
Grinder Pedestals permit spotting the grinding unit anywhere in the shop at 


BW GIGNCS: INCU size sis o0ss, ster 038 TZ0) IDSs oc DUD DID a ascnstare leases ei ieciie ceeniete 153 lbs 
SveralBi Spindle Vengen. once onc sce ee co rie Tee ee 22%” 
Height: Total, ;.......:0:0.0% ty A 16%4"s" 9 Te C/E Spindlei is 5.0) eae 9%” 


Standard Equipment—Lead wires for permanent connection; push-button 
switch in base; rubber feet; enclosed wheel guards with tool rests and spark 
shields; two 10” grinding wheels, one coarse, one medium. 

CURRENT SPECIFICATIONS AND CATALOG NUMBERS 


Phase Cycle R.P.M. Cat. No Available Voltagest 
60 1800 83 115, 220 
1 50 1500 83 115, 220 
25 1500 78 115, 220 
60 1800 85 220/440 
© leg 50 1500 85 220/440 


No. 30835 (TYPE C) a snanelate qa > Siatecterwnee of deg ee! ee — ordering. 
volt, single , 50-60 ¢ ; 550 t, t , 50-60 
PEDESTAL FOR 10” GRINDER phase, 25 cycle available on special order. 


*Three phase voltages shown in combination are reconnectable for either voltage. 


& 
cycle; 220/440 volt, three 


$36.00 Price (See table above for Catalog Numbers and available eareeeat 48.00 


Two 5/16”-24 tapped holes provided 


in Grinder base for mounting. No. 19115 Grinding Wheel Dressetv............ 
No. 21961 Diamond Wheel Dressec.... 
No. 12297-C Spindle Extension (R.H.)...... 


Shatter-proof Eye-Shields 


The 6” Heavy-Duty, 8” and 10” Bench Grinders can be equipped with 
shatter-proof eye-shields, attached to the wheel guards with adjustable 
brackets. Shields furnished complete with brackets and slots. 

No. 17904 Eye-Shield (5” x 6”) for 6” and 8” Grinders 
No. 23641 5” x 6” Replacement Shatter-proof Glass.... 
No. 18123 Eye-Shield (6” x 8”) for 10” Grinder.......... 
No. 23642 6” x 8” Replacement Shatter-proof Glass 


Extra Equipment 


« 
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BENCH BACK-STAND GRINDING 


HE ABRASIVE belt method of grinding can be done on either 

the 8” or 10” Van Dorn Bench Grinders by using a Back-Stand 

Idler, a Compress Contact Wheel of suitable size and abrasive 
belts of correct grit for the job to be done. 

This method does faster work at lower cost than wheels and 
presents more abrasive material in the length and width of the belt. 
The Compress Contact Wheel offers a resilient cushion surface and 
retains full diameter, thus maintaining maximum grinding speed at 
all times. The belt is very quickly changed or replaced. 


Compress Contact Wheels—Act as drive pulley and work wheel; 
segment construction gives desired cushion for maximum surface 
contact on flat or shaped pieces. 


No. 30897 6” x 244” x 5%” Medium Contact Wheel, for use 


on 8", Bench (Grinder... oc:0sj00 owns NS sles awiele $16.50 
No. 30898 8” x 24%” x %” Medium Contact Wheel, for use 
on LO" Bench GrindCinn.e socere.s e's te aol he aly leseseperarerers. See 


Abrasive Belts—A 60” x 214” belt is recommended for correct sur- 
face and cooling. The four grits listed are the most popular “general 
purpose” grades. 


No. 32922 60” x 244” 24-Grit Abrasive Belt®..........ccccccssssssssssssssssssssse sssseessessneecee $ .80 
No. 31028 60” x 219” 36-Grit Abrasive Belt...... a. 093 
No. 31029 60” x 244” 80-Grit Abrasive Belt. eet: 
No. 31030 60” x 212” 150-Grit Abrasive Belt............ccccccccccssssssssssssssssssssseessssseesssseneee 57 


*Recommended for grinding brake shoes for Permafuse method of in- 
stalling brake linings. 


ILLUMINATED EYE SHIELDS 


RILLIANTLY illuminated Eye Shields have been developed for 
use with our 6” Heavy Duty, 8” and 10” Bench Grinders. Shields 
are furnished with adjustable brackets and bolts for attachment 

to the Wheel Guards. Glass is shatter proof and work is illuminated 
from both sides of the eye shield. If the grinder is of voltage other 
than 115, eye shields may be purchased with individual cords, plugs, 
and switches for use in separate 115 volt receptacles. Otherwise, eye 
shields may be operated with main grinder switch. 


No. 30050 An assembly of a pair of 115 volt illuminated Eye Shields 
(Type A), to be connected to and operated by the 115 volt 


Bench Grinder Switch........... Meisie ial eves are wise CIA R wis: Siew iG $21.00 
No. 30142 An assembly of a pair of 115 volt illuminated Eye Shields 

(Type A), with cord, plug and switch, operated independently 

OFTHE ESCHER GTINGGY SWILCH «5 vie.+.s crus sun aieiess aie eserapraiaesSiaiid ods shes 22.00 
No. 30144 An assembly of a single 115 volt illuminated Eye Shield 

(Type A), with cord, plug and switch, operated independently 

of the Bench Grinder switch............... ef eteresionaeeh ates slic: Tea 11.50 
No. 23641 5” x 6” Replacement Shatter-proof Glass.............cceeceeee eres, LO 


Fete 02b-S 


Back-Stand Idler 


Use on right or left 
hand side of grinder. 


Lever to release tension 
permits rapid belt 
change. 


Adjustments to align 
belt or change tension. 


Idler Specifications 


Pulley*diameter 2.462)... cameits Poe dieresiays 6” 
WORF ids 5 eealiin's neste RRO « 8 ae oe os 3%” 
Size of base. iic:s..eutsacneaie «+ alee» 8) xb” 
Height to C/L spindle........... poser e 
Weight: Neti .Gegemiesiss seat s+ 00 20% Ibs. 


POWERFUL 
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Electric Die Grinders 


2” DIE GRINDER 
(Formerly No. 7 Die Grinder) 


Bonnet Cap Extended 

Specifications Switch-in-Line Switch Handle 
Maximum Wheel Size*........ 2" xe” x36" 2” xe" xt” 
No-load Spindle Speed......... 19,000 R.P.M. 19,000 R.P.M. 
Neto Weightsss. Sucnciiteen cits 2% lbs. 3 lbs. 
Shipping Weight ............. 5% lbs. 6 lbs. 
Overall Length .cGaisceceets ba: 9” 14%” 
Catalog No. (specify voltage) .. 288 289 


Price, Complete.......... Sets $55.00 $58.00 


Standard Equipment—3-wire cable and plug; No. 21755 44” Chuck with No. 21955 
Reducing Sleeve; two No. 20285 Wrenches; Universal Motor. 

Replacement and Extra Equipment— 

No. 20330 2” High Speed Bonded Grinding Wheel... 
No. 20353 2” Wheel Guard... 
No. 21757. Wheel Arbor......... 
No. 20285 Double End Wrench (9/16” and 11/16”). 
No. 21755 14” S. A. Chuck with 4%” Reducing Sleeve.. 
No. 21955 ig ” Reducing Sleeve Only for No. 21755 Chuck 
No. 20846 Tool Post Holder 


21/2” DIE GRINDER 
(Formerly No. 12 Die Grinder) 


Bonnet Cap Extended 

Specifications Switch-in-Cap Switch Handle 
Maximum Wheel Size*........ 2%" x %"x Hy" 24” x "x \%” 
No-load Speed..............-- 17,500 R.P.M. 17,500 R.P.M. 
Net Weight: a.cisionie suis eee 4 lbs. 4% lbs. 
Shipping Weight ............. 7 Ibs. 7% lbs. 
Overall Length ..........065.- 12%” 16%” 
Catalog No. (specify voltage) . . 291 290 


Prices Complete.. tie: «buas sees: $62.00 $65.00 


Standard Equipment—3-wire cable and plug; No. 26533 14” Chuck with No. 21955 
Reducing Sleeve; two No. 20285 Wrenches; Universal Motor. 


Replacement and Extra Equipment— 


No. 20329 214” High Speed Bonded Grinding Wheel........0....000.00000000000.0 cecceeeeeeeed $1.50 
No. 26537. 212” Wheel Guard. ...... 3.00 
No. 26361 Sake Wheel Washe 1,00 
No. 26362 Inner Wheel Washer. : -65 
No. 20285 Double End Wrench /16”).. .30 
No. 26533 14” S. A. Chuck with 1%” Reducing Sle 5.00 
No. 21955 4%” Reducing Sleeve for No. 26533 Chuck 1.15 
No. 26530 Tool Post Holdev.................... Legnld ves wags tate cesatt 7.25 
—for Types A, B 242” Die Grinder— 

No. 21757. Wheel A 1.65 
No. 20845 Tool Post Holder.. 7.25 
3” DIE GRINDER 
(Formerly No. 20 Die Grinder) 

Maximum Wheel Size*............... 8” x 4" x %” 

INGSIOAC, SPRCUsir.c.omin aie waech.ate bala ana 16,000 R.P.M. 

Weight: Net...... 7 1lbs.; Shipping...... 11% lbs. 

OG OTL GSE ics cate crc devercie-s contetome ten reece eeoutretontaree 17%” 

Catalog No. 499 with extended end switch handle 

Price, Complete (specify voltage)...........c.ceceeeeees $67 00 


Standard Equipment—3-wire cable and plug; No. 24187 14” Chuck with No. 21955 
Reducing Sleeve; two No. 20285 Wrenches; Universal Motor. 


*“No wheels are supplied with any Die Grinders. Ask your jobber about a 
variety of mounted wheels and burrs for use with these units. 


Standard Voltages—115 or 220 (For other available voltages, see page 1). 


3” PORTABLE GRINDER 


Maximum Wheel Size*............... 3” x %" x %” 
No-load: Speedin sct 0 se ee coe eee eres pea: R.P.M. 
Weight: Net....75% lbs.; Shipping......11% lbs. 
yore Leng the sige frre cor toe argroty se . 16%” 
atalog No. 395 with extended swite and e 
Price, Complete (specify voltage)..............00eeeeees $67. 00 


Standard Equipment—3-wire cable and plug; No. 24317 3” high-speed wheel; 
No, 31456 Clamp Nut; No. 31457 Wheel Guard; two No. 20285 Wrenches; 
Universal Motor. 

Replacement and Extra Equipment for 3” Die and 3” Portable Grinders 

No. 24317 3” High Speed Bonded Grinding Wheel... 

No. 31457 3” Wheel Guard Assembly, complete.. 

Nos 81456) :;\Clanin Nwt 576 eS. ate 

No. 20285 Double End Wrench (9/16” and 11/16”).. 

No. 24187 14” S. A. Chuck with 14” Reducing Sleeve... 

No. 21955 ig ” Reducing Sleeve only for No. 24187 Chuck.... 


Standard Voltages—115 or 220 (For other available voltages, see page 1); 
e 24 e 
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Portable Electric Grinders 


COMPLETE line of Grinders with increased power, using the 
most advanced features of Portable Grinder construction. 
Grinders have splined gear mountings, steel inserts for bearings 


and welded steel wheel guards. 


Full-size ball bearings, set at extreme ends of wheel spindle, absorb 
all side thrust and insure long life. Armature shaft also mounted on 
ball bearings. 


Completely enclosed commutator and switch compartments protect 
these parts from abrasive dust. 


Improved ventilating system forces air straight through ample slots, 
which prevent clogging and accumulation of dirt. Air is blown against 
the wheel, NOT in the operator’s face. 


Shaped grips prevent tool turning in operator’s hand. Horizontal 
switch handles on all models improve balance and handling. Adjustable 
steel wheel guards can be turned to any desired position. 


Universal Motors operate on alternating or direct 
current. 


Applications—Grinding, wire brushing, buffing and 
polishing all types of metal surfaces, where the grinder 
must be taken to the work. Removing rust, scale, paint, 
etc., from ships, cars, tanks, bridges, etc. Touching up 
metal bodies, fenders, cabinets, and other surfaces be- 
fore painting. Grinding, buffing and polishing large 
metal frames, windows, doors, partitions and panels. 
Grinding or cutting off rivets, bolts, pins, studs, etc. 
Smoothing welded surfaces. 


4-Inch Portable Grinder 


Wheel size 4” x 34” x 1"; No-load speed....... 5250 R.P.M. 
Weight: Net 1344 Ibs.; Shpptns 18 lbs. 
Overabhiength.. ...260N6 ...56..5.508 bi ckth teal td 
Catalog No. 59 (specify voltage) 

PPTICG; CHOMPICLS:. HAAG osc tecsestsss tate ccessssovshposconsetamhetterecs 


5-Inch Portable Grinder 


Wheel size..... "x 34” x 14"; No-load speed........ 4500 R.P.M. 

Weight: Net.................. 154% Ibs.; Shipping, EP NG seater aie: 21 lbs. 

Overall Jength. 2316” 

Catalog No. 60 (specify voltaee) $8 

NS Oa COTE SGC rss a cccsasvicvertpvuremicetor earagevnend at 8.00 
6-Inch Portable Grinder 

Wheel size............. 6” x 1” x 56”; No-load speed........ 3800 R.P.M. 

Weight: Net... 20 Ibs.: 44 Shipping 


Overall length. sei CRORE <TR HG lA eiedia bes 


Catalog No. 61 (specify voltage) 
Price; COMPICTE eee 


Standard Equipment—For 4”, 5” and 6” Grinders— 
8-conductor cable and plug (8rd wire for ground- 
ing); dust-sealed plunger switch; grip end handle; 
adjustable steel wheel guard and one grinding 
wheel. 


Standard Voltages—115 or 220 (For other available 


voltages, see page 1). Wheel Rotation—Counter- 
clockwise, facing wheel-end. 


Attachment 


No. 2473 Suspension Eyebolt—for 4”, 5” and 6” Grindefs. ..0........c0...:.0c00ecc00e eevee $ .35 
For Grinding Wheels, see Page 27. 
For Wire Wheel Brushes, see Page 26. 
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cleaning machines. 


Diameter No. of Brush Width 


of Brush Sections 


Six Diameters—4”, 


ae eg 


WHIRLWIND* 
Wire Wheel Brushes 


ADE BY US, on our own special machines, Whirlwind 
Brushes give longer service on high-speed operations. Each 

tuft is locked independently ; hence a more dense and even brush- 
ing surface and less danger of loose wire. The wire sizes, number 
of sections and brush diameters in the complete line adapt 
Whirlwind Brushes to most any wire brushing job and our arbor 
hole adaptor system fits them to nearly all grinding, buffing or 


*Trade Mark Reg. U. S. Pat. Off. 


6”, rs 8”, 10”, 12” 


.014” Wire Diameter Size (for rough, general purpose cleaning) 


Size Arbor 
Hole Adaptor* 


Catalog 
Number 


23200 
23201 
21397 


23202 
23203 
21401 


23204 
23205 
21411 


10” 
12” 


WP] BR) CORO] Coho] COOH | Cobo 


Diameter Brush Width 


No. of 
of Brush 


Sections 


| Face 


23206 
23207 
21405 


re Heh 21407 
4 21409 


.0118” Wire Diameter Size (for high-speed buffing operations) 


Size Arbor 
Hole Adaptor* 


Price 
Each* 


Catalog 
Number 


1 
2 
3 


|p] conse] oon 


12” 


.005” Wire Diameter Size 


Brush Width 
Hub | 


Diameter No. of 
of Brush Sections 


wonre 


Face 


(for fine finishing and burnishing) 


Size Arbor 
Hole Adaptor*' 


Catalog 
Number 


CNH] wnre 


*ARBOR HOLE ADAPTORS: 
Whirlwind Brushes are equipped 
with washer-type adaptors. Price 
of Brush includes one set of size 
shown in table above. Other sizes, 
shown in tables below may be sub- 
stituted if specified on order. Extra 
sets may also be ordered, in desired 
sizes, at prices shown. 


For 4” Brushes: 14” arbor hole is 
standard. Solid bushing can be fur- 
nished to fit 3g” arbor. 


TEND, NET ctrocs kircssonincssarvaeta tone gh Nabe $0.25 


No. 23809 For 1-section Brush 
No. 23810 For 2-section Brush 
No. 14066 For 3-section Brush 


e@26e¢e 


For 6” Brushes: Built-in arbor hole 
plates have 1” hole. Extra adaptors 
available in sizes below. Same adaptors 
fit 1, 2 or 3-section Brushes. 


Price, *per pair. Otek. ead. $0.06 
Hole Hole 
Cat. No Size Cat. No Size 
14080 14” 1408: 34” 
14081 56” 14771 Va" 


For 7”, 8”, 10” and 12” Brushes: Side 
plate has 2” hole. Extra adaptors availa- 
ble in sizes shown below. Same adaptors 
fit 1, 2, 3 or 4-section Brushes. 


PRICO; DOL PRY i cesscccvcecaciehtn too etstvadsoateasend $0.14 

Hole Hole 

Cat.No. Size Cat.No. Size 
14069 56” 14074 114” 
14070 34” 14075 3g” 
14071 Ye” 14076 149” 
14072 1. 27115 156” 
14073 119” 14077 134” 
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Grinding Wheels 


Description 
Unit Cat. No. Price 
Dia. Width Hole Grade* 
6” Junior; 6” Standard 18124 $2.60 6” 54” 1%” A60 NV 
Bench Grinder (A) 18125 2.60 6” 54” 4%” A36 R V 
6” H. D. Bench Grinder 15315 2.90 6” 34” 4” A36 RV 
(H. K and L) 15314 2.90 6” 34” yy” A60 N V 
6” Ball Bearing 5183 3.60 6” 4%” 144” A60 N V 
Bench Grinder (G) 13950 3.60 6” 3q"t 4” A36 RV 
7” Bench Grinder 14235 4.40 i iT 4” | AGONV 
(Type B) 14236 4.40 i ‘a 54” A36 RV 
8” Bench Grinder 18061 5.50 8” iH” 54” A36 N6V 
(Type 8S and G) 18062 5.50 8” i" 54" A60 L6V 
10” Bench Grinder 10275 8.50 10” al 34” A46 N6V 
(Types B, C and D) 10274 8.50 10” es 34” A24 Q6V 
2” Portable Grinder and 
2” Die Grinder 20330 1.40 2” yy” yy” A36 TB 
214” PortableGrinderand 
214” Die Grinder 20329 1.50 214” 44” yy” A308 B 
3” Die Grinder 24317 1.75 3” 4” 34” A36 TB 
4” Portable Grinder 6772 1.80 4” 34” i” A36 RV 
5” Portable Grinder 3042 2.60 ed ay” 4%” A36 RV 
6” Portable Grinder 3148 3.40 6” ie 54” A36 RV 
7” Junior Sander 10663 2.30 4” + Salas %” A36 QV 
7” Standard Sander 24050 5.35 4” 1°tf 54” Al6QB 
77H.D.Sander——«|_—=«23 444 7.50 id 14" tt %” | Al6QB 
9” H. D. Sander 18039 10.00 6” 14"tt 54” Al6QB 
4 calypes A to EF) e238 | tao | 3° ig ig | Kae Mov 
(Types A to s 
8605 1.75 3” y"* 44” C46 N4V GRINDING 
%" Refacer 11196 2.20 a” ra %” | C40 N4V WHEELS 
11197 2.20 4” 44” ay” A46 M6V 
Super-Service Refacer 19897 3.30 4” 4 - 54” C46 N4V 
33056 3.35 4” wad 54” C80 N5V 
Deluxe Super-Service 
Refacer (Model 1P) 34131 5.25 5” | ad 5" C80 L5V 
No. 6 Universal Valve 31429 3.65 a” 3, Od A46 N5V 
and Tool Grinder 32944 3.65 6” ve 2" C60 N5V 
32822 5.00 6” 34” 2” C80 N5V 
Micrometer and Rocker 
_Arm Attachment __|_20939_| 2.65) 4” ] 4") 6" | ABB SAV 
MiDrlrsa ts 7 ATR aMNs) Oe Bly ba seth Fe ARN 
*Offset. +Recessed. **Cup. ttSaucer—11 thread bushing. 


*Based on Grinding Wheel Manufacturers’ Association Nomenclature. 


Grinding Wheel Dressers 


DIAMOND 
TWO TYPES of Wheel Dressers are available for truing and cleaning Bench ~ DRESSER 
Grinder Wheels. The cutter type dresses the wheel quickly for fast grinding; 
the diamond type produces a very accurate, smooth face for finish-grinding. CUTTER ~~ 
DRESSER SS 


No. 19115 Cutter-type Dresser (with spare cutter set). 
No. 19983 Replacement Cutter Set for above..................... 
No. 21961 Diamond Wheel Dresser, complete with diamond.. 
No. 5574 Diamond and Nib for No. 21961 Dresser. 


Cotton Buffs 


USED ON Portable or Bench Grinders for general purpose buffing, polishing, 
coloring, cutting and finishing. Mounted directly on wheel spindle. Available 
in full disc, loose type and in a harder, spiral stitched, pieced-type. 

Full-disc. Loose Buffs—50 Ply, Grade L. 


No. 26870 4” x 5g” x 19”; Stitched 2 Rows. 
No. 26871 6” x 5g” x 15”; Stitched 2 Rows.. 
No. 26872 8” x 5g” x 59”; Stitched 2 Rows.. 
No, 26873 10” x 59” x 34”; Stitehed 3 Rows 


Pieced-type, Narrow Buffs, Grade SB. 


No. 26874 6” x 14” x 19”; 3g” Spiral Stitched 
No. 26875 8” x 14” x 58”; 34” Spiral Stitched... 
No. 26876 10” x 14” x 34”; 3g” Spiral Stitched... 


Spindle Extensions 


USE ON Bench Grinders where work requires extra clearance around wheel. 
Tapped hole threads on Grinder spindle. 


For 6” Bench Grinders— 


No. 3564 Tapered Buffing Spindle (Left Hand). $5.50 
No. 3565 Tapered etisapt Spindle (Right Hand 5.50 
No. 6664 Spindle Extension (Right Hand).... 4.50 
No. 6665 Spindle Extension (Left Hand)...... 4.50 


For 8” Bench Grinder— de 


No. 6666 Spindle Extension (Right Hand).... 
No. 6667 Spindle Extension (Left Hand) 


For 10” Bench Grinder— 
No. 12297C Spindle Extension (Right Hand).............ssssssssssscsseesssecsseessseseseeessessseesseseensens Retigedtedt 8.75 
e 27 @ SPINDLE EXTENSION 
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PORTO-SHEARS* 


ORTO-SHEARS will cut all types of sheet metal quickly, 

easily and accurately. A simple adjustment of the blade 
clearance adapts the Porto-Shear to any thickness up to its 
rated capacity: in sheet steel and galvanized iron; about one 
gage thinner in Monel and stainless; 50% above rating in sheet 
copper, aluminum, lead and other non-ferrous metals. Porto- 
Shears are also used successfully for cutting thin sections of 
laminated wood and sheet plastics, with slight changes in blade 
contours. 


A rapid reciprocating action of the vertical blade against the 
stationary horizontal blade makes a clean, smooth cut without 
burrs or ragged edges on either piece. Porto-Shears easily 
follow a straight line or irregular pattern laid out on the sheet, 
because the cutting blade is always visible. The patented shoe 
construction permits cutting to a small radius and the shoe con- 
tour indicates the correct cutting angle. The Porto-Shear feeds 
easily and only a light forward pressure is required to cut at a 
surprisingly rapid speed. 


All Porto-Shears are full ball-bearing equipped (except the 
eccentric, which operates in a phosphor-bronze block) and 
powered by “universal” motors which operate on either alter- 
nating or direct current, Accessible set-screws make blade 
adjustments simple and blades can be reground without special 
fixtures. Overall simplicity and sturdy construction reduce 
service replacements and increase the useful life of Porto- 
Shears. 

% Trade Mark Reg. U.S. Pat. Off. 


18-Gage PORTO-SHEAR 


OTOR and commutator housings of pressed 

M steel; reduce the diameter, overall length 

and weight of this unit, with improved oper- 

ating balance and ease of handling. Motor housing 

is small enough to serve as handle, eliminating the 
need for an extra handle. 


Specifications 


Capacity in steel (U. S. Standard)....... 18-gage 
Cutting Speed—No-Load .................. 2500 
(Strokes per minute) Full-Load............ 1825 
Minimum Cutting Radius................... Ye” 
WeightrNet ne iecmrrccitve oc oboe bls oe ole 5% lbs. 
SHIPPING soe FeO eas are wreie’ 8 lbs. 
reveal Te i ae os eee, 91%” 18-Gage PORTO-SHEAR 


Standard Equipment—3-wire cable and plug; 
slide switch; one set Porto-Shear blades; set 
screw wrench, Universal motor. 

Standard Voltages—115 or 220 (For other availa- 
ble voltages, see page 1). 


Catalog No. 258 (specify voltage) $32 00 


Price; \COMPIOCG Se ics :0ih cic kis cloleveesrels e 


e228 e 
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16-Gage PORTO-SHEAR™ 


ALANCE and control of this larger, more powerful 
Shear are improved with operating handles than can 
be held in any position, over-top to rear-end. Handle 

contains instant-release trigger switch with locking pin 
for continuous use. 


Specifications 


Capacity in steel (U. S. Standard) o.oo cccecceeceereeees 16-gage 
Cutting Speed—No-load .... . shane S822, FRY éibsereeeveneten 2500 


(Strokes per minute) Full- load . shoes 1650 
Minimum Cutting Radius........... 0... . Rey Tay ® 
Wiel SG r NGG: nics ccsccccsresesiscnzooX 12 Ibs. 

Shipping .. ; l4 lbs. 
Overall Length ........... .... ad Late acasthade aoe 


Standard Equipment—3- wire cable anid ‘plug; ‘trigger switch 
with locking pin; one set Porto-Shear Blades; set-screw 
wrench; Universal motor. 


Standard Voltages—115 or 220 (For other available voltages, 


see page 1) 
Catalog No. 259 (specify voltage) 
PACE PRIONTOICTO’. (osc sco cs oo due eevee cle vitrs sievns _ $90. 00 


12-Gage PORTO-SHEAR* 


HE SHAPE of the shoe, the arrangement of the 

shearing blade and the operating mechanism for the 

reciprocating blade are ruggedly constructed and 
similar in design to that now used in the 16 and 18-gage 
shears. Cutting blade is visible at all times. Action is 
clean and smooth without burrs or ragged edges and 
only a light forward pressure is required to make rapid 
cuts. 


Specifications 


Capacity-im steeli(U;:S. Standard) )....tisiu asic retten dds 12-gage 
Cutting Speed—No-load cy. .2EURl. Heat « dBERAD WS eredNaresavesUhoetmaeeee eS Mere eM 
(Strokes per mintutey Wirt eyO a (oo isct ccsscsetssccoonigh novus: nnvcssndoetesefeans 1400 
WERT: Cutt AGIOS on. ckcseececvoctensseteoncuse, ‘seneeacvccvtensevevesubensices 114” 


WSIBNtLINAG Lee a hier Gove i .11 Ibs. 
Shipping ..... 134% Ibs. 
Overall Length 5 
Standard Equipment—T gger ‘switch with locking pin; 3-wire 
cable and plug; one set Porto-Shear blades; set-screw 
wrench; “universal” motor. 
Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 507 (specify voltage) 
VICE TCOMPICLE a evi es 0 win 6. 60,4.8:0,0 Saaas $1 35.00 
* Trade Mark Reg. U.S. Pat Off. 


1215/16” 


16-Gage .PORTO-SHEAR 


Seige 


12-Gage PORTO-SHEAR 


PORTO-SHEAR ACCESSORIES 


Replacement Blade Kits 


For convenience in replacing the shear- 
ing blades in all Porto-Shears, we have 
assembled in a handy kit all the items 
necessary for quick and accurate installa- 
tion for a new set of blades. The kit 
includes: 

1 Vertical Cutter Blade 
1 Horizontal Stationary Blade 
2 Socket Head Holding Screws 

Adjusting screws, nuts and wrenches for 
adjusting the blades to correct cutting clear- 
ance. 


Cat. No. 32105 Replacement Blade 
Kit for 18 and 16-Gage Shears, 


UPUSDIBUC LAS Rete ck et oe hiawrath b aa'e $4.35 

Cat. No. 33088 Replacement Blade SHEAR BLADE 
Kit for 12-Gage Porto-Shear, SHARPENER 
WOMUMNOLG sy +.c.5s senrsnte eines oe TE $5.75 
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Shear Blade Sharpener 


Sharpen the blades on 18-Gage, 16- 
Gage and 12-Gage Porto-Shears quickly 
and accurately with this new device. 
Simple instructions are included which 
make it practically impossible to grind 
incorrect angles. Operates by sliding 
along Bench Grinder tool rest. Illustra- 
tion shows pair of blades mounted in the 


Sharpener. 


Cate NOs dS 2027 Feros cskies eas ae $3.25 ” 


No. 4 Torsimeter™ — (Adjustable Clutch Screwdriver) 


(Formerly No. 3 Torsimeter) 


HE name “Torsimeter” designates an ingenious clutch ar- 

rangement which pre-determines the torque or torsion applied 

' to each screwdriving job. The Torsimeter is also equipped with a 

| positive clutch which permits the spindle to idle until the bit 
“finds” the screw slot. 


Specifications 


CAaNAacity Fe 5<sscce s. up to No. 4 Screws; No-load speed...... 1000 R.P.M. 
IWIGIDGSPINGL ceice sc ccce ces ceces 23 ‘Iba.c- Shipping ss vaste etree 4 lbs. 
OveraliienctiniGincluding® Dit) .<ss:0'a:0:e:6 jae 6 s:5/sjehare aye g slesere aiaaice ee oe cis 11%”. 


Standard Equipment—3-wire cable with plug; toggle-switch mounted in end 
cap; one No. 13208 bit with centering sleeve; spring sleeve and pro- 
tector; Universal motor. 


Standard Voltages—115 or 220 (For other available voltages, see page 1). 
Catalog No. 244 with paddle switch (specify voltage) 

Price, complete........ Ai et COTE OEIC A IT ES CCE IOC $88.00 
TORSIMETER ROVORRIN GB WITCH s 7555535 ara S502 s sisse: dross esbre jes <lesioeinie ore able Shalsea eindaiete $7.50 extra 
*Trade Mark Reg. U. S. Pat. Off. 


No. 10 Positive Clutch SCRUGUN“ 


(Formerly No. 8 SCRUGUN) 


COMPACT Power Driver for production assembly use; 
teams up ‘with Holgun and Tapgun; has same structural 
features. “Free” spindle is disengaged until operating pressure 
closes clutch. Keeps driving until clutch is released by operator. 
Standard unit is perfectly balanced for portable “free-hand” 
driving, has “Pistol Grip and Trigger Switch.” The Center-Drive 
unit is best for suspended use; has bonnet grip (illustrated) or 


POSITIVE CLUTCH x ‘ 
SCRUGUN paddle switch; no handles needed. 
Specifications 


Capacity: Wood Screws............ a jayaiaierne rsaroreataloaieeels up to No. 10 x 2”. 
Self-Tapping Screws........ sia aiatolar era Hate ete ae ehmate eee up to No. 12. 
Machine Screws and Nuts...........ceccceeeeees up to 4%” diam. 


ING-1680 SCANCELO SPEC «cc «+ Sie.s s:0's v's 0's slip 6.6 0 nie 4 « eneyalsteritereene 750 R.P.M.* 

Standard Equipment—3-wire cable and plug; No. 13207 bit with protector, 
centering and spring sleeves; “universal” motor; Suspension Ball with 
Center-Drive Units. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Standard Unit 
Net Weight... <deccsstcinvicicns « 334: lisse" Shipping? 25 AAG 4% lbs. 
Overall Length (including bit)......... Siviie Saat Roo auate ciere tole tee aioe 8%". 


Price, Catala gaan Aare: « sixic:0ias 6 sieieinie.saies oA OSSS Tau elehs Mss $58.00 


*Optional Speeds (no extra charge)—500, 1000 or 1500 R.P.M. 
Center-Drive Unit 


Net, Welg@titcsce chistes osc cece ce 45, Ibe? SHIPPING: occ s.svaecess ov 6 lbs. 
Overall Lengthetiicluding® Dit) s:« sie sic< sie siajs: 0 009 is 0 se aon sae ues osees 12" 
Price, Catalog No. 403 (with bonnet grip)...............0.008- $66.00 
CENTER DRIVE 
POSITIVE CLUTCH Catalog No. 404 (with paddle switch)................++. $69.00 
SCRUGUN *Optional Speeds (no extra charge)—500, 1000 or 1600 R.P.M. 
Reversing Switch for Center-Drive Units only...............0.. $7.50 extra 
Catalog No. 22148 Bench Stand is.c soci cic cccs dics cice cecews Sie ove sata late $22.00 
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No. 10 Adjustable Clutch 
SCRUGUN* 


(Formerly No. 8 SCRUGUN) 
ITH ADJUSTABLE clutch, every screw is 
driven automatically to a uniform and pre- 
determined tension, “Free” spindle idles until 
operating pressure engages clutch. Double clutch 
relieves operator of twisting motion. Standard 
unit has “Pistol Grip and Trigger Switch”; best 
for portable, free-hand use. Center-Drive unit is 
ideal for suspended use, has either bonnet grip 
with toggle switch, or paddle switch (illustrated). 
Specifications 


Capacity: Self-tapping screws.............. up to No. 12. 
Machine Screws. ........2..20 up to 4” diam. 
No-load Standard Speed.................000- 750 R.P.M.* 


Standard Equipment—3-wire cable and plug, No. 13207 bit 
with protector, centering and spring sleeves; “univer- 
sal” motor; Suspension Bail with Center-Drive units. 

Standard Voltages—115 or 220 (For other available volt- 
ages, see page 1). 

Standard Unit 


Net Weight:......... 3% lbs.; Shipping........ 5% Ibs. 
Overall Rencsh Gnclnding; bit) 36... cesses iadeasdee 10%”. 
Price; Catalog, No: (850iizk. iw ol. 5s testers showin $72. 00 
*Optional Speeds (no extra charge)..... 500, 1000 or 1500 
Catalog No. 22148 Bench Stand 
(Standard Units Only)......... $22.00 
Center-Drive Unit 
Net Weight:........... Bibs:;* “Shipping. .:...:. 6% lbs. 
Overall Length (including bit).............ceceees 13%”. 
Price, Catalog No. 380 (with bonnet grip)..... $80. 00 


Catalog No. 381 (with paddle switch).. . $83. 00 


*Optional Speeds 
(norextra charge) o.o,. «00 <0" 500, 1000 or 1600 R.P.M. CENTER-DRIVE 
Reversing Switch for Center-Drive units only. ,$7.50 extra ADJUSTABLE CLUTCH 


No. 10 90°-Angle Adjustable Clutch 
SCRUGUN* 


(Formerly No. 8 SCRUGUN) 
UPPLEMENTING this compact tool with 90°-angle drive 
adapts the Scrugun to work in the most limited clear- 
ances. Several heads adapt the tool to screw-driving and nut- 
running. Available with standard “pistol grip,” bonnet grip 


or paddle switch. Scecihtarions 


Capacity: Machine screws and nuts...............-.- up to 4” diam. 
DOM HVAD DINE BCEOWS eis ole: cieFbc edie s. ocein susie .0/0184:0.0 up to No. 12. 
NG-1Oad ISPS iter oats crete csiwiidigy obese to ois (60.0. 0:0, boil oaieye Gece ww eye 500 R.P.M.* 
Standard Bonnett Paddlet 
Unit Grip Switch 
Net Weighti ei... 0 ccs 4% lbs. 5% lbs. 5% lbs. 
Shipping Weight ........ 6 lbs. 7 |bs. 7 Ibs. 
Overall Length........... 10%” 141%” 144%” 
SWITCN LUTE «6.0 sicies eves Trigger Toggle Toggle 
Catalog Number.......... 374 390 391 
Price, complete with one head— 
No. 100 to 108 Heads... $102.00 $110.00 $113.00 
No. 150 to 152 Heads.. 110.00 118.00 121.00 
No. 156 Head .......... 122.00 130.00 133.00 


Standard Equipment—3-wire cable and plug; adjustable clutch and 
one 90°-Angle Head as specified; “universal” motor. 

Standard ete for or 220 (For other available voltages, see 
page 1). 

*Optional speeds (no extra charge)—350, 750 or 1000 R.P.M. 


See Page’39 for 90°-Angle Head Specifications. 
t Bonnet Grip and Paddle Switch units are similar to Center Drive units. 
*Trade Mark Reg. U. S. Pat. Off. 
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ADJUSTABLE CLUTCH 


Es 


SCRUGUN 


SCRUGUN 


90° ANGLE SCRUGUN 
(Adjustable Clutch) 
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No. 14 Positive Clutch Screw Driver 


(Formerly Number 12 Power Driver) 


OSITIVE pin-type clutch in the driving spindle idles until 
the bit “finds” the screw slot. 


Specifications 


Capacity: Wood screws ..................0. < veo. up to No. 14 x 219”. 
Self-tapping screws.................... t up to 5/16” diam. 
Lag SCTeEWS...........2--..:see fFena ee EAAR ae prod ohatsesne’ up to: 14” x 2”. 


..up to 3g” diam. 
.. 500 R.P.M.* 


Machine screws and nuts... 

Standard No-load speed... mak ccaasap rages seaeceed 

Weight: Net 6% ABs: "Shipping | ..9 Ibs. 

Overall length (not including bit) id 54%, 

Standard Equipment—Quick- change chuck, with 7/16” hex. socket; 20° positive 

clutch; 3-conductor cable and attachment plug; and one each No. 5330 and 

No. 5344 standard bits with finders; automatic-release switch with locking 

pin; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 53 (specify voltage) 


Price; completes. a2il wacteunt sive Hinks meacagen ss sep $72.00 


* Special speeds—750, 1000 or 1600 R.P.M............. ..., $2.50 extra 
Optional Special 18° or 30° clutch, ....6..60. sa nes 00 SBS s -.. 2.50 extra 
No. 30426 Auxiliary Side Handle.................... ... 3.00 extra 


No. 14 Adjustable Clutch Screw Driver 


(Formerly Number 12 Power Driver) 


Specifications 

Capacity: Same as above. 
Standard No-lodd speed sis sicetes scsesisssyest tps ocitgns la vedy Sicopharp yoo aee caver aeotae sane aaah 
Welt: Net. c.cccf5 co ctectarsccacyayssssssecssssacpen _ 
Overall length (not including bit) 
Standard Equipment—3-conductor cable and plug; quick-change chuck with 

7/16” hex. socket; adjustable clutch; one each No. 5330 and No. 5344 stand- 

ard bits with finders; automatic-release switch with locking pin; “uni- 

versal” motor. 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 169 (specify voltage) 


PPPICE, COMPLOLE se Pars 0 sore ress ced ical sero PEER era OR cies pacts $99.00 


* Special speeds—750, 1000 or 1600 R.P.M............ sees. 92.00 extra 
No. 30426 Auxiliary Side Handle...................6. . 3.00 extra 


)No. 14 90° Angle Adjustable Clutch 
Screw Driver 


(Formerly Number 12 Power Driver) 


NUMBER of right-angle drive heads adapt this tool 
to special assembly operations. 


Specifications 
Capacity: Same as above. 
Standard No-load speed ........ 500 R.P.M.* OveralF lenge 24h ikh jens. dat 1844”. 
Weight: Net.2..... atetuotientuntens 914 Ibs.; Shipping... BiG ssi ances. 13 lbs. 


Standard Equipment—3-conductor cable and plug; special geared end and one 
right-angle head; automatic release switch; ‘‘universal’’ motor. 
Available Right-Angle Heads and Catalog Numbers: 


Catalog No. 
Head Number Equipped with (Complete Unit) 
300 16” Sq. Shan 172-300 
301 % 7 Hex. Socket 172-301 
303 3g” q. Shank 172-303 
305 15” Sq. Shank 172-305 
308 54” Hex. Socket 172-308 
350 7/16” Hex. Chuck 172-350 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 
Price, with any one Head (except No. 305).............. $] 27. 00 
with No. SOW Hidaaeely Ue, Alles, roy-8 tage $137.00 
* Special speeds—350 or 700 R.P.M.........-..-. seeeee . $2.50 extra 
Reversing switch for all No. 14 Drivers.......... .....005. 7.50 extra 


Right Angle Head Specifications, Page 39. 
Screw Driver Bits and Socket Wrenches,-Pages 38-41. 
Bench Stands, Page 9. 
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No. 18 Positive Clutch Screw Driver 


(Formerly Number 22 Power Driver) 
Specifications 


Capacity?” Wood Screws’ . 068i ee oe ues up to No. 18 x 34%” 

Self-tapping screws................. up to %” diam. 

WAS SCREWS so. sn4:e. <par6eud ais bie-ongze a aneftracalbs up to 5/;” x°8” 
MachinesSerews, AN, DUB 6.0 0:06 seuy.oc0rs,¢ apenas opiels vais up to %” diam. 
StAnGaTCENO-lOAC: SHOE. cic <5 oa 5 oc a che ws oes nee warantts 500 R.P.M.* 
Weight: Net........... 0 'lbs:" Shipping .0 ae 11% lbs. 
Overall length (not including bit)..................-000. 144%” 


Standard Equipment — Quick-change chuck, with 7/j¢” hex. 
socket; 20° positive clutch; 3-conductor cable and plug; and 
one each No. 5343 and No. 5329 standard bits with centering 
sleeves; automatic-release switch with locking pin; univer- 


sal motor. 
Standard Voltages—115 or :220 (For other available voltages, 
k i page 1). 
atalog No. 54 (specify voltage) 
PPICEAGOLIPIEUC ss vole coche sista sas staves isis See Oe wets Sate $82.00 
* Special speeds—750, 1000 or 1600 R.P.M.......... $2.50 extra 
Optional special 18° or 30° positive clutch........... 2.50 extra 
No. 30427 Auxiliary Side Handle.................. 3.00 extra 


No. 18 Adjustable Clutch Screw Driver 


(Formerly Number 22 Power Driver) 
Specifications 
Capacity: Same as above. 


Standard: No load Speeds, ..cj0 20.0.5 visit jeune © n/0:5, 0009.00 sje 500 R.P.M.* 
NOG WIE Db. a:915)0!e Sysu0vers L026, lbs.2- . SHIPPING soos 0:09 0186, 16 lbs. 
Overall length (not including bit)................0 00 ee eee be i 


Standard Equipment—3- conductor cable and plug; quick change 
chuck with 7/15” hex. socket; adjustable clutch; one each No. 
5843 and No. 5329 standard bits with centering sleeves; 

”? automatic-release switch with locking pin; universal motor. 


Standard Voltages—115 or 220 (For other available voltages, 
‘: “e page i fg V8 ' 

atalog No. 164 (specify voltage) 
Bree; COMDIOLE a Fad auichers Ratha tars skeasw vanes ss $1 08.00 
* Special speeds—750, 1000 or 1600 R.P.M.....4..... $2.50 extra 
No. 30427 .Auxiliary Side Handle................. . 3.00 extra 


No. 18 90° Angle Adjustable 
Clutch Screw Driver ” 


(Formerly Number 22 Power Driver) 


B* adding the advantages of the right-angle drive to 
the No. 18 Screw Driver, limited clearance, “corner” 
work and other obstacles to the efficient use of the 

® straight drive unit are entirely overcome. 

Specifications 

Capacity: Same as above. 

Standard No-load speed.500 R.P.M.*; Overall vedere 

Werghtr Netra stcss t0c.6 ae.s.0e 12 lbs.; | Shipping... .. 18 

Standard Equipment—3-conductor cable and plug; special ee 
end and one right-angle head; automatic-release switch; 
universal motor. 

Available Right-Angle Heads and Catalog Numbers: 


Catalog No. 
Head Number Equipped with (Complete Unit) 
300 14” Sq. Shank 167-300 
301 14” Hex. Socket 167-301 
303 34” Sq. Shank 167-303 
305 a? Sq. Shank 167-305 
py ” Hex. Socket 167-308 
vie’ Hex. Chuck 167-350 
Standard. MolGdires 118 or 220 (For other available voltages, 
see page 1). 
Price, with any one Head (except No. 305)........ $1 36.00 
with No. 805 Head. .c......0..0se00eneees $146.00 
* Special speeds—350 or 700 R.P.M..............05- $2.50 extra 
Reversing Switch for all No. 18 Drivers............. 7.50 extra 


Right-Angle Head Specifications, Page 39. 
Screw Driver Bits and Socket Wrenches, Pages 38-41. 
Bench Stands, Page 9, 
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¥g-Inch Impact Wrench 


HIS POWERFUL Electric Impact Wrench rapidly 

tightens or removes nuts, bolts and cap screws up to 

34” thread size. In tightening operations, the Wrench 
spins a free-running fastener to a seating position by 
direct drive then with rapid, positive hammering action 
tightens the fastener with hundreds of sharp blows per 
second. To remove fastener, the Wrench hammers the part 
loose and spins it off quickly by direct drive. There’s prac- 
tically no torque reaction—no fighting the tool to get 
results. 
Action of the Wrench is the same in either direction and is changed by 
flipping a thumb-switch at the rear of the housing. You can’t stall the 
motor—even if the spindle is stopped “dead”—so there’s no danger of 
overload or “burn-out”. The full-powered motor is ball-bearing mounted 
and amply ventilated. All spindles and gears are of special heat-treated 
alloy steel. 


Specifications 


a Capacity: Nuts, bolt, cap screws...... 56” Drive Square...... ye" 

3 

Ye" IMPACT WRENCH Blows per minute... .......4amuloGoraeraeS uke sedis ebeweatebele<ooo0 eelors 2,200 
Overall lENSth: dss cieja's ave: seca lerwy acoree SAE a Pm ovate lave’ Slane: viwhei io weneliarevepace 11%” 
Weights: Neb ie oichts ais cic aiotat ctctcvatcievsverote id chareiei ute eee tee ate atone 8% lbs. 


Standard Equipment—3-conductor cable and plug; side handle with auto- 
matic-release switch; reversing switch; “universal” motor. 


Standard Voltages—115 or 220 (For other available voltages, see page 1). 
Catalog No; 534. (specify, voltage) «..,. oie sjeis,sie.c.0 00 silos oes 4 $] 05.00 


¥g-Inch Impact Wrench Kit 


OR DRIVING or removing nuts, bolts and cap screws—or for drilling 
and tapping—use this handy Kit for carrying the complete equipment 
to the job. Equipped with sturdy “piano” hinge and all-metal carrying 

handle. A bracket inside the lid will hold selected drill bits and taps, and 
there’s extra space for storing the accessories listed below. 


Contents of Kit 


3” Impact Wrench (Catalog No. 534) 

Chuck for drilling and tapping (Catalog No. suede 0 He with open- 
end wrench and hex-key) 

Kit Box (Catalog No. 33325) 

6 Hexagon Sockets (%%” square drive opening) %/16", 5%”, M/16”, %4”, 

3,” IMPACT WRENCH KIT 13/15”, 7%” across flats 


Catalog No. 544 (specify voltage) 


Price; complete: cise cies s ciee-ste, 30-3 0:6, scoinre stn SIRT aaa $1 26.50 


No. 88325" Kit Box. Only 0i0<<0220.08050 nowoae pe pmegertce eateries $6.00 


Impact Wrench Accessories 
No. 33339 Chuck for No. 10 to %4” taps and 3/15” to %” drill bit 
shanks (A). Includes Allen and open end wrenches... ..$12.00 
No. 32330 5/1,” to 56” extra collet for above chuck................ 3.10 
No.-834114 sStuddRemiover (B) ec 6.6. aces aie suis sacs sie pie Seis ware tas 4.00 
No. 33409 5” Extension with 4%” square male and female ends (C) . 1.60 
No. 33410 Universal Joint with %2” square male and female 


nds OD). iisie wid eee dies QE ds MOE ose Msleminhgaee tet 3.50 
No. 33345 7/16” Hex Chuck for screwdriver bits (E)............... 6.00 
ACCESSORIES For replacement hexagon sockets, see page 38. 
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SIZE 10 BALANCE REEL 


SE OVER WORK BENCHES or along assembly lines for counter-balancing portable 

tools or fixtures weighing from 0 to 10 pounds. Adjustable cable stop is rubber cushioned 
and keeps the tool within reach above the work. Speeds production by reducing fatigue 
and handling time—also improves tool control. Prevents accidental dropping and many 
tool abuses. Quality built for long life and trouble-free service. 


EASY ADJUSTMENT—In less than a minute the Balance Reel can be adjusted for vari- 
ous weights of tools within its capacity—0 to 10 lbs. Merely pull the T-handled “spring 
locking pin” to release all tension. Then turn the center stud clockwise with a wrench 
until tension is sufficient to counterbalance tool being suspended. Loosen the “cable-stop” 
screws and move the “stop” up until cable length projecting from reel holds tool at 
correct height. 


Specifications 
Maxnham Setensicn, (overall) sis cccjasieie nrc, crtOlgiswete cea t Seo sie s eles sc Mlerieiersiciwis Gece ews 01 6 foot 6 inches. 
Neti Weight: stnsctunncatel soos arose 6 Ibs. 6 ozs. Shipping’ WCigit is: <.aisieistare.8 56s iis 10 7 lbs. 4 ozs. 
Diameter of Spring! HOUsing,, § cco Aese «afd ho-0 ce Nees s 0 a:0 00s oss sels osiseswe shay 5 cota oS uasatahale Staab ie 7% inches. 
GISTMONG TRAE S Bette cists .s Se kee etce tis « ote Dis 80:88 Ninie S10:e 5.4706 wig eee 50:8 8 wie. 9 sine Syme sions 0 to 10 lbs. inclusive. 


Cable Stop—Adjustable by means of two screws to hold tool at convenient operat- 
ing height. Rubber cushion absorbs any recoil as tool is released by operator. 

Suspension—Pivoted hanger and off-center design aids in absorbing recoil by 
transferring shock into circular motion. 

Catalog No. 33465 Complete as shown..........-.cccccescccecescs $94.50 


Electric Glue Pot 


OR CONTINUOUS use where maintenance of constant working temperature is 
important. Thermostatic control brings the glue up to 150° Fahrenheit rapidly 
(best working temperature), and maintains that temperature within 5°. 

Nichrome heating elements sealed and protected against moisture and foreign 
substance. Cast iron glue pot is machined to fit in the water jacket, conserving 
heat and reducing current consumption. Equipped with convenient carrying handle 
and heavy iron brush wiper. 

Applications—Book binderies, printing plants, furniture and cabinet factories, 

toy factories, piano factories, etc. 


Specifications—Capacity of glue container.............cec cece eee eeees 2 quarts 

WH CIBBG ei INGGis iia a6 s:0r0 eheters cic 0 ie 14% Ibs.; BIDDING «+ 0:0: 00.0 cee 0:6 Aen 16 Ibs. 
Furnished complete with nichrome heating element, iron water pot, cast-iron 

glue pot, 3-wire cable and plug. 

Catalog No. 89 (specify A.C. voltage) 

Price, complete....... Sioestais saris aip) \etararetevese aye Cunie #reraie,0r0,6 910 ‘9ceye:0/0 Sateen $27.50 

Catalog No. 487 (specify D.C. voltage) 

MPIC COMIDIOLO sisisic sis clas eisis vie é 84:8 sie'e Wists ein oeiele o.sie eieie bieie bias 6 ...... $29.50 


5,” Positive Clutch Nut Runner 


(Formerly No. 32 Nut Runner) 
Specifications 


Capacity: Machine screws and nuts....... up to %” diam. 
MESES CTOMES 555 ioy6 s-ove.d0eie state up to %” x 4%” long 
INO IOACUSCCT «5.0/0: s1.0:0:s:01 0:99 salu ainere 500 R.P.M. 


Standard Equipment—3-wire cable and plug; 20° positive 
pin-type clutch; %” hex. “quick-change” chuck: 
instant-release switch with locking pin; one No. 22796 
Socket Wrench Shank with %” square drive end; 
“universal” motor. 

(On Catalog 55 only, spade handle and side pipe handle 


also standard.) 
Side Switch End Switch 
Handle Handle 


NGvAWeIe tree settee 6 ace wale dicle a ds 23 lbs. 21% Ibs. 
Shipping: Weight..cis cielo sceele scales 29 lbs. 28 lbs. 
Overall Length (not includ. bit)...... 2036” 20%” 
Catalog No. (specify voltage)........ 55 392 
PLIGG COMPletes sa hid. a ais os eas oaene’s $154.00 $154.00 
Standard Voltages—115 or 220 (For other available volt- 
ages, see page 1). 
Optional special 138° or 30° positive clutch..... $3.50 extra 
ay e 
33” Adjustable Clutch Nut 
Runner 


(Formerly No. 32 Nut Runner) 


Specifications 


Capacity and Speed same as above. 
Standard Equipment—8-wire cable and plug; adjustable 
clutch; %” hex. “quick-change” chuck; instant-release 
switch with locking pin; one No. 22796 Socket Wrench 
Shank with %” square drive end; “universal” motor. 
(On Catalog 352 only, spade handle and side pipe handle 
also standard.) 


Side Switch End Switch 
Handle Handle 


Net Wiel it cds vines fod nace. e wxeeveaielsiep-cam 27lbs. 25% lbs. 

Shipping Weight.............-.e0-0. 32 lbs. 31 lbs. 

Overall Length (not ine. wrench)..... 2136” 21%” 

Standard Voltages—115 or 220 (For other available volt- 
ages, see page 1). 

Catalog No. (specify voltage)........ 352 373 

Price, comp] ete. csisiecciic-siaccak tee eath fas $176.00 $176.00 


53”-90° Angle Adjustable 
Clutch Nut Runner 


(Formerly No. 32 Nut Runner) 


Specifications 


Capacity and Speed same as above. 

Weight: Net........ 28% l|bs.; Shipping........ 38 lbs. 

Overall Length ©.) ...2.2164 meay bate oie co ee ace iis oes oes 244%” 

Standard Equipment—3-conductor cable and plug; special 
geared end with adjustable clutch and one of the right- 
angle heads listed below; spade handle; side switch 
handle and pipe handle; “universal” motor. 

Optional Equipment—End switch handle can be supplied 
if desired, no extra charge. 

Standard Voltages—115 or 220 (For other available volt- 
ages, see page 1). 

Available Right-Angle Heads and Catalog Numbers: 


Catalog Numbers Catalog Numbers 
With Side With End With Side With End 
Switch Switch Switch Switch 
Head No. Handle Handle Head No. Handle Handle 


400 248-400 182-400 451 248-451 182-451 
450 248-450 182-450 452 248-452 182-452 


Price, (specify voltage) with any one of 

BDOVE HOAGS sees see teea-Gicen cio ne's ahem sure seme $226.00 
Reversing Switch (for all units)........... . $10.00 extra 
Right-Angle Head Specifications, Page 39. 
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7,” Positive Clutch Nut Runner 


(Formerly No. 42 Nut Runner) 
Specifications 


Capacity: baguscrews 2o..0d4 chwasa ss oie'ois up to %” x 5%” long 

Machine screws and nuts............. up to %” diam. 
Standards NO-10AG SpeOde.< «ace s:ujs weiss sic 010.0 0 sreaseWle oe 500 R. P. M. 
Weight! Nets 2820. BONDE TASHIpPpPINGs F) 5. ors essere 43 lbs. 


Overall length (not including WRENCH) Kw WEES sé esc v eres 21%” 

Standard Equipment—3-wire cable and plug; 20° positive clutch; 
“quick-change” chuck (%” hex.); side switch handle with 
safety switch; spade handle; side pipe handle; one No. 22796 
Socket. Wrench Shank with 14” square drive end; “universal” 


motor. 
Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 
Catalog No. 56 Standard Unit (specify voltage) 
a) Price "Complete. S400, wAh2ee, od. BOER aR PI $1 87.00 


Catalog No. 558 Reversing Switch Unit (specify voltage) 


RYICEMCOIRDICLOs 6: diese viele sss so medias v0 ses 0 PRAMS $1 97.00 


Optional special 18° or 30° clutch... 6.0... 0. ccce aoe $3.50 extra 


73° Adjustable Clutch Nut Runner 


(Formerly No. 42 Nut Runner) 


Specifications 
Capacity: Machine screws and nuts............ up to %” diam. 
Lag screws 2 ip fo. S053 See Bene up to %” x 5%” long 
Standard .No-load’ Speeds. a: .inaiysie' se .0 0150 8 sydsesy 8 stoke 500 R. P. M. 
WWEIDDESMING Us nove sence siarss 47% lbs.; Shipping.......... 57 lbs. 
Overall length (not including wrench)..............+.0.: 2656” 


Standard Equipment—3-wire cable and plug; “quick-change” 
chuck (%” hex.); side switch handle with instant-release 
| » safety switch; eh rei handle; side pipe handle; one No. 22796 


Socket Wrench hank with ign square drive end; “universal” 
motor. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 353. Standard Unit (specify voltage) 
BRIGG COMPO LC oss oveieeacasdt ai ehatanauaitd omarpiorepie-ssicannncsteeoncyisaes $220.00 


Catalog No. 599 Reversing Switch Unit (specify voltage) 


Price; COMPIEtE. ai - Bits! k is cin ede < oe eal eMibbhte se 6 $930. 00 
7/,-90° Angle Adjustable 
Clutch Nut Runner 


1 
(Formerly No. 42 Nut Runner) 
. Specifications 
® Capacity: Machine screws and nuts............. up to %” diam. 
y Standard’ No-load speed... o.oo 5. cee ace cee nee 500 R. P. M. 
Weights Webiiisd co.3.. 4. 5246 Ibs.;,, ;Shipping.. i:....5. 65 lbs. 
OVerer ere ett g550' inci te artcscansvof oR K Ys fick S boone ceils a OE e ape OWNS 28%” 


Standard Equipment—3-conductor cable and plug; special geared 
end with adjustable clutch and one of the right-angle heads 
listed below; spade handle, side switch handle and pipe 
handle; “universal” motor. 

Optional Equipment—End switch handle can be supplied if 
desired, no extra charge. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 

Right Angle Head Specifications 


Catalog Numbers 
ith With 


Price 
Side End Complete 
* Switch Switch Specify 
Head No. Description Handle Handle Voltage 


505 %” square shank} 185-505 252-505 $290.00 
506 %” square shank+ 185-506 252-506 $290.00 
+These shanks fit Blackhawk or Snap-on Sockets. 


Side Switch Handle Units may also be furnished with 
Reversing Switches. 
Order Cat. No. 560-505 (with 505 head) or Cat. No. 


560-506 (with 506 head). 
Price, complete (specify voltage) ...........05000- $300.00 
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DOUBLE SQUARE 
SOCKETS 


SHANKS 


HEXAGON 
SOCKETS 


1” Positive Clutch Nut 
Runner 


(Formerly No. 43 Nut Runner) 


LOW-SPEED tool with high torque. This unit 
can be supplied with solid spindle and %” 
Jacobs geared chuck, for slow speed drilling and 
reaming. 
Specifications 
Capacity: Lag screws...up to %” x 6” long. Speed: No-load..... 90 R.P.M. 
Nuts and bolts..up to 1” diameter. Overall length......... 22%". 
Weight: Netiagsiiss. 00 aii ee 80% lbs.; Shipping............ 39% lbs. 
Standard Equipment—3-conductor cable and plug; “quick-change” chuck (5%” 
hex.); spade handle; side switch handle with automatic-release switch and 
locking pin; 20° positive clutch side pipe handle; one No. 22796 Socket 
Wrench Shank with 14” square drive end; “universal” motor. 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 245 (specify voltage) 

PEice, COMPIOLOS 2: SUE Toi & sterdel ss ofeis a) sraierers! sroreldwiotete ds cles cis'e Srke oh W $1 87.00 
with solid spindle and %” chuck for drilling. ............++e2eee8- 202.00 

Cat. No. 561 Reversing Switch Unit, price complete (specify voltage)... 197.00 
with solid spindle and %” chuck for drilling................--0-- 212.00 

Special speed—175 R.P.M.........cccccecccecces ee oeraie ies athe $ 5.00 extra 

Optional special 13° positive clutch.............. aie sie a Ke es ai aselerat 3.50 extra 


Socket Wrenches 


COMPLETE RANGE of sizes, for use on all Screw Drivers and Nut Runners. 
Sockets are interchangeable on separable drive-shanks. Shank sizes fit Screw 
Drivers as follows: 

4” Hexagon Shank—for Torsimeters and Scruguns. 

7/16” Hexagon Shank—for Nos. 14 and 18 Drivers. 
56” Hexagon Shank—for 5”, %” and 1” Nut Runners. 
“Socket size” indicates opening to fit nut or bolt to be driven; available in 

hexagon or double-square openings. “Drive opening” in socket fits correspond- 
ing “drive square” on shank; match these sizes when ordering. 


Sockets Shanks 
Socket | Drive | Cat. No.| Price |Cat.No.| Price Shank | Drive | Overall Price 
Size |Opening|Hexagon| Each | Double-| Each Size Square | Length’| Cat. No.| Each 
Socket Square Size 
4” 4” 20512 | $0.75 20519 | $0.95 
%%” ” 20513 GERNT as: 
%” ye 20514 75 20520 95 
11g” ” fol 20515 Sy hgh | Whar yy" yr 2” 20510 | $1.10 
is, ce 20516 75 20522 95 yy" yy" 6” 20511 1.65 
14,” ae. 20517 -75 0546 9 
Z 4” 20518 -80 22915 | 1.00 
%” a” 22917 tee ae orgie ie 
4” y%" 22762 -85 22763 1.10 14” a" 234” 22792 | 1.65 
5G” %” 22764 -85 22765 1.10 16g” a” 5” 22793 | 2.00 
5. ‘a 22766 -85 22767 | 1.10 
fe - 22768 85 22769 1.10 
sf yy” 22770 -85 22771 1.10 
%” 4” 22772°| = .85 22773 1.10 
54" 2, 22774* 85 22775 1.10 yy” - 234” 22794 -20 
14” mi 22776* -85 22777 1.10 1%” yy” 5” 22795 2.50 
A” yy” 22778*| 1.10 22779 1.45 . 4” 3” 22796 | 2.50 
144” 14” 22780*| 1.10 22781 1.45 54” yy” 5” 22797 | 2.75 
i" 44” 22782*| 1.10 22783 1.65 
184” yy” 22784 | 1.40 22785 1.75 
Lf: yy” 22786 1.50 22787 | 1.90 
14” 5%" 22788 2.20 22789 | 2.75 
1” 5%” 22790 2.50 22791 3.00 
134%” 54” 23298 | 3.85 23297 | 6.00 
1%" 54” 23300 3.85 6.00 5%” 54” 3” 22798 3.00 
1544” 5%" 23302 | 4.40 23301 6.50 54” 5” 5” 22799 | 3.30 
1%” 54" 23304 5.00 23303 7.00 
114” 54” 23306 | 5.50 23305 | 7.75 
14” 54” 23308 | 5.50 23307 | 7.75 
1%” 5” 25943 | 6.00 | ..... iret 


*Included in Impact Wrench Kit (page 34). 


ADAPTORS Used to adapt larger size sockets to smaller size shanks. “Male” 
is drive-square to fit drive opening of socket; “Female” is drive opening to fit 


drive-square of shank. 
No. 22800 14” Male; 49” Female.... 
No. 22801 5%” Male; 14” Female 
No. 22802 45” Male; i. Female. 
No. 22803 49” Male; 44” Female... 
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Right-Angle Head Specifications 


VAILABLE Heads for Right Angle Screw Drivers and Nut 
A Runners, as shown on preceding pages, are listed below. The 

following specifications are indicated: first group—size of built-in 
socket (for direct use on nut tightening) and dimensions of clearance 
hole behind socket; second group—size of “drive square” shank, to 
which various size sockets may be fitted; third group—catalog number 
of screwdriver bit which fits socket in these heads. 


Head Hexagon-Socket Clearance Hole Head Size of ¢ 
i ro ae a) b 8. Shank 
Number | Size Across Flats Diam. Depth Number SUR aBUee 
ve 8 fe 
105 4. 
100 ” A, ” 114” ee 
10 ioe a | sr 
102 % 4, 14" 305 i os 
108 16” %” a4” [nore eins Reed 
400 4%” 
505 m4" 8 
—— 506 54n 
301 ya 26” Ky” Head Screw Driver Bit 
308 %” a” 1” Number Cat. No. 
———_ 150 13208 
oe | «| we | aw | i | Be 
451 5% Ae 134 oe 
452 i" A 134” 156 13207 
350 1%” Hex. Chuck 
* Square Socket, instead of Hexagon. All heads are = “cm 
** This Head equipped with dead spindle. except 505 and 506 
t Shank to fit Blackhawk and Snap-On type Sockets. which are Type “D” 


Screw Driver Bits for 
Phillips Head Screws 


(For Scrugun, Torsimeter, Nos. 14 and 18 Screw Drivers) 


which has a cross form slot instead of the conventional slot and 

four different slot sizes designated as Nos. 1, 2, 3 and 4. Several 
screw sizes are covered by one slot size; see Table No. 1. Bits available 
for Van Dorn Screw Drivers are listed in Table No. 2. 


fy SPECIAL bit is required for driving the Phillips Head Screw, 


jel Ud a ee 


Table No. 1 

Type of Screw | Slot No.1 | Slot No.2 | Slot No.3 | Slot No. 4 
Flat and No. 4 and No. 5 to No. 10 to No. 18 to 

Wood Sernws Oval Head Smaller No. 9 No. 16 No. 24 
No. 4 and No. 5 to No. 11 to No. 18 to 

Round Head Smaller No. 10 No. 16 No. 24 
et Biarese 54” and 4%” yj" 54" to 4” 

Stove Bolts © |—-—@———— | —___ _ J ———————— | 


Flat, Oval and 


Round Head 


54” and %” | 4” and 5%” | 3%” and 4” 


No. 4 and 


Me} to Ne. eee 56" to 14” 


Binding Head Smaller o. 10 
Machine Round and No. 4 and No. 5 to No. 12 to %" and 4" 
Screws Fillister Head Smaller o. 10 is an 
No. 5 and No. 6 to No. 12 and 
res ored. Smaller o. 10 4” 4%” to 4” 
Flat, Round 
Sheet Metal Oval, Binding No. 4 and No. 5 to No. 12 and 
Screws a ave Smaller No. 10 ) 
ea 
Table No. 2 
Slot Size | Cat.No. | Unit Used Slot Size | Cat.No. | Unit Used 
No. Torsi No. 3 Torsimeter 
” hex 17922 Geeta \" hex. 21366 =| and Scrugun 
le } and Scrugun { eee } & 
No. 1 
Nos. 14 and Nos. 14 and 
4%” hex 18938 4%” hex. 17925 
Laan } 18'8..D: ea } 18 8. D. 
No. 2 . No. 4 
Torsimeter Nos. 14 and 
4" hex. 17923 144” hex. 17926 
{ shank } and Scrugun { hark } 188. D. 
No. 2 Nos. 14 and For Prices of Phillips Head Bits 
(a) 17924 18 8. D. Consult Your Distributor 


44" hex. shank bits have a projecting length (from chuck to bit end) of 114”. 
Y%" hex. shank bits have a projecting length (from chuck to bit end) of 244”. 


Standard and Hex. Socket Bits are listed on page 40. 
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Standard Screw-Driver Bits with % 
Bit and 
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Extra Length Bit and Finder 


Bit and Finder 


’” Hex. Shanks—for Torsimeters and Scruguns 


. F Stand- 
Bit Stan’d. F Bit ‘ ‘ 
For Use With These ; Price nl Price ard Price 
Screw Types and Sizes a hak ote Each ony Each Finder Each 
No. No. 
Nos. 2, 8 Wood Dae 18051** -60 18050+ .65 
No. 2 Machine (except Filister) ' 20482t 65 
No. 3 Machine 2%” 22396** 85 22397+ 1.10 
No. 2 Sheet Metal 23979¢ 1.10 
No. 4 Filister 
Nos. 4, 5, 6, 7 Wood 1 13208** -60 132104 65 
No. 4 Machine (except Filister) 15588} .65 
Nos. 5, 6 Machine 234” 17690** 1.60 17688** 85 5103 .65 
Nos. 4, 5 Sheet Metal 54” 22111 2.15 22108 1.40 5103 65 
No. 6 Sheet Metal (except Stove) : 
Nos. 8, 9 Wood 1%” 13207** -60 13209¢ 65 
No. 6 Stove 165297 .65 
Nos. 7, 8 Sheet Metal 23%" 13356** 1.60 13353** 80 5105 .65 
No. 8 Machine 54” 13469 2.15 13470 1.40 5105 .65 
No. 10 Filister x 
. 10, 11 Wood 1%” 15475** .65 154694 65 
Noni Sheet Metal | 234” 23494** | 1.00 234934 1.10 
No. 10 Machine (except Filister) | 254." 18593** | 1.75 18594** | 1.00 51074 65 
No. 12 Filister . a 
14%” 16772** .85 16773¢ .65 
No i2 ee Metal | 2%," 21731** | 1.80 21730** | 1.05 5109+ “65 
No. 12 Machine (except Filister) | 
¥,” Filister 


be a eS aS eee 


{Used with Scrugun only. 

+Used with Torsimeter and 90° heads. 

*All lengths shown are the projecting lengths, from 
chuck to end of bit; they do not indicate overall lengths. 


Protecting Sleeves 


Used on Torsimeters and Scruguns, 
when Bits are used without Finders. 
No. 19178 Protecting Sleeve for 


No. 4 Torsimeter. ...... $ .70 
No. 13201 Protecting Sleeve for : 
SOP td score: 5m 2101 si) sates wee .70 


**Quantity Prices—Standard Bits and Bit-and-Finder 
Assemblies in this group when marked thus (**), are 
packed and stocked in boxes of six. We recommend 
ordering in standard packages or multiples thereof and 
offer special quantity prices which apply on designated 
quantities, all of one size only. 


Price In Box of 4 Gross or 

aoa Pe Each Six, Each more, Each 
$0.60 $0.55 $0.50 
.65 -60 55 
-80 Br ks -70 
85 -80 75 
1.00 -95 -90 
1.05 1.00 -95 
1.60 1.55 1.50 
175 1.70 1.65 
1.80 1.75 1.70 


Special Hex Drive Bits 


for Hollow Head 


Cap Screws 


Diam. 
Across Ex- Size Screws with which Bit is Used 
rose aot ana tensiori = 
is Bed oe of Bit Cap Set Pipe Price In Box | 4 Gross 
Bit Screws Screws | Plugs Each [of 6, each| Lot, each 
This special type of screw has a driving 18577 | 34" i; Hes. pave Se ee lh A 
recess consisting of a hexagon shaped {ss7a| | 1" |No.10GNo.12| Ser |) y3s | 230 | *3:38 
socket requiring a bit with a hexagon driv- 18579 | 4%” 1” yn 4” yr" 2.35 2.30 2:25 
ing end. We can supply correct bits for Hex. Drive Bits with 1%” Hex. Shanks 
driving these special screws in both the 4” 17892 | 4%" 2” 4 Wh 3%” ye” $2.75 $2.70 $2.65 
hex. shank and 7/16” hex. shank size. Thus 42245 | {8 2. *" Be) igs | B38 | Fae | 3s 
these bits are adapted to all Drivers from 18977 | 5%" 2” 46" & 4G" 54" sgn 2.75 350 5s 
the Torsimeter to the No. 18 Screw Driver. 23492 | 34” 2” 14” & %" 34" My” 2.75 270 2.65 
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Standard Screw-Driver Bits with 7/16” Hex. Shanks—for No. 14 and No. 18 Drivers 


Bit and 
Bit Stan’d. Bit Stand- 
For use with these Length | Finder | Price Only Price ard Price 
Screw Types and Sizes * Assem. Each | No. (A) | Each Finder Each 
No. (B) No. 
Nos. 4, 5, 6, 7 Wood 2%” 5345** | $1.55 5104** | -$ °.75 
No. 4 Machine (except Filister) 4” 15085 2.30 15049 1.55 
Nos. 5, 6 Machine 6” 15086 2.50 15050 1.70 5103 $0.65 
Nos. 4, 5 Sheet Metal 8” 15087 2.65 15051 1.85 
No. 6 Sheet Metal (except Stove) 10” 15088 2.80 15052 2.00 
Nos. 8, 9 Wood 24%” 5346** 1.55 5106** 75. |) 
No. 6 Stove 4” 15089 2.30 15053 1.55 
Nos. 7, 8 Sheet Metal 6” 15090 2.50 15054 1.70 5105 65 
No. 8 Machine 8” 15091 2.65 15055 1.85 
No. 10 Filister 10” 15092 2.80 | 15056 2.00 
Nos. 10, 11 Wood 21%” 5330** 1.55 5108** 75 ’ 
No. 10 Sheet Metal 4” 15093 2.30 15057 1.55 
No. 10 Machine (except Filister) 6” 15094 2.50 15058 1.70 5107 65 
No. 12 Filister 8” 15095 2.65 15059 1.85 
10” 15096 2.80 15060 2.00 |J 
No. 12 Wood 246" 5343** 1.55 5110** 15 
No. 12 Sheet Metal 4" 15097 2.30 15061 1.55 
No. 12 Machine (except Filister) 6” 15098 2.50 15062 1.70 5109 65 
44” Filister J 8” 15099 2.65 15063 1.85 
10” 15100 2.80 15064 2.00 
No. 14 Wood 21%” 5344** 1.55 512% 15) |) 
No. 14 Sheet Metal 4” 15101 2.30 15065 1.55 
¥%” Machine (except Filister) 6” 15102 2.50 15066 1.70 5111 65 
8” 15103 2.65 15067 1.85 
10” 15104 2.80 15068 2.00 |) 
No. 16 Wood 244" 5329** 1.55 5114** 3 
5/46” Filister 4” 15105 2.30 15069 1.55 
6” 15106 2.50 15070 1.70 5113 65 
8” 15107 2.65 15071 1.85 
10” 15108 2.80 15072 2.00 
No. 18 Wood 256” 5364** 1.95 5116** -90 
5/16” Sheet, Metal } 4” 15109 2.65 15073 1.60 
6” 15110 2.80 15074 1.75 5115 95 
8” 15111 3.00 15075 1.90 
10” 15112 3.15 15076 2.10 
5/48” Machine (except Filister) | 23%" 5366 2.40 5118 1.20 
No. 20 Wood t 4” 15113 2.90 15077 1.75 
36” Filister J 6” 15114 3.10 15078 1.90 5117 1.05 
8” 15115 3.25 15079 2.10 
10” 15116 3.40 | 15080 2.25 
No. 24 Wood } 254” 5369 2.80 5120 1.45 
36” Machine (except Filister) 4” 15117 3.35 15081 2.00 
6” 15118 3.50 15082 2.15 5119 1.25 
8” 15119 3.70 15083 2.30 
10” 15120 3.85 15084 250)-1} 
*All lengths shown are the projecting lengths, from chuck to Adaptors 


end of bit; they do not indicate overall lengths. 


**Quantity Prices—All Standard Bits and Bit-and-Finder 
Assemblies in this group are packed and stocked in boxes of 
six. We recommend ordering in standard packages or multiples 
thereof and offer special quantity prices which apply on desig- 
nated quantities, all of one size only. 


Bit Only, Without Finder 


In Box of % Gross, or 

Six, Each more, Each 
$0.70 $0.65 
85 80 


Bit-and-Finder Assembly 


$1.50 $1.45 
1.90 


To use Screwdriver Bits and Socket Wrenches with 
‘/1g” hex. shanks in the %”, %”, and 1” Nut Runners, an 
pa is necessary to reduce the Chuck capacity from 

" to Lend 
No. 24880 %” to 7/16” Bit Adaptor.............. $3.60 

Bit Extensions 

Screw Driver Bit Extensions are available in various 
lengths, with %” or 7/15” shank to fit Torsimeter, Scru- 
gun or Screw Driver Chuck, and a chuck socket to take 
standard bits and socket wrenches. These Extensions 
greatly reduce bit replacement costs, where long bits 
are needed. 


Cat. Shank | Price Cat. Shank | Price 
No. Length Size Each No. Length Size Each 
22581 4” 4” $2.00) | 15023 4” L464" $1.80 
22539 6” A” 2.00] | 14989 6” 2.00 
22540 8” 4” 2.10 5287 8” 46g” 2.15 


22323 . i 10” 46” 2.40 
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TAPPING OPERATIONS are performed with PORTABLE ELECTRIC TAPPERS 


these tools eight times faster than by hand. 3/16-Inch TAPGUN* 


Automati i hanism backs the t : 
cute! fie, Hirdndcs asia te waite PERFECT assembly “team” with HOLGUN 
and SCRUGUN. Same features of compact, 


operator pulls backward. No reversing switch : : 3 Gane : 
id fibeded. Will greatly reduce;tap breakage. powerful construction, including “Pistol Grip and 
Trigger Switch.” 


Applications—Threading holes in steel, cast 


iron, brass or aluminum. Specifications 


Tapping Capacity: In ‘mild (steele so. Ssicico dcein,aphoys oes 3/16” 
TN; CASE: ALON since ops ae versie wravecpea totes 5/16” 
In’ brass’ or altiminurn ) 5:4 sc antwe-eaes 36” 
No-load spindle speed: 
Tapping... sci. 400 R.P.M.; Reversing....... 525 R.P.M. 
Weight: Net........ 3%, Ibs. Shipping: oitijaeesied cis 5 lbs. 
Overall length ......... 914" 


Standard Equipment—8-conductor cable and plug; 3-jaw 
Jacobs chuck and key; 2-pole automatic-release trigger 
switch and locking pin mounted as a unit with cord pro- 
tector; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 383 (specify voltage) 
Price, complete, with standard 5/16” Chuck........ $75.00 


complete, with No. 32376 special tap chuck.. ..... $80.00 
No. 32376 (Jacobs 421-01) No. 0-14” special 
tap chuck, as extra equipment ..... 10.00 
No. 32329 (Jacobs J-420) No. 10-5/1¢” extra 
collet for No. 32376 chuck......... 2.90 


*Trade Mark Reg. U. S. Pat. Off. 


V/4-Inch TAPPER 


EAMS UP with No. 14 and No. 18 Screw Driver 

for assembly operations in metal. Equipped with 
auxiliary side handle for better aim and control. 
New, heavier gear train for improved stamina. 


Specifications 


Tapping Capacity Steels oo isacieis sisue sionstossnace eieyeunewere tha oe 1” 
TMCnst WONG eee ose Bees sae eue RI 34” 
In: brass’ or aluminum s...:i0 5 say Slates € wy" 
No-ldad: speed’ (tapping)! .\...c:s o0 0 cee as cveies ole seine 3800 R.P.M. 
Reversing ...... 500 R.P.M.; Overall length ....... 15%”; 
Weight:...... Net 10% lbs.; Shipping .......... 14% Ibs. 


Standard Equipment—3-conductor cable and plug; %” Jacobs 
chuck and key; automatic-release switch and locking pin; 
detachable side handle; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, 

see page 1). 


Catalog No. 90 (specify voltage) 


P i ’ 1 ? 
-* ae siekderd 56” chuckca sain 00:6 ews haves $96.00 


complete, with 
No. 32377 special tap chuck. .. . $102.00 
Special Speeds— 
500 or:700 R.P.M.. a:0.0-5. 3% $5.00 extra 
No. 32377 (Jacobs 441-02) 
No. 10-%” special tap 
chuck, as extra equipment. $11.50 


No. 32330 (Jacobs J-444) 5/15”-56” 
extra collet for No. 32377 


Chie lores. 0:5) 6 ore case Sait Peek 
No. 22148 Bench Stand (for both 
Tapgun and Tapper...... 22.00 
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Portable Electric QUICK-SAWS”* 


AN DORN Portable Electric Quick-Saws offer 

complete safety, perfect balance, increased 

power; efficient fan and ample vent slots, close- 
coupled design, reduced weight and length, “saw 
grip” switch handle. 

Cutting depth can be adjusted at any point up to 
maximum. Shoe can be tilted for bevel cutting at any 
angle to 45°. A detachable, adjustable rip-fence 
guides rip-cutting up to 6”. Telescoping guard covers 
blade except when cutting. Inner guard opens as Saw 
enters cut, and springs closed as Saw emerges. Outer 
guard swivels to follow depth adjustment. 2-pole 
instant-release switch inside the grip prevents 


accidents. 
7” Electric QUICK-SAW 
(Formerly No. 75 QUICK-SAW) 


Widely useful portable Saw; depth of cut will 
handle all popular lumber sizes; power is transmitted 
by efficient helical gears. 


7” QUICK-SAW 
DEPTH OF CUT—23,” 


Specifications 


Diameter of Saw blade...... 7%”; Driving Flange Pilot....14%” 
Maximum vertical depth of cut: 
On: vertical: cute feie. 6 60 f ATR Sieis oie ows eis 236” (2%4” dressed). 
MRI CUE so nah cats 2 vue ask redo ip exei'sin inicio RR ae eee 1%” (2” dressed). 
Speed: No-load....... 8200 R.P.M. Overall length........ 1744”. 
Weirht= Netra: 663 «sus aes 18% be Shipning—..0.« sa5.59 6 33 38 lbs. 


Standard Se oe instant-release switch; 3-wire cable and plug; 
adjustable shoe; detachable ripping fence; combination rip and cross-cut 
blade; carrying case; one-half pound container of “Gear Lube”; T-handle 
wrench; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 260 (specify voltage) $120.00 


Pricesicompletes:.:csairsscs eee! SPaD o's «die sie.s sletuletmnadertanels 


8” Electric QUICK-SAW 
(Formerly No. 85 QUICK-SAW) 
A close-coupled, perfectly balanced cut-off Saw, especially suited 


to one-hand operation. Helical gears, splined spindle, full-powered 
motor. 


Specifications 


Diameter of blade........... 8%”; Driving Flange Pilot...1%”. - 
ggg repeat depth of cut: 8” QUICK-SAW 
ti Wass scat etcdibvexstewe: Soiews Byersisie sie 256” (3” 4 
Gnas mime nese. Sapiens DEPTH OF CUT—25/” 
No-load spindle speed.5,000 R.P.M. Overall length ........ 13%” 
Weishit: Nets. c.0 > sac sy’ 1956 “Ips.s'” Shipping: «oie ses se 45 lbs. 


Standard Equipment—2-pole instant-release switch; 3-wire cable and plug; 
adjustable shoe; detachable ripping fence; one combination rip and 
cross cut blade; T-handle wrench; one-half pound container of “Gear 
Lube”; metal carrying case; ‘‘universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, see page 1). 


Catalog No. 382 (specify voltage) $1 40 00 
Salas 5°. « = ater aReeRenateRS i 


Price, complete............ a delate 
9” Electric QUICK-SAW 


(Formerly No. 95 QUICK SAW) 
A larger unit for work requiring greater depth of cut; 
power is transmitted by efficient helical gears. 
Specifications 


Diam. of Saw blade....9%4”; Driving Flange Pilot.1%” 
Maximum vertical depth of cut: 


On vertical cut............... 3%” (3%” dressed). 
Onid 5 Socuteomstirieewiweenrws 2%” (2%” dressed). 
Speed: No-load..2500 R.P.M. Overall length...... 19%” 
Weight: Net...... 25% lbs.; Shipping.......... 54 lbs. 


Standard Equipment—3-wire cable and plug; 2-pole instant-release | ee 
switch; adjustable shoe; detachable ripping fence; combination rf 
rip and cross-cut blade; carrying case; one-half pound con- 
tainer of “Gear Lube”; T-handle wrench; “universal” motor. 
Standard i ina igiioama or 220 (For other available voltages, see 
Page 1). 


Catalog No. 375 (specify voltage) 
PICO RCONID IOV 64 s15:4,cielereia Lasseraso.ace eis.e ns a ote $1 60.00 
Trade Mark Reg. U. S. Pat. Off. 


9” QUICK-SAW 
DEPTH OF CUT—31/,” 
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SAW BLADES 


Pee LS 


For Portable Electric Quick-Saws 


Vanes TYPES of Saw Blades and Discs are available for use with the Portable Electric Quick- 
Saws, adapting these units to a wide range of uses. In addition to the Blades listed for current 
model Quick-Saws, sizes are also listed for previous models No. 35, 6", 8” and 10” Saws. Blades are 
easily interchanged on the spindle of the Saw for which they are indicated. 


COMBINATION BLADE 


A fast-cutting blade for ripping in all 
kinds of wood, and for general service 
cross-cutting. Supplied as_ standard 
equipment with all Electric Saws. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
For Current Quick-Saw models— 
19774 114” 7-inch $5.25 
23161 81g” 8-inch 6.25 
22728 914” 9-inch 6.85 
For previous models— 
20268 SM No. 35 $4.85 
11520 6” 6-inch 5.00 
11701 8” 8-inch 7.00 
11867 10” 10-inch 9.50 


PLANER BLADE 


For making very smooth cuts, both 
rip and cross-cut on interior finish and 
trim. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
For Current Quick-Saw models— 
20362 744” 7-inch $ 8.50 
23158 818” 8-inch 10.00 
22743 914” 9-inch 11.00 
For previous models—. 
20358 5” No. 35 $ 7.50 
11942 6” 6-inch 9.50 
11945 8” 8-inch 11.00 
11948 10” 10-inch 15.50 


FRICTION BLADE 


For cutting corrugated galvanized 
sheet. Cuts faster, with less dirt, than 
abrasive disc. Blade is taper-ground for 
clearance. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
24771 6” 7-inch $6.25 
24772 1% 8-inch 7.25 
24773 8” 9-inch 8.25 


CROSSCUT BLADE 


For fast, smooth cross-cutting. Makes 
a smoother cut than the Combination 
Blade furnished as standard equipment. 


Cat. Blade Use with Price 
No. Diam: Quick-Saw Each 
For Current Quick-Saw models— 
19773 714” 7-inch $5.25 
23160 815” 8-inch 6.25 
22740 914” 9-inch 6.85 
For previous models— 
20359 5” No. 35 $4.85 
11732 ic” 6-inch 5.00 
11843 8” 8-inch 7.00 
11868 10” 10-inch 9.50 


METAL-CUTTING BLADE 


For use on non-ferrous metals only. 
Has teeth shaped and set especially for 
cutting soft, non-ferrous metals, includ- 
ing lead. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
For Current Quick-Saw models— 
21868 714” 7-inch $5.50 
24073 815” 8-inch 6.50 
22744 914” 9-inch 7.50 
For previous models— 
24352 5% No. 35 $5.75 
11943 6”: 6-inch 5.00 
11946 8” 8-inch 7.50 


COMPO-BOARD BLADE 


For use with the No. 35 Saw =. 
Teeth are correctly set to give ample 
clearance, prevent clogging the saw, 
and avoid tearing the composition 
material. 


NAIL-CUTTING BLADE 


An especially useful blade in shipping 
and receiving departments, and on re- 
pair and maintenance work. For open- 
ing boxes and crates and for ripping up 
floors, where nails are encountered. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
For Current Quick-Saw models— 
20360 714” 7-inch $6.25 
23159 819” 8-inch 7.00 
22741 914” 9-inch 9.00 
For previous models— 
20356 bf No. 35 $ 7.75 
20576 8” 8-inch 10.25 


ABRASIVE DISC 


For sawing, cutting and slotting in 
slate, marble, asbestos, tile, transite 
and porcelain. 


Cat. Blade Use with Price 
No. Diam. Quick-Saw Each 
For Current Quick-Saw models— 

19766 T’xlg” 7-inch $2.90 
11947 8’x1,” 8-inch 3.25 
22739 9”x 1g” 9-inch 4.00 
For previous models— 
20368 5”’x 16” No. 35 $2.15 
11944 6’x1,” 6-inch 2.50 


For thin-gauge ferrous metals— 
For current Quick-Saws— 


23582 T*xig”. 7-inch $2.90 
23583 8’xlg” 8-inch 3.25 
23584 9”’x4g” 9-inch 4.00 


DIAMOND-SHAPE DRIVE ADAPTORS 


A special inner clamp washer for 
holding saw-blades with diamond 
shaped drive openings on Quick-Saw 
spindle. 


Cat. Use with Price 


No. Item Quick-Saw Each 
23277. Clamp Washer 7-inch $3.00 
24080 Clamp Washer 8-inch 4.75 
24081 Clamp Washer 9-inch 4.75 


CARBIDE-TIPPED BLADE—Cuts Transite, asbestos, Cemesto Board, For- 
mica, Masonite, and other abrasive composition materials many times faster 
than abrasive discs. Also cuts wood. Outlasts regular steel blades 30 times before 
resharpening is needed. Combining special tooth design and number of teeth, 


these blades make smoother cuts than other blades. 


No. 34025 7” Carbide-Tipped Blade .... arte ilcupsdiedtnvsnnansicenst MRE 
No, 34026 8” Carbide-Tipped Blade... sevesee BOTS 
No, 34027 9” Carbide-Tipped Blade ; *. ae 34.75 
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QUICK-SAW ARM 


(Type A) 


IVES all advantages of saw-table operation. Complete- 
ly portable and can be set up in a few minutes where 
two saw-horses are available. Cross-cut, rip, mitre, 

bevel cut and plunge cut are accurately controlled with the 
Quick-Saw Arm. 


Specifications 


Net Weight (not including Quick-Saw)........... 42% lbs. 
Maximum Travel on cutting stroke................ 20%” 
(Extension of Slide Arms may be shortened to three 
other positions permitting Saw travel of 1514”, 1014” 
or 5%”) 
Saw Carriage:Capacity: oo. A207 ees eT 7”, 8”, or 9” Quick Saws 
Depth of cut: 2%,” with 7” Quick Saw; 2%” with 8” Quick-Saw; 
3” with 9” Quick-Saw. 
Angle-of-cut........... 0° to 180° 


QUICK-SAW ARM 


Bevel Cutting Angle..... 0° to 45° 


Catalog No. 31617, price complete (not including Quick-Saw) . $99.50 


Diamond Rim Cut-Off Blades— 
Wet Attachment 


OR CUTTING AND SLOTTING in: stone, tile, marble, ceramics and 
other hard, dense materials. Does faster, cleaner job—with less heat 
and danger of breakage—than abrasive discs or other saw blades. 

Diamoned-Rim Blades must be water cooled while operating. Wet Attach- 
ment consists of forked riozzle which is fastened to shoe of Saw and 
sprays water on both sides of Blade. Also has regulating valve, length of 
hose, and faucet coupling. Fits all three modéls of Quick-Saws. 


DIAMOND RIM CUT-OFF BLADES 


No. 30846 7” diameter; .040” thick Diamond Rim Blade..... ..... 
No. 30847 7” diameter; .050” thick* Diamond Rim Blade..... ..... 
No. 30848 8” diameter; .050” thick* Diamond Rim Blade..... ..... 
No. 30849 8” diameter; .064” thick Diamond Rim Blade..... ..... 
No. 30850 9” diameter; .050” thick Diamond Rim Blade..... ..... 
No. 30851 9” diameter; .064” thick* Diamond Rim Blade..... ..... 


* Thickness recommended for general use. 


No. 31006 Wet Attachment for Quick-Saw, complete........ ..... 


Notice—The use of the Wet Attachment with the Quick-Saw makes 
it doubly important to ground the Saw properly with the Ground- 
Wire furnished in the 3-wire cable and plug to protect the 
operator thoroughly against shock. 


WET ATTACHMENT 


Special Lubricant for Quick-Saws 


A SPECIAL lubricant is required for the gearing of 
the 7-inch, 8-inch (Type B), and 9-inch Saws. We 
recommend exclusive use of “Gear Lube,” available 
in convenient containers. 


No. 22941 9-Oz. Container of ““Gear-Lube’’...........0ccccccceeees. $ .55 
No. 22938 1-Pound Container of “Gear-Lube”’.. -90 
No. 22939 2-Pound Container of ‘““Gear-Lube”.. i" 
No. 32904 5-Pound Container of ‘““Gear-Lube”..................... 3.85 


The No 85 (Type A) Quick-Saw requires a different 
lubricant. This is a standard gear grease, and is 
recommended for the No. 85 (Type A) Saw, Sanders, 
Polishers and Drills only. 


No. 23638 1-Pound Container of Gear Grease...........0..0...00.. $ .90 
No. 23639 2-Pound Container of Gear Grease ... ad 
No. 32907. 5-Pound Container of Gear Grease........cc.ccccccsse- 3.85 
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Carrying Cases for Quick-Saws 


FOR CONVENIENCE in carrying Quick-Saws and 
extra blades to the job and to protect this equipment, 
all Quick-Saws are shipped in metal carrying cases. 
These cases are light weight sheet metal but sturdy 
enough to withstand hard use. The Quick-Saw is 
correctly cradled in the case to prevent damage. 

No. 19862 Carrying Case for 7-inch Saw . 


No. 23170 Carrying Case for 8-inch Saw . 
No. 22730 Carrying Case for 9-inch Saw .......... 


Other Replacement Equipment: 


No. 23636 Adjustable Rip Fence for 7-inch and 9-inch 

SO WS Hosea irs Gca Ser cegcc sou aho aioe $ 2.50 
No. 23637 
No. 20343 T-handle Wrench for Tightening Blades on 
DEN NO oes ssiscnscas Mp nsesn recess The xrnesendaccbvsdutesacrcttcs ine 
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Yo” HAMMER 


Efficient Operating Range—3/16” to 1/2” 
Extreme Operating Range—3/16” to 3/,” 


3/4,” HAMMER 
Efficient Operating Range—1/,” to 3/,” 
Extreme Operating Range—3/16” to 11/2” 


POWERFUL 


PORTABLE ELECTRIC HAMMERS 


HESE “MACHINE GUNS OF INDUSTRY” are complete- 
ly self-contained, are operated by “universal” motors, and 
require no transformers or rectifiers. Positive motor drive, 

through reducing gears, develops hammer action by oscillat- 
ing a weight and spring assembly. A definite “follow-through” 
stroke produces high efficiency. 


Use these powerful hammers to speed up any drilling or 
cutting operation requiring a hammer action. Drill and 
channel in concrete, stone, or brick for such operations as 
installing heavy machinery, cutting openings through walls, 
drilling shot holes in mines, laying concealed conduit, pipes, 
etc. Caulk joints and seams; chisel in metal or wood; remove 
scale and rust; tamp and vibrate concrete forms; gouge and 
chisel trees, timbers; break rows of die-cut cartons. 


Van Dorn Portable Electric Hammers eliminate old- 
fashioned hand methods. There are a dozen different types of 
Van Dorn Hammer Tools designed for various uses with 
Hammers. Select those that fit the applications to which you 
plan to put the Hammer. Hammer Tool reforging service is 
a Van Dorn “extra”. 


4” Portable Electric Hammer 


Operating Range”: Efficient..........--+.++-+-0- 34g” to 1%” 

Watreme «> ciec.cvicccise cai sinete 3/16” to %4” 
Blows Per Minute...... 2400 Overall Length ....... 12%” 
Weight: Net....... 5% lbs.; Shipping ............ 15 lbs. 


standard Equipment—One No. 22587 chuck wrench; one dust 
shield; one No. 24024 (%”) speed bit; 3-conductor cable 
and plug; rocker-type switch; tool retaining spring; drift 
key; carrying case and can of oil; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 

Catalog No. 102 (specify voltage) 

$105.00 


Price, complete. .......ccccccccccccceccercocs 


3,” Portable Electric Hammer 


Operating Range’; Efficient..........-+---++eee+- %”" to %” 

Extremes. 222.02. 8) BUS 3/16” to 1%” 
Blows Per Minuet...... 2300 Overall Length ....... 1456” 
Weight: Net...... 10% lbs Shipping «is... 0-.-.- 22 Ibs. 


Standard Equipment—One No. 22587 chuck wrench; one dust 
shield; one No. 7162 (56”) star drill; 3-conductor cable 
and plug; trigger switch; tool retaining spring; drift key; 
carrying case and can of oil; “universal” motor. 

Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


Catalog No. 103 (specify voltage) $138.00 | 
e 


Price, complete. .....cscccccccccccccscccedece 


*“Efficient Operating Range” (black circles) indicates maximum and 
minimum hole sizes in concrete, between which each Hammer does 
its most efficient work. “Extreme Operating Range” (orange circles) 
indicates the limits to which each Hammer can be used in emergen- 
cy. If bits or drills below the Efficient Operating Range are used, 
there is danger of excessive bit breakage. If drills above the Efficient 
Operating Range are used, work will be noticeably slower and less 
satisfactory. 
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1%” Portable Electric Hammer 


HIS HAMMER is a real “work horse” combining simple 
design for fewest possible working parts and easy main- 
tenance; sturdy construction to withstand hammer blow 
impact, and powerful performance for faster work with 
less effort. 

It is ideal for breaking through walls, drilling in brick, 
concrete, etc., to install machinery, fixtures, etc. Powered 
by a Van Dorn “universal” motor it can be plugged into any 
electrical outlet with the correct voltage. 


Operating Range*: Efficient.......... %” to 1%” 
Extreme.......... Se tose” 
Blows Per Minute.2200 Overall Length ..181%” 
Weight: Net.19%4 lbs.; Shipping ....... 81 Ibs. 4 
Standard Equipment—One No. 22754 chuck f r - 
wrench; one dust shield; one No. 7096 (1”) a i“ 
star drill; 3-conductor cable and plug; trigger a ° oe 


switch; tool retaining spring; drift key; 
carrying case and can of oil; “universal” 
motor. 4 

Standard Voltages—115 or 220 (For other avail- 
able voltages, see page 1). 


1%” HAMMER 


Catalog No. 104 (specify voltage) Efficient Operating Range—%/,” to 11/3” , 
PTICE; COMPLOLES jos \s.oullores od shaw onceieres $] 68.00 Extreme Operating Range—3;,” to 14" 


IMPROVED 


2” Portable Electric Hammer 
(Type D) 


HE NEW, TYPE “D”, 2-inch Hammer incorpo- 

rates design changes to improve action of the 
idling mechanism; reduce bearing seat wear and 
prolong armature life. The nose piece has been 
altered to accommodate new, larger diameter Ham- 
mer Tools developed to better utilize the power and 
efficiency of this Hammer. 


In operation, a positive motor drive, through re- 
ducing gears, develops hammering action by oscil- 
lating a weight and spring assembly. A definite 
“follow-through” stroke gives top efficiency. 


Operating Range: 


Efficient........ 1%” to 2"s a TUXtrEMe. «0000. %" to 2) 
Blows Per Minute...... 1950. Overall Length ....... 20%”. 
Weight: Net...... 2934" Ib8.3 Snip pine wa. cece ore 44 lbs. 


Standard Equipment—One No. 33745 turning handle; one No. 
33761 (114”) star drill; 3-conductor cable and plug; trig- 
ger switch; tool retaining yoke mounted on barrel; carry- 
ing case and can of oil; “universal” motor. 


Standard Voltages—115 or 220 (For other available voltages, 
see page 1). 


2” HAMMER 


Efficient Operating Range —1 Vy” to 2” 
Extreme Operating Range—3,” to 2” Catalog No. 105 (specify voltage) 


Price, complete......:.... detetiondivcs/cedner00 
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HAMMER TOOLS 


Speed Bits (Fig. A) 


Cut small holes in hard material at higher speed than Star Drills or Diamond 
Points. Easily and quickly sharpened. Priced in dozen lots only. Packaged six 
bits to a carton. Chuck Wrench No. 22587 used with 12” or 34” Hammers. 


Catalog | Point | Overall Price Catalog | Point | Overall Price 
Number | Diam. | Length | Taper |per Doz.|} Number | Diam, | Length | Taper |per Doz. 
23453 345” 3” A $6.60 11367 1%” | 9” A $8.40 
11363 4" 314” A 6.60 24025 6" 5” A 8.40 
11364 56” 334” Ay | (F200 11368 i MO FS A 9.00 
11365 34” 4” A 7.20 24026 Vy as (I 08 A 8.40 
11366 16” 414” A 7.80 11369 5g” | of A 9.00 

24024 le” 5” A | 7.80 | 


Star Drills (Figs. B and C) 
STAR DRILLS with Taper “A” shanks. 4” to %4” hole sizes. 


For: (1) 142” Hammer. Point diameters above 12” are beyond efficiency range 
of this Hammer. 
(2) 34” Hammer. 
(3) 148” Hammer. Use Chuck Wrench No. 22749. Bit breakage may be 


uu 


excessive when using this group of bits with the 148” Hammer. 


Catalog} Point | Overall |Quantity| Price ||Catalog| Point | Overall |Quantity| Price 

No. Diam. | Length | in Box Each o. iam. | Length | in Box Each 

7167 yy" 5” 6 $ .70 7162 54” 9” 6 $ .85 

7168 544” 5” 6 -75 9372 56” 18” 1 1.45 

22587 Chuck 4 7160 , is 5” 6 -75 ee “Ae, 9” 6 14 

: 7169 146 5 6 -80 716. A 9 6 -00 

Wrench ay 33747 Chuck 7161 | 34” | 9” 6 ‘30 || 9380 | 8” | 18” \ 1.55 

Dust Shield Head with 9364 yy" 18” 1 1.25 | 9382 | 34” 24” 1 2.00 
7170 9%" 9” 6 85 


ri 


33745 
Turning STAR DRILLS with Taper “B” shanks. 11/16” to 114%” hole sizes. 


Handle For: (1) 34” Hammer. Use Chuck Wrench No. 23806. Point diameters above 
34” are beyond efficiency range of this Hammer. 

(2) 144” Hammer. 

(3) 2” Hammer. Use Chuck Head No. 22510 with former TYPE “C” 
2” Hammer. Use Chuck Head No. 33747 with latest TYPE “D” 
2” Hammer. Bit breakage may be excessive when using this group 
of bits with 2” Hammers. 


22510 Chuck 
Head with 21726 Turning Handle 


Catalog| Point | Overall |Quantity| Price ||Catalog} Point | Overall |Quantity| Price 


Cut, Shank | ‘Takes Use With No. Diam. | Length | in Box Each No. | Diam. Length | in Box Each 
No. Item No. | Taper Hammer : 24673 1146” 9” 6 $1.00 9390+} %” 24” 1 $2.20 
= % eee ray 23081 34” 9” 6 1.00 7173 1546” 9” 6 1.20 
22587\Chuck Wrench | 1 yo” & 34” |$5. 23082 a¢m 18” 1 2.55 7096 1” 9” 6 1.20 
23806|/Chuck Wrench | 1 4 23083 4” 24” 1 2.00 9396 1% 18” 1 1.75 
22749|Chuck Wrench | 2 7172 1344” 9” 6 1.10 9398 1% 24” 1 2.20 
2715s Chuck prench |. .2 7097 Tar" 9” 6 1.10 10751 | 14%” ‘| 12” 6 1.50 
510|Chuck Heac Z 9388 1K" 18” 1 1.75 10981 14%" 24” 1 2.50 
33747 Chuck Head rie — - ee 
21726|Turning Handle}. | 
33745/Turning Handle : 


STAR DRILLS with No. 2 shanks. 1144” to 2” hole sizes. 
P———nneeen A SANE Shank No. 1. For: (1) 1%” Hammer. Use No, 21726 Turning Handle. All bits in this group 
are beyond the efficiency range of the 114” Hammer. 


(2) 2” Hammer former TYPE “C”. 
Shank No. 2 7 = 
Catalog| Point | Overall |Quantity| Price ||Catalog| Point | Overall |Quantity] Price 


No. Diam. | Length | in Box Each No. Diam. | Length | in Box Each 


21942 14%” 18” 1 $2.60 21947 1%” 30” 1 $ 4.15 
Shank No. 3 41943 | 112” | 30” 1 | 3.30 || 21948 | 134” | 18” 1 3.60 
21944 13%” 18” 1 2.90 21949 134” 30” 1 4.65 
21945 1 34” 30” 1 3.85 21950 an 18” 1 4.15 
21946 14” 18” 1 3.15 21951 2” 30” 1 5.25 
Shank No. 4 
STAR DRILLS with No. 4 shanks. 114” to 2” hole sizes. 
For: 2” Hammer, latest TYPE “D” only. 
Shank No. 5 os 
Catalog| Point | Overall |Quantity] Price ||Catalog| Point | Overall |Quantity| Price 
No. Diam. | Length | in Box Each No. Diam. | Length | in Box Each 
Taper A 33757 1%” 18” 1 $3.50 33762 | 144” 30” 1 $5.00 
33758 14” 30” 1 4.25 33763 | 134” 18” 1 4.75 
33759 13%” 18” 1 3.85 33764 | 134” 30” 1 5.50 
33760 1%” 30” 1 4.65 33765 2", 18” 1 5.25 
lune Oo 33761 | 134” | 18” 1 4.25 || 33766 | 2” | 30" 1 6.00 
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HAMMER TOOLS 


BULL-POINT (Fig. D)—For demolition drilling. 
No. 23804 10” long; shank No. 1 (14” or 34” Hammer)..0..0..0.0.000.00c.cccccccccssceceeseeees $1.80 
No. 23805 18” long; shank No. 1 (19” or 34” Hammer) 
No. 9036 12” long; shank No, 3 (14%” or 2” Hammer—Type C) .... 
No. 9410 20” long; shank No. 3 (11%” or 2” Hammer—Type C).... 
No. 33662 12” long; shank No. 5 (2” Hammer—Type D)... 

No. 33663 20” long; shank No. 5 (2” Hammer—tType D) 


CONCRETE SLOTTING TOOL (Fig. E)—For slotting in 
concrete and breaking out “web” between star drill holes to 

break large openings in walls, etc. 

No. 32112 114” blade; 1112” long; No. 1 shank (16” 34” Hammers).. ... 3.95 
No. 32113 144” blade; 18” long; No. 3 shank (14%” & a F Aacremnibce: Cc) 4.75 
No. 33670 114” blade; 18” long; No. 5 shank (2” Hammer—Type D).... % 


4-POINT SCALING TOOL (Fig. F)—For removing scale. 
No. 17335 9” long; shank No. 1 (44” or 34” Hammer) ...........0..ccccccecssesecseesseeecsees 2.50 


SCALING CHISELS (Fig. G)—For removing scale and 

weld spatter. 

No. 12446 114” blade; 9” long; No. 1 shank (42” or 34” Hammer)... 
j No. 17314 146” blade; 9” long; No. 1 shank (42” or 34” Hammer) 
No. 17315 a blade; 9” long; No. 1 shank (14” or “i ” Hammer)... caine 
No. 12401 11” blade; 12” long; No. 3 shank (14¢” or 2” Hammer—Type C). 2.65 
No. 22886 - Sade: 12” long; No. 3 shank (14¢” or 2” Hammer—Type C)..... A Fy 5) 
No. 22887 21” blade; 12” long; No. 3 shank (11” or 2” Hammer—Type C)... 4.65 


COLD CHISELS (Fig. H)—For chipping, edging, aU ll 

No. 11108 5%” blade; 8” long; No. 1 shank (12” or 34” Hammer)... paoseesinevies ORR 
No. 7095 1%” blade; 9” long; No. 3 shank (14%” or 2” Hammer—Type C).. rie 1.90 
No. 9405 1%” blade; 20” long; No. 3 shank (11%” or 2” Hammer—Type C)..... 2.75 


—— 


No. 33659 %%” blade; 20” long; No. 5 shank (2” Hammer—tType D)................ 2.85 

FLAT WOOD CHISELS (Fig. I)—For wood gouging and 

shaping. 

No. 9039 2” blade; 9” long; No. 3 shank (149” or 2” Hammer—Type C)......... 4.15 

BUSHING TOOL (Fig. J)—For surfacing concrete. 

No. 11624 8” long; No. 1 shank (12” or 34” Hammer)................0....... a .. 6.85 

No. 9040 9” long; No. 3 shank (112” or 2” Hammer—Type C))......... * .. 6.85 

No. 10684 Bushing Head Only.........00000..0000000.... wn 5625 

SEAM TOOL (Fig. K)—Cleans out old” mortar lita 

bricks or masonry. 

No. 17232 9” long; No. 1 shank (42” or 34” Hammer) . ws iveemeenet wee 250 

No. 9035. 9” long; No. 3 shank (14” or 2” Hammer—Type C) pede ATMs .242:69 

TOOL BLANKS—Can be forged into any special shapes. 

No. 11107 10” long; No. 1 shank (12” or 34” Hammer) .................0.0 0.006 sweeties eee 

No. 7267 12” long; No. 3 shank (118” or 2” Hammer—Type C)................0.0:.4: 1.40 

No. 33666 12” long; No. 5 shank (2” Hammer—Type D)...00.....0....cccccccccseeeeseeees 1.65 

PAPER STRIPPING CHISELS—For breaking apart stacks 

of paper or cardboard partially cut through by dies. 

No. 30837 14” chisel 24” long; No. 1 shank (42” or 34” Hammer) .................... 3.00 
» No. 30703 1” chisel 24” long; No. 1 shank (19” or 34” Hammer) .... 0.0.0.0... 3.30 

DRIFT KEY Used to remove taper shank bits from Chuck 

Wrench. 

Noo i 2276) noeriell Chuck Wrenches ©. «..f:0.....55....0.).secsidessetasostitpth densonssbasad eiseae $ .40 


TOOL RETAINING SPRINGS To hold straight- Nail tool 
in nose-piece of Hammer. 
No. 10909 Tool Retaining Spring for 12” and 34” Hammers $ .20 


No. 21750 Tool Retaining Spring for 11%” Hammer ee ») 0a5 
DUST SHIELDS Used in overhead drilling to keep dust out 

of Hammer nose and mechanism. 

No. 17746 For Wrenches Nos. 22587, 23806, 22510 . $ .40 
No. 17747. For Wrenches Nos. 22749, 22754............ 40 


CARRYING CASES Ample space for Hammer, Nyeehehds 
and full assortment of tools. 

No. 18296 Carrying Case for 14” Hammer 
No. 18389 Carrying Case for 94" Hammer is 
No. 21003 Carrying Case for 144” Hammer .. 
No. 18679 Carrying Case for 2” Hammetv........... 


SPECIAL HAMMER LUBRICATING OIL For all Bomrheys. 


No. 22926 3-Oz. Container .. 
No. 22930 1-Lb. Container. 
No. 22931 2-Lb. Container. 
No. 32906 5-Lb. Container..... 


J 
No. 95 VACKAR 
ATTACHMENTS 


+Price includes Set of No. 26087 and Set of No. 26088. 
**Fit on end of Operator’s Handle—Nos. 24834-24835. 


No. 95 Vackar* 


Automotive and Industrial Electric Vacuum Cleaner 


SUPER-POWERED, compact, self-contained vacuum cleaner 
for both automotive and industrial use. With both inlet and 
outlet hose connections it can be used as a vacuum cleaner 

or a blower. Ideal for cleaning floors, walls, ceilings and other parts 
of the plant—even in the most inaccessible spots. Recovers rivets, 
metal and similar material. Prevents dust accumulation to avoid 
work spoilage. Has hurricane blower action for cleaning motors, 
transformers, etc. 

An ingenious system of baffle plates and filters specially adapts 
the No. 95 Vackar to wet cleaning and to removing excess moisture 
after scrubbing upholstery and carpets. The motor and mechanism 
are completely protected from moisture and unharmed under such 
use. Makes an ideal all-purpose cleaner for heavy-duty use in 
garages, super-service stations, wash-racks, etc. 

An outstanding feature of the No. 95 Vackar is its porta- 
bility—it “tows by the hose” and rolls easily over rough 
floors on ball-bearing swivel casters. Its 15-foot flexible 
hose easily reaches out-of-the-way corners. The dirt com- 
partment, with a capacity of 3.7 gallons, is quickly cleaned. 
Moves 60 cubic feet of air per minute at a speed of 2 miles 
per minute. 


Specifications 


Dimensions: Height ...28”; Diam. Top .......... 1644” 
DiaM., BOW ss 70:8 +0357 4183675,- Diam. Bases, onc siste sors 18%” 
Sealed vacuum pull..... 65” 


Vacuum with 1” orifice. .18” 


Mechanism: Universal motor drives 3-stage centrifugal 
fan, moving 60 cu. ft. of air per minute. Baffle plates 
prevent air slippage. 

Weight:..Net.. :o/<:« «2,02; 1bs.§.,. (SHipping se cissejsloter es ane 67 lbs. 


Standard Equipment—15 feet of 114” flexible hose with 2 
swivel connections; 3-wire cable and plug; wide up- 
holstery nozzle; detachable brush; flat-tube nozzle; 
8 ball-bearing swivel casters; brackets for coiling hose 
and cable; “universal”? motor. 


Standard Voltages—115 or 220 (For other available voltages, see 


page 1). 
Catalog No. 95 if 
Bie a i ecameeiees .... $176.00 


No. 95 Vackar Replacement Attachments 


No. 33058 
No. 23891 Wide Upnolstety None: # 
No. 23903 Flat Tube Nozzle .... ...... . 05 
No. 18186 614” Upholstery Brush... a 

No. 23676 Ball- -Bearing Caster (3 req. per unit) each. 


Additional Industrial Attachments 


O EXPAND the use of the Vackar to industrial cleaning, a 
special group of attachments is listed below. The various 
nozzles (Items F, G. H. and J) fit the long rigid operator’s 
handle, which is in two parts (Items A and B). This handle requires 
the Coupling Adaptor (Item D) to fit the hose of the No. 95 Vackar. 


The Blower Tool also uses the Coupling Adaptor to fit the No. 95 
Vackar hose. 


No, 23902 15-foot Semi-Rigid Hose 
No. 24834 Operator’s Handle—Straight Section* (A)... 
No. 24835 Operator’s Handle—Curved Section* (B) 
No. 26081 Soft Rubber Blower Tool* (C)............... 
No. 24836 Coupling Adaptor for No. 95 Vackar ( 
No. 25913 Extension Coupling, to join 2 Hose sections 
No. 24833 14” Carpet and Floor Nozzle** (F)...............: 
No. 26084 14” Felt Floor Tool®* (G), «.......-.:t....usitelis.siddeouet 
No. 26086 Replacement Felt Strip for No. 26084 (Set of 2). és 
Nos26088.. 10” Floor Brush: Tool®* (3) ccs tiectecstesvssostvsayivan’ .. 16,00 
No. 26600 Replacement Nozzle for No. 26083 .. & 

No. 26518 Replacement Brush for No. 26083 


No. 26085 14” Squeegee Nozzle** (J) . ... 19,50 

No. 26087 Replacement Wide Rubber Strip for ‘No. 26085. (Set ‘of 2)t 

No. 26088 ear Rubber Strip for No. 26085 .. 2.80 
et o 


*Use with Adaptor No. 24836 for No. 95 Vackar. 
*Trade Mark Reg. U.S. Pat. Off. 
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ViBRO-(CENTRIC™ 
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Valve Seat Reconditioning 


N ALL Vibro-Centric Drivers, the driving 

spindle incorporates a positive vibrating 
action, which lifts the grinding stone from 
the seat once each revolution. This prevents 
the stone from becoming loaded, speeds up 
grinding and reduces stone wear. All grind- 
ing is concentric, cutting the entire circum- 
ference of the seat and insuring correct 
alignment. No complicated adjustment or 
“rigging” is required. 


Only a few seconds are needed to recon- 
dition the average cast iron seat—steel in- 
serts take only slightly longer with Stellite 
seats requiring several minutes of grinding, 
depending on eccentricity and wear. 


Also the Vibro-Centric System incorpor- 
ates the use of Self-Centering Pilots which 
provide the axis for refacing the valve seat 
concentric with its worn guide. As there is 
no straight or unworn portion to a used 
guide, the Self-Centering Pilots are designed 
upon the principle of cone centering to locate 
the average center of the used guide. 


No. 115 
No. 115 Standard Straight Driver STANDARD STRAIGHT 


A popular Driver with ample power and stamina VIBRO-CENTRIC DRIVER 


for average shop volume. 
Spindle Speed....12,000 R.P.M. 

Weight: Net........... 6% lbs. Shipping........... 8 lbs. 
Overall Length.......... 12%”. 


Standard Equipment—3-conductor cable and plug; safety 
trigger switch; hex. ball spindle; “universal” motor. 
Standard Voltages—115 or 220. (For other available voltages, 

see page 1.) 


Catalog No. 115 (specify voltage) 
Price; COMPLCte sc cisies viele ci00e Scie <i sie 6 o:60 51079 ayo,3 018 sis $46.00 


No. 343 Standard Basic Kit 


Contains the basic items on which to build com- 
plete Vibro-Centric equipment for general garage 
and service station use. 

1 No. 115 Standard Straight Driver. 

1 No. 20153 Standard Stone Dressing Stand. 
2 No. 22100 Standard Stone Sleeves. 

1 No. 80776 Universal Kit Box. 


Catalog No. 348 (specify voltage) $96 00 No. 343 
Price, complete. <6 5. 6605s cee ieeseeeccdececee a ° STANDARD VIBRO-CENTRIC BASIC KIT 
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V7 BRO-(EN TRIC™ 
Automotive 


Valve Seat Grinders 


IBRO-CENTRIC DRIVERS are 
engineered for years of service 
in high-speed dry grinding. They 
are grease-sealed ball-bearing equip- 
ped throughout and have powerful Van Dorn universal 
motors. Light in weight yet rugged, these Vibro-Centric 
Drivers when used with Self-Centering Pilots will pro- 
duce a mirror finish with perfect accuracy in the shortest 
time. 
Heavy-Duty units maintain high grinding speed with 
the larger, heavier seat-grinding stones often required in 
No. 331 HEAVY-DUTY 5 
VIBRO-CENTRIC DRIVER tractor, truck and diesel work. 


No. 331 Heavy-Duty 55° Driver 


This Heavy-Duty 55° Driver is wonderfully suited for 
reconditioning truck, tractor and Diesel valves where a 
powerful, high speed driver is essential. The angle drive 
of this unit improves working clearance where body, cowl, 
cab or other obstructions interfere. Angle drive is through 
a gear train and positive vibrating action is built into 
the spindle. 

Specifications 


Spindle Speed....... 12,000 R.P.M. 
Weight: Net............. 6Séecdlbsis cShipping.....3hh.<.... 8% lbs. 
Overall Length ............ 11%” 


Standard Equipment—3-conductor cable and plug; safety trigger 
switch; hex. ball spindle; “universal” motor. 

Standard i armenian or 220. (For other available voltages, see 
page 1. 

Catalog No. 331 (specify voltage) 

Price, completes ous wi sistas Se seas, = ee wists. Sa ierm ewe eS aE $53.00 


No. 6 Vibro-Centric Production Driver 


A superlative tool for shops handling valve 
reconditioning on a continuous production basis. 
Available in two separate models: (1) An 8500 
R.P.M. Unit for maximum production on valve seats 
requiring stones up to and including 4” in diameter 
(2) A 6000 R:P.M. Unit to handle the large stones 
often required in Diesel, truck and tractor work. 
Maintains correct grinding speed with stones up to 
6” in diameter. 


Specifications 


Spindle Speed............. 8500 R.P.M. or 6000 R.P.M. 
Stone: Capacity.ass dacacce nerne 0” to 4” or 41/16” to 6” 


Both Units 


No. 6 Net Weight......... 7% lbs. Shipping Weight....9% Ibs. 


VIBRO-CENTRIC Overall length’. <..:..0:..3:5...0s0)s 0500 sea. Qaldh SRQRRR LR Ailes 13%”. 

PRODUCTION DRIVER Standard Equipment—3s-conductor cable and plug; safety 
trigger switch; hex. ball spindle; universal motor. 

Standard Voltages—115 or 220. (For other available voltages, 
see page 1.) 


Catalog No. 546 (specify speed and voltage) 


Pricesteomnplete sais, «5:0. 6i8:4655)4 sa usie:cwags, «saves e'sese $70.00 
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Automotive Method Kits 


Bie PROVIDE a means of protecting the pre- 
cision Vibro-Centric equipment and for con- 
venient storage, we have worked out a series 
of kits, each containing a different assortment 
of equipment—and each packed in a sturdy kit 
box. There is definite space for each item, with 
room for additional items as required. 


No. 447 HEAVY-DUTY UNIVERSAL KIT 


1 No. 831 Heavy-Duty 55° Driver. 

1 No. 20153 Standard Stone Dressing Stand. 
2 No. 22100 Standard Stone Sleeves. 

1 No. 30776 Universal Kit Box. 


5 “Gruv-Top” Self-Centering Pilots: 
14425 (5/16”); 14426 (11/30”); 14427 (%”); 14155 
(Ford V-8); 236383 (11/32” for Chevrolet Counter- 
bored Guide). 


2 Hard Seat Stones: 14049 (1% ”-45°); 14100 (156”-45°). 

7 Soft Seat Stones: 14084 (142”-45°); 14068 (156”-45°); 
14085 (154 ”-45°) ; 14199 (156”-80°) ; 14198 (114”-30°); 
14090 (1%”-30°); 14064 (2”-45°). 

1 Finishing Stone: 14383 (15¢”-45°). 


Catalog No. 447 (specify voltage) 
Price, complete.t..c5s. 36520 Fetes Gwe 4S $1 40.00 


Catalog No. 30776 Universal Kit Box only...... $22.00 


No. 456 Heavy-Duty Basic Kit 


Basic equipment, with 55° Heavy-Duty 
Driver, especially adapted to working in con- 
fined space. 

1 No. 331 Heavy-Duty 55° Driver. 

1 No. 20153 Standard Stone Dressing Stand. 
2 No. 22100 Standard Stone Sleeves. 

1 No. 30776 Universal Kit Box. 


Catalog No. 456 (specify voltage) 


FICE MCOMPICLOS ; soc c cesce casiecs secs. $103.00 


No. 545 HEAVY-DUTY 
DELUXE UNIVERSAL KIT 


This kit contains complete valve seat grinding 
equipment for large volume shops. Carefully planned 
assortment of pilots and stones handle a wide range 
of passenger car, tractor and truck engine valve seats. 
Especially recommended for shops specializing in 
valve work. 

1 No. 331 Heavy-Duty 55° Driver. 

1 No. 31672 Heavy-Duty Stone Dressing Stand. 

2 No. 27200 Ball-Bearing Stone Sleeves. 

1 No. 30767 Heavy-Duty Kit Box. 

1 No. 19829 Pilot Turning Wrench. 

8 Standard “Gruv-Top” Self-Centering Pilots: 14425 
(5/16”) ; 21300 (5/16”) ; 18608 (5/16”) ; 23633 (11/30”) ; 
14426 (11/30”); 14427 (36”); 14429 (7/16”); 14155 
(Ford V-8). 

5 Hard-Seat 45° Vibro-Centric Stones: 14056 (1%”"); 
14100 (156”); 14049 (1% ”); 14101 (1%”); 14103 
(2%”). 

6 Soft-Seat 45° Vibro-Centric Stones: 18541 (136”); 
14084 (1%”); 14063 (156”); 14085 (1%”); 14086 
(1%”); 14087 (2%”). 

3 Soft-Seat 30° Vibro-Centric Stones: 14199 (156"); 

14090 (1%”); 14268 (1%”). 


Catalog No. 545 (specify voltage) 
Price, complete............... : eisai $21 7.00 


Catalog No. 30767 Heavy-Duty Kit Box only .$26.50 


No. 408 Heavy-Duty Deluxe Basic Kit 


Contains the Heavy-Duty Driver and basic equip- 
ment. Enables the large-volume valve shop to assem- 
ble stones and pilots to meet their particular or 
special requirements. 

1 No. 331 Heavy-Duty 55° Driver. 

1 No. 31672 Heavy-Duty Stone Dressing Stand. 

2 No. 27200 Ball-Bearing Stone Sleeves. 

1 No. 30767 Heavy-Duty Kit Box. 
Catalog No. 408 (specify voltage) 

PLICE COMPIOLE. iii doc auarersccn es aaa $1 54.00 
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SPECIAL "\iBRO-(ENTRIC’ KITS 


OR THE convenience of tractor and farm implement dealers who sell and service the leading 
lines of agricultural and industrial tractors and power units. Each Kit has been checked with 
the tractor manufacturer’s service department and contains the correct assortment of Vibro- 
Centric equipment to recondition current model engines. Each Kit also has ample room for addi- 
tional stones and pilots, which can be added at small cost, to handle other makes. 


No. 439 “Vibro-Centric’’ Kit No. 504 “Vibro-Centric’”’ Kit 


(For Minneapolis-Moline Tractors and Portable Power Units) (For J. |. Case Farm Tractors) 


i a cin ee Contents: 
o. 115 Standard Straight Driver 1 No. 331 Heavy-Duty 55° Driver 
1 No. 20153 Standard Stone Dressing Stand No. 20153 Standard Stone Dressing Stand 


No. 22100 Standard Stone SI 
No. 30767 Heavy-Duty Kit Fcgess No. 22100 Standard Stone Sleeves 


1 

i 2 
2 ae dank (uke Pilots: (2 1 No. 30776 Universal Kit Box 

No. 14426 (11/39”); No. 22989 (7/16”). 5 Self-Centering Pilots: No. 14425 (5/16”); 
8 Soft-Seat 45° Vibro-Centric Stones: No. 18608 Clie”): No. 14426 Capa ) 
: = Beene Conca, 5 es No. 14064 (2”). No. 14429 (7/16”); No. 23971 (7/16”). 

ard-Seat 45° Vibro-Centric Stones: Pt ees : 4 ny. 

No. 14100 (154"); No. 14049 (1%,"); No. 14101 (1%"). > * Soft Seat 4G: Vibra: Centtie Stan: ee O87 (2%): 
1 Soft-Seat 30° Vibro-Centric Stone: No. 14197 (1%”). * 2 : 7 ‘ ? 
2 Soft-Seat 20° Narrowing Stones: 
No. 14094 (1%”); No. 14096 (2”). 
3 
4 


2 Hard-Seat 45° Vibro-Centric Stones: 
No. 14101 (1%”); No. 14103 (2%”). 


Hard-Seat 20° Narrowing Stones: 2 Soft-Seat 30° Vibro-Centric Stones: 
No. 14109 (1%”); No. 14110 (1%”); No. 14111 (2”). No. 14198 (114”); No. 14090 (1%”). 
Finishing 45° Vibro-Centric Stones: No. 14383 (1%”); Cation NocWet “cPitee-siuiplete coe. ¢] 44.00 


No. 14384 (1%”); No. 14885 (1%”); No. 14386 (2”). 
Catalog No. 439. Price, complete........... $1 40.00 


No. 498 ‘‘Vibro-Centric’’ Kit 


No. 505 ‘‘Vibro-Centric’”’ Kit 


(For Oliver Farm Tractors) 


(For Allis-Chalmers Farm Tractors) Contents: 
Contents: 1 No. 331 Heavy-Duty 55° Driver 
1 No. 331 Heavy-Duty 55° Driver 1 No. 20153 Standard Stone Dressing Stand 
1 No. 20153 Standard Stone Dressing Stand 2 No. 22100 Standard Stone Sleeves 
2 No. 22100 Standard Stone Sleeves 1 No. 30776 Universal Kit Box 
1 No. 30776 Universal Kit Box 5 Self-Centering Expanding Pilots: 


2 Standard Self-Centering Pilots: 

No. 14426 (11/32”); No. 14427 (%6”). 
1 Hard-Seat 45° Vibro-Centric Stone: No. 14101 (1%”). 
1 Soft-Seat 45° Vibro-Centric Stone: No. 14084 (1%”). 
1 Hard-Seat 30° Vibro-Centric Stone: No. 14289 (2%”). 
2 Finishing 45° Vibro-Centric Stones: 

No. 14382 (11%4”); No. 14885 (1%”). 
1 Finishing 30° Vibro-Centric Stone: No. 14375 (2%”). 


Catalog No. 498. Price, complete........... $1 20.00 
No. 500 “‘Vibro-Centric”’ Kit 


(For McCormick-Deering-International Agricultural and 
Industrial Tractors) 


Contents: 


1 No. 331 Heavy-Duty 55° Driver 
1 No. 20153 Standard Stone Dressing Stand 
2 No. 22100 Standard Stone Sleeves 
1 No. 80767 Heavy-Duty Kit Box 
5 Self-Centering Expanding Pilots: 
No. 14425 (5/16”); No. 14426 (11/32”); No. 14427 (56”); 
No. 14429 (7/16”); No. 17903 (7/16”). 
6 45° Soft-Seat Vibro-Centric Stones: 
No. 18541 (136”); No. 14084 (144”); No. 14085 (1%”); 
No. 14086 (1%”); No. 14064 (2”); No. 16929 (2%6”). 
6 20° Soft-Seat Vibro-Centric Stones: 
No. 14092 (11%4”); No. 14093 (156”); No. 14094 (1%”); 
No. 14095 (1%”); No. 14096 (2”); No. 23668 (258”). 
4 70° Soft-Seat Vibro-Centric Stones: 
No. 23821 (19/16”) ; No. 28822 (21/16”); 
No. 23823 (2%4”); No. 23824 (2%”). 
2 45° Hard-Seat Vibro-Centric Stones: 
No. 14100 (15%”); No. 14049 (1%”). 
2 20° Hard-Seat Vibro-Centric Stones: 
No. 14108 (1%”); No. 14109 (1%”). 


No. 32061 (38”); No. 14427 (%”); No. 17345 ( 36”); 
No. 22989 (7/16”); No. 23971 (7/16”). 


7 Soft-Seat 45° Vibro-Centric Stones: No. 14216 (14%4"); 


No. 18541 (13%”); No. 14084 (114”); No. 14086 (1%”); 
No. 14064 (2”); No. 14087 (214”); No. 16929 (236”). 
1 Soft-Seat 30° Vibro-Centric Stone: No. 14199 (1%”). 


Catalog No. 505. Price, complete........... $1 46.00 


No. 506 “‘Vibro-Centric’”’ Kit 


(For Caterpillar Equipment) 


Contents: 


No. 331 Heavy-Duty 55° Driver 
No. 20158 Standard Stone Dressing Stand 
No. 22100 Standard Stone Sleeves 
No. 19829 Pilot Wrench 
No. 30767 Heavy-Duty Kit Box 
Self-Centering Expanding Pilots: 
No. 23987 ( 36”); No. 23971 (7/16”); No. 14429 (7/16”); 
No. 14431 (44”); No. 16047 (4%); No. 23665 (34”); 
No. 19203 (%/16”); No. 23939 (%”). 
9 Soft-Seat 45° Seating Stones: 
No. 14084 (1%”); No. 14085 (13%4”); No. 14064 (2”); 
No. 14088 (21%4”); No. 16929 (236”); No. 14089 (244”); 
No. 14285 (256”); No. 14158 (23%4”); No. 21465 (3%”). 
9 Soft-Seat 20° Narrowing Stones: 
No. 14098 (156”); No. 14095 (1%”); No. 14097 (2%%”); 
No. 23668 (23”); No. 14099 (244”); No. 14274 (25%”); 
No. 14275 (2%"); No. 14276 (2%”); No. 25951 (8%”). 
9 Soft-Seat 45° Finishing Stones: 
No. 14882 (114”); No. 14884 (13%”); No. 14886 (2”); 
No. 14888 (214”); No. 28670 (23”); No. 14889 (2%”); 
No. 14390 (256”); No. 14891 (23%4”); No. 21466 (3%”). 


CORR DRE 


Catalog No. 500. Price, complete........... $1 70.00 Catalog No. 506. Price, complete........... $237.00 
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No. 517 “‘Vibro-Centric”’ Kit 


(For Massey-Harris Farm Tractors) 
Contents: 
No. 831 Heavy-Duty 55° Driver 
No. 20153 Standard Stone Dressing Stand 
No. 22100 Standard Stone Sleeves 
No. 30767 Heavy Duty Kit Box 
No. 19829 Pilot Wrench 
Self-Centering Expanding Pilots: 
No. 14425 (5/16”); No. 18608 (5/16”); No. 14426 (11/39”); 
No. 20667 (%”); No. 14428 (13/30”); No. 16784 (7/16”); 
No. 23387 (7/16”); No. 23971 (7/16”). 
5 Soft-Seat 30° Vibro-Centric Stones: 
No. 14197 (1%”); No. 14198 (11%%”); No. 14199 (1%”); 
No. 14090 (1%); No. 14268 (1%”). 
7 Soft-Seat 45° Vibro-Centric Stones: 
No. 14216 (11%4”); No. 18541 (136”); No. 14084 (11%); 
No. 14063 (156”); No. 14085 (1%4”); No. 14086 (1%”); 
No. 14064 (2”). 
3 Hard-Seat 45° Vibro-Centric Stones: 
No. 14056 (114”); No. 14100 (156”); No. 14049 (1%”). 


Catalog No. 517. Price, complete........... $1 86.00 


No. 518 ‘‘Vibro-Centric’”’ Kit 


(For Briggs and Stratton Engines) 


CORR Nee 


Contents: 
1 No. 115 Standard Straight Driver 
1 No. 201538 Standard Stone Dressing Stand 
2 No. 22100 Standard Stone Sleeves 
1 No. 30776 Universal Kit Box 
1 No. 31115 Dressing Stand Arbor 
2 Self-Centering Expanding Pilots: 
No. 25245 (1%4”); No. 14425 (5/16”). 
2 Soft-Seat 45° Vibro-Centric Stones: 
No. 18541 (136”); No. 27117 (1%”). 


Catalog No. 518. Price, complete........... $1 1 4.00 


No. 536 “‘Vibro-Centric’”’ Kit 


(For International Trucks, All Current and Recent Models) 
Contents: 
No. 331 Heavy-Duty Driver 
No. 31672 Heavy-Duty Stone Dressing Stand 
No. 27200 Ball-Bearing Stone Sleeves 
No. 13725 Dial Indicator 
No. 19829 Pilot Wrench 
No. 30767 Heavy-Duty Kit Box 
Self-Centering Gruv-Top Pilots: 
No. 17345 ( 3%”); No. 14427 (36”); No. 18608 (5/i6”); 
No. 14426 (11/39”); No. 22989 (7/16”); No. 14431 (1%4”). 
6 45° Soft-Seat Vibro-Centric Stones: 
No. 14084 (11%4”); No. 14063 (154”); No. 14085 (1%); 
No. 14086 (1%”); No. 14064 (2”); No. 14088 (2%”). 
1 30° Soft-Seat Vibro Centric Stone: 
No. 25635 (2%”). 
1 15° Soft-Seat Vibro-Centric Stone: 
No. 25632 (23%”). 
6 45° Hard-Seat Vibro-Centric Stones: 
No. 14056 (1%”); No. 14100 (156”); No. 14049 (1%”); 
No. 14101 (1%”); No. 14102 (2”); No. 14104 (2%”). 
15° Hard-Seat Vibro-Centric Stone: 
No. 25669 (236”). 
45° Finishing Stones: 
No. 14382 (1%”); No. 143888 (156”); No. 14884 (1%”); 
No. 14385 (1%”); No. 14886 (2”); No. 14888 (2%4”). 
1 15° Finishing Stone:.No. 25638 (23¢”). 


Catalog No. 536. Price, complete........... $249.00 


Ore nmHH 
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No. 521 ‘'Vibro-Centric’’ Kit 


Contents: (For John Deere Tractors) 


1 No. 831 Heavy-Duty Driver 
1 No. 20153 Standard Stone Dressing Stand 
2 No. 27200 Ball Bearing Stone Sleeves 
1 No. 30767 Heavy-Duty Kit Box 
8 Self-Centering Expanding Pilots: 
No. 18608 (5/15”); No. 28987 ( 36”); No. 28971 (7/16”); 
No. 19894 (%”); No. 22184 (14); No. 23522 (%/16”); 
No. 28578 (56”); No. 23939 (5%”). 
4 45° Soft-Seat Vibro-Centric Stones: 
No. 23957 (113/16”); No. 14087 (2%”); 
No. 14285 (256”); No. 26148 (213/1,”). 
8 70° Soft-Seat Vibro-Centric Stones: 
No. 23821 (19/16”); No. 28822 (21/16”); No. 23824 (236”). 
1 30° Soft-Seat Vibro-Centric Stone: No. 14288 (2%”). 
4 Multiple-angle Soft-Seat Stones: 
No. 23968 (3”x45°x20°); No. 26285 (25/16”x30°x20°) ; 
No. 26284 (17%”x90°x30°); No. 26147 (211/15”x90°x30°). 


Catalog No. 521. Price, Complete Kit....... $203.00 
No. 524 “Vibro-Centric”’ Kit 


(For ONAN Equipment) 

Contents: 
No. 331 Heavy-Duty 55° Vibro-Centric Driver 
No. 20153 Standard Stone Dressing Stand 
No. 22100 Stone Sleeves 
No. 30776 Universal Kit Box 
“Gruv-Top” Self-Centering Pilots: 
No. 18608 (5/16”); No. 16218 (5/16”); No. 23484 (5/16”); 
No. 14426 (11/39”); No. 14428 (13/39”). 
1 “Gruv-Top” Plug Pilot No. 14155 
8 Soft-Seat 30° Stones: 

No. 14197 (114); No. 14199 (156”); No. 14268 (1%”). 
8 Soft-Seat 45° Stones: 
3 
3 


OF Ne 


No. 14216 (1%”); No. 14084 (1%”); No. 14068 (1%”). 
Hard-Seat 45° Stones: 
No. 14217 (14%4”); No. 14056 (144”); No. 14100 (1%”). 
Finishing 45° Stones: 
No. 14414 (1%”); No. 14882 (1%”); No. 14883 (156”). 


Catalog No. 524 Kit—Price, complete........ $1 56.00 
No. 30894 Auxiliary Kit 


(For John Deere Power Lifts, Models A, B, G and H) 


AN ASSORTMENT of special pilots, stones, guides and 
adaptors to recondition valve seats on John Deere Power 
Lifts. Use with Driver and Dressing Stand in No. 521 
Kit listed above. 


Contents: 
1 No. 30506 
1 No. 30507 
1 No. 30512 
1 No. 30513 
1 No. 30514 
1 No. 30515 
1 No. 30498 
1 No. 30496 
1 No. 30500 


15/18” 45° Soft Seat Stone 

11/16” 45° Soft Seat Stone 

.2485” Special Pilot Assembly 

.280” Special Pilot Assembly 

.311” (Long) Special Pilot Assembly 
.311” (Short) Special Pilot Assembly 
Pilot Guide Sleeve 

Small Guide Bushing 

Large Guide Bushing 

1 No. 30501 Sleeve for Dressing Stand 

1 No. 30508 T-Wrench for Pilots 


No. 30894 Auxiliary Kit (complete in carton). $71 .25 


The Vibro-Centric Drivers in all of the above Special 
Kits are equipped with “universal” motors, operating on 
either direct or alternating current, and can be furnished 
for 115 or 220 volts. (For other available voltages, see 
page 1.) Always specify voltage desired when ordering 
any of these Kits. 
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(Type B) 


HIS NEW Heavy-Duty Stand for dressing Vibro- 

Centric Valve Seat Grinding Stones is especially built 
for shops doing a large volume of valve reconditioning on 
a “production” basis and desiring a more accurate dresser, 
with precision features and trouble-free design. It can be 
used with both Automotive and Aircraft Stone Sleeves 
and has the following exclusive features :— 


1—The rigid one-piece base-and-column casting provides a sturdy 
support on which the bracket for angle adjustment is clamped. 
The bracket carries the dressing arm. The calibrated segment is 
read from the top where all markings are accurately stamped 
into the column. The popular angles are clearly indicated for 
easy visibility. P 

2—The dressing arm is mounted on Timken tapered roller bearings, 
sealed against abrasive dust, with a take-up adjustment to re- 
move any trace of play. The arm is spring-mounted to hold it in 
upward position when not in use; a locking pin holds it in central 
position for making approximate dressing adjustments. 

3—The stone dressing mandrel is rigidly held in a sliding block and 
V-slide-way, clamped in position by screw-locking clamps. The 
length of the mandrel is quickly adjusted to obtain the correct 
setting for length of stone sleeve, and angle of stone. The block 
adjustment covers any diameter of stone and vertical or hori- 
zontal grinding. 

4—The fine adjustment of the diamond feed is equipped with a lock- 
nut to produce a smooth, uniform finish on the stone. 

5—Every moving and adjustable part has been carefully machined 
and fitted to produce absolute accuracy and eliminate play in any 
adjustment. Adjustments are quickly made with screw-locking 
clamps. 

6—The complete Stand can be bolted to the bench or to the work 
top of the Valve Shop Cabinet. 


Specifications 


Stone. Size Capacity i000. 6.05. auisaara detest ante mle dike up to 6” 
Mandre]. Diameters. ii dcb..'e se (Ladd Qatddds abe siete de thea oe 5%” 
Angle Adjustinents §. FGis wo). . bs iilrcenagisjehin sleeps agp 0° to 90° 
Wierrht:. Nets cet ile cnet abi ais oh eins otters ces ae aa tea hate 15 Ibs. 

Shippin Giraaletawptesd wie dee crete scavte mins abate actole, = terse chanel 16% Ibs. 


Standard Equipment—Diamond Point; Mandrel; Adjustable Arm 
with screw-feed diamond nib. 


Cat. No 31672 Heavy-Duty Dressing Stand, complete. $54.00 


(Type B) 


A STURDY, versatile Dressing Stand for truing and cleaning all sizes of 
Vibro-Centric Valve Seat Grinding Stones with absolute accuracy and 
minimum waste. The design incorporates a diamond feed and a hori- 
zontal adjustment for various stone sizes and for vertical and horizontal 
cutting. The angle indicator is easily read and set. 


Stone Size Capacity..up to 3%”; Angle Adjustment..... 0° to 90°; 
Mandrel Diameter.......... 58”; Weight: Net.......... 10% Ibs.; 
SHINv Ne 5 i500: o.0,0800 11% Ibs. 

Standard Equipment—Diamond Point; Mandrel; Adjustable Feeding 

Arm with Diamond Feed. $22 00 
No. 20153 Standard Stone Dressing Stand, complete....... . 

Replacement and Special Equipment for Stone Dressing Stands 
No. 31662 Diamond Nib complete for No. 31672 Heavy-Duty Stand...............-- $4.50 
No. 31670 Standard Mandrel for Heavy-Duty Dressing Stand....... . 3.15 
No. 20157 Diamond Nib for No. 20153 Standard Stand................. w 4.25 
No. 20148 Standard Mandrel for No. 20153 Stand ...... w. O15 
No. 25247 Short Aircraft Mandrel Standard in 25248 


No. 31115 S$ for No. 20153 S' 
©. 27116, No. 27117 and No. 27118. 
No. 30780 Special Mandrel to fit Van Dorn Stone Sleeves; for use in 
Saga Stands requiring a tapered round mandrel with flat. 
Does not fit No. 20153, No. 25248 or No. 31672 stands...........ccccccsecsesnese svete 3.85 
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‘“*GRUV-TOP”’ 


Automotive Expanding Sleeve Self-Centering Pilots 


The patented “GRUV-TOP” feature locks the retainer ball in No. 27200 
Ball-Bearing Stone Sleeve, holding the inner sleeve stationary and preventing 
friction and wear between sleeve and pilot stem. These Pilots also fit other 
Stone Sleeves listed on page 58. 


Nominal Catalog Dimensions Price Sleeve | Price of 
Size Range No. A B Complete No. Sleeve 
yr" -233”—.254” 14423 14” 27164" $ 3.85 13908 $ .85 

25245 | 1%" | 3% 6.50 | 13908 -85 
Yo” — 196," -277”—.303” 15792 144” 3%” 6.50 15145 -85 
54” 214,” -308”—.339” 14425 154” 3” 3.85 13902 85 
18608 156” 2%” 6.50 13902 -85 
16197 11g” 4” 6.50 13902 85 
21300%| 154” 3” 3.85 13902 85 
16213 154” 3” 6.50 13902 85 
19895 154” 4” 6.50 13902 85 
20970 ie 3%" 6.50 13902 85 
23484 136” 214” 6.50 13902 85 
(for counter- 23633° 13%” 23% 3.85 13904 -85 
116” bored guides) 21302 111g” 2114” 3.85 13904 85 
114"—434," -339”—.370” 16199* 1g” 3" 3.85 13904 85 
14426 1'1g” 3” 3.85 13904 85 
24319 1'lg” 4" 10.00 13904 85 
26528 2116” 31%” 6.50 13904 85 
24310 134” 2154” 10.00 13904 85 
34” (for counte|r bored guides) 21304 111g” 354” 3.85 13903 -85 
34" — 354," .371”—.394” 14427 111g” 33%” 3.85 13903 85 
16201 11g” 314” 6.50 13903 85 
17345 2%” 3336” 6.50 13903 85 
32061 14” 33g” 6.50 13903 85 
16204 111g” 4156” 6.50 13903 85 
23937 274” 3334” 6.50 13903 85 
20667 216 2314” 6.50 13903 85 
354" -391”—.406” | 25206 | 2” 33%” | 10.00 | 13903 85 
136"—114," -402”—.424” 14428 1196” 354” 3.85 13909 85 
16826 129g” 416” 6.50 13909 85 
17396 118g” 314” _ 6.50 13909 85 
14" — 14" -418”—.434” 16206 154” 31g” 6.50 13909 -85 
"94," -433”—.455” 14429 2%" 3, 3.85 13901 85 
24343 24%" 314” 10.00 13901 85 
22989 24%" 341g” 6.50 13901 85 
15179 24" 4166” 6.50 13901 85 
23971 3%” 3754” 6.50 13901 85 
15743 24" 14 6.50 13901 85 
23973 4” 319g” 6.50 13901 85 
17903 34” 411g” 6.50 13901 85 
16784 13%” 314 6.50 13901 85 
23337 1\%" 414” 6.50 13901 85 
25221 1%” 32716” 10.00 13901 85 
25219 244" 4” 10.00 13901 85 
67314," -464”—.495” 14430 254” 334” 3.85 13910 -85 
"114" -496”—.535” 14431 2 3196” 3.85 13905 -85 
16047 2” 4106” 6.50 13905 -85 
23975 34” 3144” 10.00 13905 85 i 
aes lige | dee Hey toes | 1 
6 10.00 -85 
19894 | 4” 3g” | 6.50 | 13905 185 PLUG PILOT 
22184 3%” 4% 6.50 13905 85 
17643 144” 31g” 6.50 13905 85 
25225 24%" 434” 10.00 13905 85 
116"— %” | .5312”—.5625”| 27108 234” 374g” 10.00 24497 1.10 
ye" — 196” .558”—.598” 14432 an 311g” 3.85 13899 1.10 
15656 2* 4316” 6.50 13899 1.10 
23522 314” a 6.50 13899 1.10 
26864 3%" 4 10.00 13899 1.10 
19203 44” 311g” 10.00 13899 1.10 
196” -588”—.598” 14435t by ad 354” 3.85 13899 1.10 
H"— 4" | .621"—.661” | 14433 | 1%” | 35%” | 3.85 | 13906 | 1.10 
23939 314” 314g” 6.50 13906 1.10 
23578 3” 4% | 6.50 13906 1.10 
26143 5%” 431g” 10.00 13906 1.10 
114"—36” .683”—.724” 15178 re 319g” 5.50 15046 1.65 
26327 21%" 3714” 10.00 15046 1.65 
34 "3856" -746”—.786” 27110 7%" 31%" 10.00 14149 1.65 
*For Chevrolet. tFor Ford Model ‘‘A’’. _ For counter-bored guides 


““Gruv-Top" Plug Type Automotive Pilots 


Range Catalog No. Engine Price Complete “ GRUV-TOP’ ’ 
.8458”— .8525” 18248 Ford ‘*60" $3.85 
110278” —1:0330" 14155 Ford “V-8" 3.85 EXPANDING 
1,029” —1.033” 22337 Lincoln Zephyr 8.00 SLEEVE 


PILOTS 


Dorn, 


Short 
Standard 


Standard 
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Automotive Vibro-Centric Stone Sleeves 
A UTOMOTIVE Seat-Grinding Stones are interchangeable on any 


of the following Automotive Sleeves which fit over Self-Center- 
ing Pilots and hold the stone in correct alignment with the 
pilot. Upper end of the sleeve is a hexagon socket which forms a 
universal joint with the Driver spindle. Lower end is threaded to 
fit bushing of Automotive Seat-Grinding Stones. 
Standard Automotive Stone Sleeve—Long bronze bushing is ac- 
curately reamed to fit Self-Centering Pilot. 
No. 22100 Standard Vibro-Centric Stone Sleeve... ccc cece: ceseeeeeteees $3.85 
Short Standard Automotive Stone Sleeve—For increased clear- 
ance in grinding hard-to-reach seats. Overall length, 2%”; for use 
with Aircraft Pilots. 
No. 23652 Short Standard Vibro-Centric Stone Sleeve...........0.000.0. sees $3.85 
Ball-Bearing Automotive Stone Sleeve—Designed to minimize 
wear, to preserve accuracy and give longer service. Ball-bearings 


are between inner and outer sleeve. 

No. 27200 Ball-Bearing Stone Sleeve with retainer ball for 
PEP Dy copie) see Sa 91> A RINE SR 4 $11.00 

No. 19825 Ball-Bearing Stone Sleeve without retainer ball... . 11.00 

No. 30582 Ball-Bearing Sleeve for Driver with 12” Hex. Spin . 11.50 


Pilot Turning Wrench, to prevent injury to user’s hands while in- 
serting or renjoving Self-Centering or other Pilots. Equipped with 


chuck which quickly grasps or releases Pilot shank. 
No. 19929" Pilot, "Turnirig MTom ek IF ais dean seni ntcaahos eee aed toansedesscncsegtosns $5.00 


Dial Indicator 


For testing the concentricity of valve seats. 
Calibrated to 1/1000 of an inch. In operation the 
indicator is placed on the pilot, the top section 
being held firmly on the pilot while the lower 
section is rotated with adjustable arm in contact 
with the valve seat. Plus or minus variations in 
the seat are read on the dial during rotation. 


No. 13725: Dial Indicator. 2. oo28 2 634 $20.00 


Automotive Vibro-Centric Stones 


“Vibro-Centric” Valve Seat Grinding Stones are carefully formed 
and accurately dressed at the factory to grind smooth, true faces on 
valve seats. They are made in three grades to do the fastest and 
most satisfactory work on all types of seats; one grade is for the 
average cast iron or soft steel seats found in most engines; another 
grade is for faster grinding of hard steel, stellite and other hard 
alloy inserts; a third grade is for a highly polished “finish grind” on 
all seats. An accurately-threaded steel bushing is cast in the center 
of each stone, to thread on the Automotive Stone Sleeves. 


Stones under 21/2” are vitrified. 22” in diameter and over are resinoid bonded. 


Si For Soft Steel and Cast Iron For Hard Steel and Stellite | Size For Finish-Grinding Piice 

a 45° Stone | 30° Stone | 20° Stone 45° Stone | 90° Stone | 30° Stone | 20° Stone 45° Stone | 30° Stone Each 
1%” 14216 14197 25676 1 19 by al) al LA218 2? |. ot 14%" 14414 14413 $ 1.85 
13%” 18541 25671 23666 18540 | ..... 25670 23667 13%” 18542 25672 1.85 
1%” 14084 14198 14092 14056 [fs ....: 14219 14107 14%” 14382 14370 1.85 
15%” 14063 14199 14093 EALOO EO ices 14287 14108 154” 14383 14371 1.85 
13%” 14085 14090 14094 14049 |. ..... 14105 14109 13 . 14384 14372 1.85 
11346” 2O95T See ailcle END acca “Ly bess abahe Sebacarl | akase TRG aes Sees eae 1.85 
1h” 14086 14268 14095 44101 o) ee 14288 14110 1h” 14385 » 14373 1.85 
2” 14064 14091 14096 14102 15892 14106 14111 2” 14386 14374 1.85 
21%” 14087 14278 14097 $4103 PF bs. 5:0.5 14289 14112 2%” 14387 14375 2.30 
2%” 14088 14279 14098 14104 15893 14290 14113 24” 14388 14376 2.30 
234” 16929 25635 23668 1S Ly ER AR th |e a 23669 234” 23670 25636 2.30 
214” 14089 14280 14099 14050) PE based 14291 14114 21%” 14389 14377 2.30 
254” 14285 14281 14274 14239 15894 14292 14270 25%” 14390 14378 3.00 
234” 14153 14282 14275 14200 | ..... 14293 14271 234” 14391 14379 3.00 
21346” 2G1SS8i emer... | ARORA cece’ Ea bed « cer ccaetAt ollie 2186? “biiakink MEE — tae - 3.00 
2%” 14286 14283 14276 14295) |i ho ad 14269 14272 21%” 14392 14380 3.00 
3” 14154 14284 14277 14243 | ..... 14294 14273 3” 14393 14381 3.00 
3%” 21465 16971 25749 vA a eee 16970. ||) ecs-00 3%” 21466 | ..... 3.85 
3” 21468 25948 25951 21467, 6h) s5:5-070% 25947 25950 34” 21469 25949 3.85 
334” 21471 26446 26449 ZAATO! ee aces 26445 26448 334” 21472 26447 3.85 
314” 21474 DOS ZT Als cpacreen 21473 alata altdeaecs |) aitepen 34” 21475 25634 3.85 

ee ee 2 2 Se RS 2 ee Se Se ee eS ee 2 ee Ne 


Prices and Specifications of larger diameter stones can be secured on application. 
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"ViBRO-CENTRIC” Automotive 
Valve Seat Grinding Stones 


Special Angle and Multiple-Angle Stones: 


No. 24494 115” x 12°30’ (for Chevrolet)... 
No. 26284 1% © 2 COPE OOP i een decane see 
No. 24493 214” x 10°45’ and 35° (for Chevrolet) 
No. 26285 2- 5/16” x 30° x 20°.......... 
No. 25632 23g” x 15° (Soft Seat)... 

No. 25638 239” x 15° (Finishing)... 

No. 25669 23g” x 15° (Hard Seat)... 
No. 26147 2-11/16” x 90° x 30°... 


300 Vibro-Centric Stones are labelled 


No. 23968 a3 x 450 x 200 i ge gece 3.50 with enameled surface blotters which 
o. x ° extra dee ‘or ar eats.. waas. dee ‘ 
No. 27117 114" x 450 extra deep, for Soft Seats... ae 2.80 are colored as follows for quick 

No. 27118 114” x 45° extra deep, for Finishing E j j i * 

No. 27141 114” x 20° (Hard Seat)... 2.80 identification : 

No. 27142 114” x 20° (Soft Seat)... 2.80 

No. 23821 1-9/16” x 70° (Soft Seat)... 1.85 

No. 23822 2-1/16” x 70° (Soft Seat)... 2.30 

No. 23823 214” x 70° (Soft Seat)... 2.30 

No. 23824 234” x 70° (Soft est 2.30 


Catalog} Diam-| Face T Price || Catalog| Diam- 
No. eter Angle yPe | Each No. eter Angle Each 


14049 | 134” 45° Hard |$1.85 || 14276 | 27%” 20° Soft ($3.00 || 21464 | 3%” 45° Hard |$3.85 
14050 | 214” 45° Hard | 2.30 || 14277 | 3” 20° Soft | 3.00 || 21465 | 344” 45° Soft | 3.85 
14056 | 144” 45° Hard | 1.85 || 14278 | 21%” 30° Soft | 2.30 || 21466 | 34%” 45° Finish| 3.85 
14063 | 15%” 45° Soft | 1.85 || 14279 | 214” 30° Soft | 2.30 || 21467 | 314” 45° Hard | 3.85 
14064 | 2” 45° Soft | 1.85 || 14280 | 214” 30° Soft | 2.30 || 21468 | 314” 45° Soft | 3.85 
14084 | 114” 45° Soft | 1.85 || 14281 | 254” 30° Soft | 3.00 || 21469 | 314” 45° Finish} 3.85 
fe | Ge] e/a | ae | ae |g ae gee | aia | | Be 
14086 | 1% 45° oft 8 4283 10° oft | 3. oft : 
14087 | 21%” 45° Soft | 2.30 || 14284 | 3” 30° Soft | 3.00 || 21472 | 334” 45° Finish| 3.85 
14088 | 214” 45° Soft | 2.30 || 14285 | 254” 45° Soft | 3.00 || 21473 | 314” 45° Hard | 3.85 
14089 | 214” 45° Soft | 2.30 || 14286 | 274” 45° Soft | 3.00 || 21474 | 314” 45° Soft | 3.85 
14090 | 1 74” 30° Soft See eds : 78" pai ae 1 a wae is) = reas . oe 
14091 | 2 30° Soft 8 4288 B 0° Hard | 1.8 | i oft +85 
14092 | 134” 20° Soft | 1.85 || 14289 | 214” 30° Hard | 2.30 || 23667 | 134” 20° Hard | 1.85 
14093 | 15%” 20° Soft | 1.85 || 14290 | 214” 30° Hard | 2.30 || 23668 | 284” 20° Soft | 2.30 
14094 | 134” 20° Soft | 1.85 |) 14291 | 214” 30° Hard | 2.30 || 23669 | 234” 20° Hard | 2.30 
14095 | 1%” 20° Soft | 1.85 || 14292 | 25%” 30° Hard | 3.00 || 23670 | 23%” 45° Finish| 2.30 
14096 | 2” 20° Soft | 1.85 || 14293 | 234” 30° Hard | 3.00 |} 23821 | 1%” 70° Soft | 1.85 
14097 | 2%” 20° Soft | 2.30 || 14294 | 3” 30° Hard | 3.00 || 23822 | 214” 70° Soft | 2.30 
14098 | 214” 20° Soft | 2.30 || 14295 | 274” 45° Hard | 3.00 || 23823 | 214” 70° Soft | 2.30 
14099 | 214” 20° Soft | 2.30 || 14370 | 1144” 30° Finish) 1.85 || 23824 | 234” 70° Soft | 2.30 
itr (ge | [acd | 3s | es] ge |e ee) as | se |, |e | 
ar . A, inis : - 0} - 
14102 | 2” 45° Hard | 1.85 || 14373 | 11%” 30° Finish) 1.85 || 24493 24” 10°45'-35° Soft | 3.00 
fue || [a |2a8 | ee) || Ramee | ee | ie | 
4 ar is 4 inis. F A, inis , 
pee 1 24” 30° ad ies aoe aie th ai ae aan aie Ene ae ; ae 
14106 | 2 30° Har 8 4377 2 0° inish| 2.3 3 iz inish| 3.85 
14107 | 114” 20° Hard | 1.85 || 14378 | 25%” 30° Finish} 3.00 || 25635 | 234” 30° Soft | 2.30 
14108 | 15%” 20° Hard | 1.85 || 14379 | 234” 30° Finish| 3.00 || 25636 | 234” 30° Finish| 2.30 
14109 | 134” 20° Hard | 1.85 || 14380 | 27%” 30° Finish| 3.00 || 25638 | 234” 15° Finish) 3.00 
14110 | 1%” 20° Hard | 1.85 || 14381 | 3” 30° Finish] 3.00 || 25669 | 234” 15° Hard | 3.00 
14111 | 2” 20° Hard | 1.85 || 14382 | 114” 45° Finish} 1.85 || 25670 | 134” 30° Hard | 1.85 
14112 | 21%” 20° Hard | 2.30 || 14383 | 154” 45° Finish} 1.85 || 25671 | 134” 30° Soft | 1.85 
14113 | 214” 20° Hard | 2.30 || 14384 | 134” 45° Finish} 1.85 || 25672 | 134” 30° Finish} 1.85 
14114 | 214” 20° Hard | 2.30 || 14385 | 174” 45° Finish} 1.85 || 25676 | 114” 20° Soft | 1.85 
2 
1 
1 


Catalog 
No. 


14153 | 234” 45° Soft | 3.00 || 14386 | 2” 45° Finish} 1.85 |) 25749 | 314” 20° Soft | 3.85 
14154 | 37” 45° Soft | 3.00 |) 14387 | 21%” 45° Finish} 2.30 || 25947 | 314” 30° Hard | 3.85 
14197 | 1%” 30° Soft | 1.85 || 14388 | 214” 45° Finish} 2.30 || 25948 | 314” 30° Soft | 3.85 
14198 | 114” 30° Soft | 1.85 || 14389 | 214” 45° Finish} 2.30 || 25949 | 314” 30° Finish| 3.85 
14199 | 154” 30° Soft | 1.85 || 14390 | 254” 45° Finish} 3.00 || 25950 | 314” 20° Hard | 3.85 
14200 | 234” 45° Hard | 3.00 || 14391 | 234” 45° Finish} 3.00 || 25951 | 314” 20° Soft | 3.85 
14216 | 114” 45° Soft | 1.85 || 14392 | 27%” 45° Finish} 3.00 || 26147 | 2146” | 90°-30° | Soft | 3.00 
14217 | 114” 45° Hard | 1.85 || 14393 | 3” 45° Finish} 3.00 || 26148 | 218%” 45° Soft | 3.00 
14218 | 114” 30° Hard | 1.85 || 14413 | 114” 30° Finish} 1.85 || 26284 | 17%” | 90°-30° | Soft | 1.85 
14219 | 114” 30° Hard | 1.85 || 14414 | 114” 45° Finish) 1.85 || 26285 | 25%” | 30°-20° | Soft | 3.10 
14239 | 254” 45° Hard | 3.00 |} 15892 | 2” 90° Hard | 1.85 || 26445 | 33%” 30° Hard | 3.85 
14243 | 3” 45° Hard | 3.00 || 15893 | 214” 90° Hard | 2.30 || 26446 | 334” 30° Soft | 3.85 
14268 | 1%” 30° Soft | 1.85 || 15894 | 254” 90° Hard | 3.00 || 26447 | 334” 30° Finish} 3.85 
14269 | 2%” 30° Hard | 3.00 || 16929 | 234” 45° Soft | 2.30 || 26448 | 334” 20° Hard | 3.85 
14270 | 254” 20° Hard | 3.00 |} 16951 | 234” 45° Hard | 2.30 || 26449 | 334” 20° Soft | 3.85 
14271 | 234” 20° Hard | 3.00 || 16970 | 344” 30° Hard | 3.85 || 26527 | 314” 30° Soft | 3.85 
14272 | 2%” 20° Hard | 3.00 || 16971 | 334” 30° Soft | 3.85 || 27116 | 114” 45° Hard | 2.80 
14273 | 3” 20° Hard | 3.00 || 18540 | 134” 45° Hard | 1.85 || 27117 | 114” 45° Soft | 2.80 
14274 | 254” 20° Soft | 3.00 || 18541 | 134” 45° Soft | 1.85 || 27118 | 114” 45° Finish} 2.80 
14275 18542 Finish 
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No. 421 Aircraft 30° Driver 


QUIPPED WITH long spindle, encased in aluminum housing, 
which reaches easily into cylinders of radial engines. 30° angle 
head brings driving spindle in line with valve guides. Gear train 

in angle heads transmits full power; positive vibrating action built 

into spindle. Completely self-contained, there is no danger of the 
unit scarring or damaging the cylinder walls. 


Spindle speed....10,000 R.P.M.; Overall length........... 20%”. 

Weight: Net...) 008s... 9: Ibs.s | (SRIppIN Gye aee oe eet v te 10% lbs. 

Standard Equipment—3-conductor cable and plug; instant-release 
trigger switch with locking pin; “universal” motor. 

Standard aed a at or 220. (For other available voltages, see 
page 1. 

Catalog No. 421 (specify voltage) 

Price,“ COMDICTORM: woth et yes sulla cise aie bs staat con senits $82.50 

70° Angle Head: The above Driver can be furnished with a 70° angle 

head, instead of the standard 30° angle head, at no extra cost. 

Equipped thus, the Driver is ideal for cab-over-engine trucks and 

“alligator” hood cars. If desired, specify “No. 421 Special with 

70° Head.” 


No. 451 Straight Aircraft Driver 


INSTEAD of the 80° angle head, this unit has a straight geared 
head, in line with the spindle for special applications. 


Net Weight............. Olba:s| sShipping: x... bese lene 10% lbs. 
Overall length........... 21%”. 

Other specifications same as above. 

Catalog No. 451 (specify voltage) 

Price; completes ce Geese eniccin deat eorelsok, sepa stbale qin $97.50 


No. 25248 Aircraft Stone Dressing Stand (Type BA) 


A STURDY, flexible Stand with ample range and adjustments for 
truing and cleaning all sizes and types of Vibro-Centric Valve-Seat 
Grinding Stones. This Stand is equipped with a special mandrel, 
short to accommodate the short Aircraft Stone Sleeve, and grooved 
to take the retainer ball in this sleeve. Also equipped with microme- 
ter diamond feed, angle indicator that is easily read and set and 
adjustments for vertical or horizontal cutting. 


Stone Size Capacity. .up to 34%”. 
Mandrel Diameter......... 33”; Angle Adjustment....0° to 90° 
Weight; Net. .... «sss 10% Ibs: . .Shipping.....2525.. 2% 11% lbs. 


Standard Equipment—Diamond point; mandrel; adjustable feeding 
arm; micrometer diamond feed. 


No. 25248 Aircraft Stone Dressing Stand............. $92.00 
No. 20157 Diamond Nib for No. 25248 Stand.......... ...... $4.25 
SEE PAGE 56 FOR HEAVY-DUTY DRESSING STAND 


No. 423 Aircraft Basic Kit 


CONTAINS the basic Vibro-Centric Aircraft units around which 
complete aircraft valve-seat reconditioning equipment can be built. 
The kit has ample storage room for a large assortment of Stones 
and Pilots. Because of the variation in Stone and Pilot sizes required 
in this field, we do not include any set assortment of these items in 
the kit. When ordering, add the prices of Stones and Pilots required 
to the price of the kit, or send us engine specifications and we will 
recommend an assortment. 

1 No. 421 Aircraft 30° Driver. 

1 No. 25248 Aircraft Stone Dressing Stand. 

2 No. 25500 Aircraft Ball-Bearing Stone Sleeves. 

2 No. 25249 Pilot Wrenches for Plug Pilots. 

1 No. 30767 Heavy-Duty Kit Box. 


Catalog No. 423 (specify voltage) 
Price; complete). 23858 b.<is tds be tteR jee 2e dase 08 $] 57.00 
NG: SITGT Seay yet ye It. BOX OLY. 5. 0 5. icacneyasscanshaieubesuasSmasevensns $26.50 
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1 Aircraft (Short) Ball-Bearing Stone Sleeve requires 
Vibro-Centric Stones with larger-than-standard threaded 
bushings. Stones are available in three grades; for cast-iron 
and soft steel seats; for hard steel and stellite inserts; and 
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AIRCRAFT 


Towels 


for finish-grinding. 


Note: Used only with Aircraft (Short) Ball-Bearing Stone 
Table of Aircraft Vibro-Centric Stones 


Sleeves. 


AIRCRAFT 
STONE 


45° Stone—Cat. No. 


30° Stone—Cat. No. 


20° Stone—Cat. No. 


90° Stone—Cat. No. 


25523 


25579 


Stones under 21%)” are vitrified. 2” in diameter and over are resinoid bonded. 


Numerical Listing of Aircraft Vibro-Centric Stones 


Size Hard Seat | Soft Seat | Finishing || Hard Seat | Soft Seat | Finishing || Hard Seat | Soft Seat || Hard Seat | Soft Seat Finishing 
Lg 25502 25503 25504 25599 25600 25601 25602 25603 ee ets a ae $1.85 
25506 25507 25562 25563 25564 25604 Pe | eRe ee ae 1.85 
25509 25510 25565 25566 25567 25606 25GOT pei. . 3. | Stn eee. 5. 1.85 
25513 25514 25568 25569 25570 25608 25609 20555 | fees teen . .. 1.85 
25516 25517 25571 25572 25573 25610 25611 Pes srs 25620 25618 1.85 
25519 25520 25574 25575 25576 25612 25GESerND SeONSS | as cas 25616 


Catalog| Diam-| Face 
No. eter | Angle 
25502 | 1144” | 45° 
25503 | 1144” | 45° 
25504 | 1144” | 45° 
25505 | 154” | 45° 
25506 | 15%” 45° 
25507 | 154” | 45° 
25508 | 134” | 45° 
25509 | 134” | 45° 
25510 | 134” 45° 
25512 | 1%” 45° 
25513 | 1%” | 45° 
25514 | 1%” | 45° 
255151) ° 2” 45° 
25516 2” 45° 
25517 Wocor 45° 
25518 | 2144” | 45° 
25519 | 214%” | 45° 
25520 | 2144” | 45° 
25521 | 2144” | 45° 
25522 | 2144” | 45° 
25523 | 214” 45° 
25524 | 234” | 45° 
25525 | 23%” | 45° 
25526 | 23%” | 45° 
25527 | 214” | 45° 
25528 | 214” | 45° 
25529 | 214” | 45° 
25530 | 254” | 45° 
25531 | 254” | 45° 
25532 | 254” | 45° 
25533 | 234” | 45° 
25534 | 234” | 45° 
25535 | 234” | 45° 
25536 | 27%” | 45° 
25537 | 2%” | 45° 
25538 | 27%” | 45° 
25539 | 3” 45° 
25540 | 3” 45° 
25541 | 3” 45° 
25542 | 34%” | 45° 
25543 | 344” | 45° 


| Price ||Catalog| Diam-| Face Price ||Catalog] Diam-| Face 
Type Each No. eter | Angle Type Each No. eter | Angle 
Hard | $1.85 |) 25544 | 3144” | 45° | Finish | $3.85 || 25586 | 254” | 30° 
Soft 1.85 || 25545 | 314” | 45° | Hard 3.85 || 25587 | 234” | 30° 
Finish | 1.85 || 25546 | 3144” | 45° | Soft 3.85 || 25588 | 234” | 30° 
Hard 1.85 || 25547 | 314” | 45° | Finish | 3.85 || 25589 | 234” | 30° 
Soft 1.85 || 25548 | 334” | 45° | Hard 3.85 || 25590 | 27%” | 30° 
Finish | 1.85 || 25549 | 334” | 45° | Soft 3.85 || 25591 | 27%” | 30° 
Hard 1.85 || 25550 | 334” | 45° | Finish | 3.85 || 25592 | 27%” | 30° 
Soft 1.85 || 25551 | 314” | 45° | Hard 3.85 || 25593 | 3” 30° 
Finish | 1.85 || 25552 | 314” | 45° | Soft 3.85 || 25594 | 3” 30° 
Hard 1.85 || 25553 | 3144” | 45° | Finish | 3.85 |; 25595 | 3” 30° 
Soft 1.85 || 25554 | 234” | 90° | Hard 2.30 || 25596 | 314%” | 30° 
Finish | 1.85 || 25555 | 17%” | 90° | Hard 1.85 || 25597 | 31%” | 30° 
Hard 1.85 || 25556 | 214” | 90° | Hard 2.30 || 25598 | 314” | 30° 
Soft 1.85 || 25557 | 234” | 90° | Hard 3.00 || 25599 | 114” | 30° 
Finish | 1.85 || 25558 | 2144” | 90° | Hard 2.30 || 25600 | 114” | 30° 
Hard 2.30 || 25559 | 234” | 90° | Finish | 2.30 || 25601 | 114” | 30° 
Soft 2.30 || 25560 | 214” | 90° | Finish | 2.30 |] 25602 | 114” | 20° 
Finish | 2.30 || 25561 | 244” | 90° | Finish | 2.30 || 25603 | 114” | 20° 
Hard 2.30 || 25562 | 154” | 30° | Hard 1.85 || 25604 | 154” | 20° 
Soft 2.30 || 25563 | 154” | 30° | Soft 1.85 || 25605 | 154” | 20° 
Finish | 2.30 || 25564 | 154” | 30° | Finish | 1.85 || 25606 | 134” | 20° 
Hard 2.30 || 25565 | 134” | 30° | Hard 1.85 || 25607 | 134” | 20° 
Soft 2.30 || 25566 | 134” | 30° | Soft 1.85 || 25608 | 17%” | 20° 
Finish | 2.30 || 25567 | 134” | 30° | Finish | 1.85 || 25609 | 17%” | 20° 
Hard 2.30 || 25568 | 174” | 30° | Hard 1.85 || 25610 | 2” 20° 
Soft 2.30 || 25569 | 174” | 30° | Soft 1.85 || 25611 | 2” 20° 
Finish | 2.30 || 25570 | 174” | 30° | Finish | 1.85 || 25612 | 24%” | 20° 
Hard 3.00 |} 25571 | 2” 30° | Hard 1.85 || 25613 | 214” | 20° 
Soft 3.00 || 25572 | 2” 30° | Soft 1.85 || 25614 | 214” | 20° 
Finish | 3.00 |] 25573 | 2” 30° | Finish | 1.85 || 25615 | 214” | 20° 
Hard 3.00 || 25574 | 214” | 30° | Hard 2.30 || 25616 | 214” | 90° 
Soft 3.00 || 25575 | 214” | 30° | Soft 2.30 || 25617 | 234” | 90° 
Finish | 3.00 || 25576 | 2%” | 30° | Finish | 2.30 || 25618 | 27 90° 
Hard 3.00 || 25577 | 214” | 30° | Hard 2.30 || 25619 | 214” | 90° 
Soft 3.00 || 25578 | 214” | 30° | Soft 2.30 || 25620 | 2” 90° 
Finish | 3.00 {| 25579 | 2144” | 30° | Finish | 2.30 || 25621 | 234” | 90° 
Hard 3.00 || 25580 | 214” | 30° | Hard 2.30 || 25746 | 27%” | 20° 
Soft 3.00 |} 25581 | 214” | 30° | Soft 2.30 || 25747 | 34%” | 20° 
Finish | 3.00 || 25582 | 214” | 30° | Finish | 2.30 || 25748 | 254” | 20° 
Hard 3.85 || 25584 | 254” | 30° | Hard 3.00 || 26805 | 234” | 20° 
Soft 3.85 || 25585 | 254” | 30° | Soft 3.00 || 26861 | 21%” | 20° 


Price 
aye | pr 
Finish | $3.00 
Hard 3.00 
Soft 3.00 
Finish 3.00 
Hard 3.00 
Soft 3.00 
Finish 3.00 
Hard 3.00 
Soft 3.00 
Finish 3.00 
Hard 3.85 
Soft 3.85 
Finish 3.85 
Hard 1.85 
Soft 1.85 
Finish 1.85 
Hard 1.85 
Soft 1.85 
Hard 1.85 
Soft 1.85 
Hard 1.85 
Soft 1.85 
Hard 1.85 
Soft 1.85 
Hard 1.85 
Soft 1.85 
Hard 2.30 
Soft 2.30 
Hard 2.30 
Soft 2.30 
Finish 2.30 
Finish 3.00 
Finish 1.85 
Soft 2.30 
Soft 1.85 
Soft 2.30 
Soft 3.00 
Soft 3.85 
Soft 3.00 
Soft 2.30 
Soft 2.30 
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Aircraft (Short) Ball-Bearing Stone Sleeve 


PRECISION Sleeve designed for use with Aircraft 

(short-shank) Gruv-Top Pilots and Aircraft Vibro- 
Centric Stones. The Aircraft Ball-Bearing Sleeve is specially 
constructed to allow the maximum clearance in radial cylin- 
der ; in addition to the double-row ball-bearing between inner 
and outer sleeve, there is a needle bearing at the lower 
(threaded) end for compactness and accuracy. The overall 
length of this Sleeve is only 234”. Aircraft Vibro-Centric 
Stones have large threaded bushings to fit this Sleeve. Re- 
tainer balls in the inner Sleeve fit the grooves of the Gruv- 
Top Pilots, preventing friction and wear between Sleeve and 
Pilot. 


No. 25500 Aircraft (Short) Ball-Bearing Stone Sleeve.... $1 3.75 


““Gruv-Top”’ Aircraft Self-Centering 
Pilots 


(Used only with Short Stone Sleeves) 


Pus SPECIAL group of Pilots adapts the popular ex- 
panding feature of the Self-Centering Pilot to aircraft 
reconditioning, eliminating the necessity for a large stock 
of oversize Pilots. Two accurately machined tapers (one 
fitting top of guide and one at bottom on which split sleeve 
expands) provide a rigid, true axis for Vibro-Centric Stones. 
These special Aircraft Pilots have shorter-than-usual top 
shanks and are used only with Short Sleeves to provide 
maximum working clearance in cylinders. Grooves lock 
retainer balls in Aircraft Ball-Bearing Stone Sleeve, prevent 
friction and wear. 


AIRCRAFT BALL-BEARING 
STONE SLEEVE 


Aircraft Expanding Sleeve Self-Centering Pilots 


Nominal Catalog Dimensions Price Sleeve | Price of 
Size Range No. A Complete} No. Sleeve 
114,” —%” -262”—.283” 14424 144” 2546” $3.85 13907 |_ $ .85 
54” —114,” .308”—.339” 25279 2%" 2146” 6.50 13902_ -85 
114" —4" _|—339"—.370" | 25275 | 14g" | 214" 6.50 | 13904 85 
25267 1454,” 1154” 6.50 13904 -85 
16952 11g” 2% 6.50 13904 -85 
4" — 384” .3871"—.394” 25280 1%” 2146” 6.50 13903 -85 
25281 15%” 234” 6.50 13903 -85 
3%," —13%" | .386"—.409" | 25282 1%” | 2%" 6.50 | 13903 85 
25276 2%” 2546” 6.50 13903 -85 
134"—114,"” | .402”—.424” | 25261 134” | 25%” 6.50 | 13909 “85 
ee) -433”—.455” 25298 1” 2146” 6.50 13901 -85 
25293 154” 2546” 6.50 13901 -85 
25250 1%” 23%” 6.50 13901 85 
25251 244” 2146” 6.50 13901 85 
' 25278 21%” by 6.50 13901 85 
194,” —15,6” -449”—.472” 25262 1454,” 2” 6.50 13901 -85 
1547314,” -464”—.495” 25266 1114” 234” 6.50 13910 -85 
25272 21%” 21%” 6.50 13910 -85 
4"—14" -496”—.535” 25252 12744,” 2%” 6.50 13905 +85 
25254 1354,” 23%” 6.50 13905 -85 

%%"— 14" | .558”—.598” | 25265 14%," | 214” 6.50 13899 | 1.10 — 
25255 234,” 2546” 6.50 13899 1.10 
54”—121¢” -621”—.661” 25256 1354,” 23%” 6.50 13906 1.10 
25257 2114,” 24" 6.50 13906 1.10 
114” —386" -683”—.723” 25258 154,” 2116” 6.50 15046 1.65 

sancenai ar S t for Aircraft Plug Pilots 
ee nex age for Alrcr U, ots. 
SELF-CENTERING PILOT satin ° 
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““Gruv-Top”’ Aircraft Plug Pilots (Used only with Short Stone Sleeves) 


A SPECIAL group of Plug Pilots for use in aircraft engine reconditioning. 

Top shank is shortened for maximum clearance, and grooved for use with 
Aircraft Ball-Bearing Stone Sleeve. Lower end is threaded and Plug Pilot 
Wrench is used to draw the Pilot tight in the guide. 


Catalog | Nominal] Decimal Dimensions Sales sar Decimal Dimensions 
No. Size Size : i 8 Size Size Ee as 
25029 54” | B11” | 2%" | 215%” || 25022 31 A838” | 214" | 216" 

25029-1| ~— | 312” : 25022-1 484” 
25029-2 313” 25022-2 485” 
25029-3 .314” 25022-3 486” 
25017 Ne” | 3437 | 115%” 2” || 25024 a” | 483" | 24" | 256" 
25017-1 B44” 25024-2 485” 
25017-2 .345” 25002 yy” .500” 2” 24” 
25017-3 .346” 25002-2 .502” 
25025 1g” 843” 1 54” 2" 25002-3 .503” 
25025-1 .344” 25003 ye” 4995” 2” 3” 
25025-2 .345” 25003-1 -5005” 
25025-3 .346” 25003-2 .5015” 
25025-4 .347” 25003-3 .5025” 
25025-5 .348” 25004 | =” ~| 500” | | 244” 
25030 3%” | .8745” | 154” | 2%” [125035 | 34” | 5007 | ne | 2%" 
25030-2 3765" ee, | | Se eee 
25030-3 3775” 25036-2 502” 
25031 | ze 3745” | 23%” | 2%” |) 25041 | 14” | .500" | 214” | 2147 
25045 i| % “| 13745" | 13%" | 25%” || 25005 %” | .b625” | 2%” | 234" 
25045-1 3755” 25005-1 5635” 
25015 %%” 5615” 2” 254%” 
25026 | 5%” | .388”_| 2136" | 256” Il oeqr5 4 . 5625" 
25011 13” 406” 7A 2345” 25015-2 
25011-1 407” 25015-3 3 
25011-2 408” 
25011-4 404” ain A 5635” 
25011-5 405” 25019-2 5645” 
25000 146” 4365” 23%” 234” 25019-3 5655” 
25000-1 4375” 25037 %” 5625” 
25000-2 4385” 35038 | a | a 57 3 
= — 25038-1| — | 15625" 
25001 Y%" | 4365” | 2%” | 27%” || 25038-2 5635” 
25001-1 4375” 25038-3 5645" 
25001-2 4385” 25014 «| =194” | 595” | 
25010 %"” | 4350" | 23%” | 25%" ||->500 34" | 625" 
25010-1 | | 4300" aeoec-1 | * | ceaer | 
25013 | %"_|_ 4365" |_ 3%” | 2%” |) 25007 %” | .6215” 
25028 iy" 4370” | 214” ” 25007-1 6225” 
25028-2 2| 40 | 4390” “a | 25007-2 6235” 
2s |_| aan | aap [ge ees | | 
25042 | %” | .4375” | ee | 234" _ll-35023 | 54" | 62157 | 
25043 Ye” 4375” 1h” 2%" Wag 7 
250431 “4385” UI BS A ath 
25043-3 4405” 25020-1 -6565 
- 25020-6 .6515” 
25012 194” | 453” 246" 7 ; 
” 25008 G 6865 
25016 5” | .466” inte 115%” | 2%” |! 25008-2 6885” 
25016-2 468” 25008-3 6895” 
25034 154” .468” 24%” 250084 -6905” 
25034-2 -470” 25008-5 .6915” 
Price, each—All Aircraft Pilots, as listed above, each............cccccceccece Ticked er 


PLUG PILOT WRENCH—Used on threaded end of Plug Pilots to tighten Pilot in 
the valve stem guide, No. 25249—Plug Pilot Wrench, each.........ssesccccceccccce 08D 
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AIRCRAFT 
PLUG PILOT 


PLUG PILOT 
WRENCH 


Range:—Reface valves of any angle from 0° 
to 90° with valve stems from 4” to 1%” in 
diameter. Head diameters up to 514” are easily 
handled. 

Traverse grind any angle valve from 0° to 90°. 
This of course includes flat type valves. 


Air Chuck grips or releases valve stem in- 
stantly—alignment is assured with twin grip 
collets. Regulated valve reduces air pressure 
of supply line to the 80 to 90 lbs. required by 
air chuck. 

A separate universal motor drives the work- 
head. Motor speed is quickly adjustable to ac- 
commodate large and small sized valve heads. 
Hypoid gearing drives the workhead spindle for 
the smoothest grinding finish. 

Work table is mounted on slide bearings of 
simple, clean design. After long service an ad- 
justment for wear can be made without any 
disassembling of the parts. 

For abundant power the grinding wheels are 
driven by a separate % horsepower constant- 
speed motor. 

Closed-type, grease-sealed ball bearings, pre- 
loaded, with automatic take-up for wear are at 
each end of the wheel spindle. Assembly is 
rigidly mounted in a removable “quill” clamped 
in the wheel saddle. 

Automatic work-head motor switch. Turns “on” 
and “off” as work table moves valve toward and 
away from wheel. Work table travel is limited 
by an adjustable stop which prevents grinding 
the valve stem. 

A drawer-tank of 2 gallon capacity permits 
large volume wet grinding. A series of baffle 
plates “settle” grinding sediment. Fluid nozzles 
have flow control valves and ball-socket joints. 
Standard equipment includes attachments for 
grinding Valve Stems, Tappets and Rocker 
Arms. 

Tool Grinding: The flexibility and adjustments 
possible on this machine suit it for many pro- 
duction jobs and machine shop tool grinding 
operations. 


OveralhtHelghtay : aa. fai6 feiss HARON 014 < wears Cae vabeaibene 50” 
Overall: Witdthieg 0). wag paige oad s Duk sant ce etaOe apiesan 50” 
Cabinebe Si Ze s crecaiegert <sateteprecehaccrecetepoy sess caved 2914” x 24” x 16” 
Cabinetry Net)-Wielghitic-< insjers sie: ayersit sieve srors Syorerwretervenlers 160 lbs. 
Grinder: Net: Wieit@hties Yio sas: sige Shes cael bs oleae os 290 Ibs. 
Total “Ship ping Cle Nb ack ls ahs.F ts Ue sil vialege Sun aes Me 500 lbs. 
Valve:Stém:> Canacrey. sis. <ctus cxunota tere's anseeie gers %”"to1%” 
Valvetilogd Canacity:. os. anssmresemresielee outs tos up to 5%” 


Standard Equipment—5 twin-grip collets; 2 collet push 
rods; 2 nose pieces; Micrometer Valve Stem grinding 
attachment with Diamond Wheel Dresser; Rocker Arm 
grinding attachment with Cutter-type Wheel Dresser; 
Universal Depth Gage; 6” Grinding Wheel; 4” Cup 

. porter gn Wheel. 

tandard Voltage—115V, 1 Ph., 50-60 cycle 
No. 522 (standard voltage) Price, complete. $950.00 


Also available on special order. 
No. 522 (125V, 1 Ph., 50-60 cycle; 220V, 1 Ph., 


50-60 cycle; 240V, 1 Ph., 50-60 cycle). ....$950.00 
No«523> (215V5i4! Phi, 25 cycle) siswtas es Et Be 950.00 
Nox S275 V5 D:Go)s. athens aitets Sous inesaaswae Tess os 970.00 
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No. 6 
UNIVERSAL VALVE 
and TOOL GRINDER 


LONG with modern heavy-duty, machine tool 

construction the No. 6 Grinder presents many 
design innovations for saving time in valve refacing. 
Among these are the Air Chuck, Automatic Work- 
Head Switch, Adjustable Work-Head Stop, Adjusta- 
ble Speed Work-Head Motor, Swiveling Wheel-Head 
for traverse grinding 15° and 90° valves, and: fast- 
acting, accurate Wheel Dressing Attachments. 


All popular valve angles are clearly marked on the work 
table and the proper angle is set by swiveling the work head. 
Locking the valve true in its collet is merely a matter of turn- 
ing the air chuck valve. The work head is driven by a hypoid 
gear and pinion and both the speed of the work head and the 
automatic switch on the work table are adjustable to suit the 
size of the valve being ground. 

The traverse grinding of flat type valves is among the many 
new accomplishments of this machine. The wheel head is 
swiveled to its full clockwise travel and then the wheel is 
dressed parallel with the movement of the work table. The 
work head is set at 0° and the valve face may be traversed 
across the wheel in the same manner as it would be with 
normal angle valves. 

The 15° valve is traverse ground by swiveling the wheel 
head to its full 22° travel and dressing the wheel in a normal 
manner parallel to the travel of the work table. Set the work 
head at 15° and the finest in traverse valve refacing is possible. ~ 


REPLACEMENT AND EXTRA EQUIPMENT 


No. 31729 V-Belt DC and 60 cycle wheel motor....... $ .85 
No. 32588 V-Belt 25 cycle wheel motor............... 1.25 
No. 32860 %4” to 7/16” Collet for short valve stems.... 9.00 
NO, LSS2Zb Noha topllige sCOUOCt. ss. hee tee sc sis s'e erat. os 8.75 
NO: 1520036 2°C0: 8 tev Collet. risa cw matte Rice 11.00 
No. SIRT S 31604 G0, eo HOON Obs occ a wien sien arcia's stetetuese 13.25 
No, S1TSTA eS rong re OOLUOUs caro scan sictoc as et bietetegone 13.25 
No. 32944 6” x %” x 2”—C60 N5V Recessed Grinding 
Wheel (Standard Equipment).......... 3.65 
No. 31429 6” x %” 2”—A46 N5V Recessed Grinding 
WWiheOliennera tiaitiiteltlons uno tienen ersteh ths 3.65 
No. 32822 6” x %” x 2”—C80 N5V Recessed Grinding 
WEHEEN hic akite sia cieiere settee tea eo wielatine, ws 5.00 


No. 20939 4” Recessed Grinding Wheel for Valve Stems 

and Rocker Arms (Standard Equipment). 2.65 
No. 33245 6” x %” x 2”—C60 N5V Recessed Grinding 

Wheel with 22°-30’ angle on face........ 5:35 
No. 32921 Hand wheel assembly for use in place of 

air chuck when air supply is not available 7.25 


No. 22941 9-Oz. Container of “Gear-Lube”........... 55 
No. 22938 1-Lb. Container of “Gear-Lube”........... -90 
No. 22939 2-Lb. Container of “Gear Lube”’............ 1.70 
No. 32904 5-Lb. Container of “Gear-Lube”...... . SechGed Solon 


No. 34253 1-Gal. Can of Grinding Oil................. 1.75 


=n 
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The Electric Valve Shop” 


(IIlustrated on opposite page) 


Pee Van Dorn Valve Shop is the most complete merchandising “package” of precision valve re- 
conditioning equipment on the market. This one cabinet includes everything necessary for a 
complete precision valve job, and it carries the complete equipment right to the car, saving time 
and energy in the shop. The modern streamlined appearance of the Valve Shop has great merchan- 
dising value, since it can be shown to a prospective customer; inspires confidence in your equipment 
and ability and helps you to explain the need and method of valve and valve-seat grinding. 

The New Super-Service Valve Refacer produces an absolutely smooth surface and true angle 
on valve faces. The Vibro-Centric Seat Grinder restores perfect accuracy and mirror finish to all 
types of valve seats, hard or soft. The complete Valve Shop is engineered to turn out perfectly 
matched, gas-tight valve jobs quickly and profitably. 

The cabinet’s bench-top holds the Refacer at best working height. The large fitted drawer has 
trays for all seating stones, stone sleeves, self-centering pilots, carbon removing brushes and Re- 
facer attachments, with ample room for additional stones and pilots. The full size lower cabinet has 
storage space for the Vibro-Centric Driver, drills, gaskets and tools and other parts. Two remova- 
ble trays on each side of the cabinet help to keep valves in correct order. The Cabinet is equipped 
with an adjustable lamp; four electric outlets to plug in Refacer, Vibro-Driver, drill and hand 
lamp; extra long extension cord with third wire for grounding; and four large rubber-tired casters, 
which roll easily over rough floors. 

The Electric Valve Shop is available in different combinations of equipment adapting it to the 
shop requirements and pocketbook of any shop doing valve work. This is really modern precision 
equipment which you will be proud to own. 


Specifications 
Cabinet Dimensions: Height 35”; 
Shipping Weight: 


Valve Shop Cabinet only (Type E)..............e eee sees 110 lbs. 
% Trade Mark Reg. U. S. Pat. Off. 


Width 35”; Depth 20” 


Heavy-Duty Electric Valve Shop 


Valve Shop Cabinet. 
No. 550 Deluxe Refacer, with leatherette cover. 
Heavy-Duty 55° Driving Unit. 
Valve Guide Cleaners: 
21441 (5/15”); 21445 (96”); 21449 (7/16”). 


Carbon Cleaning Brushes: 
21416 (Heavy-Duty) ; 21417 (Side Flare). 


1 Standard Stone Dressing Stand—No. 20153. 
2 Standard Stone Sleeves—No. 22100. 

5 Self-Centering Pilots 
2 
a 


Heavy-Duty Deluxe Electric Valve Shop 


1 Valve Shop Cabinet. 

1 No. 550 Deluxe Refacer, with leatherette cover. 

3 Valve Guide Cleaners: 

21441 (5/16”); 21445 (%”); 21449 (7/16”). 

2 Carbon Cleaning Brushes: 

21416 (Heavy-Duty) ; 21417 (Side Flare). 

Contents of Heavy-Duty Deluxe Universal Vibro-Centric 
Kit; including Heavy-Duty Driving Unit, Heavy- 
Duty Stone Dressing Stand, 2 Ball Bearing Stone 
Sleeves, 8 Self-Centering Pilots, 5 Hard Seat Stones, 
9 Soft Seat Stones, Pilot Turning Wrench. 

Standard Voltages—115 or 220. (For other available 
voltages, see page 1.) 

Catalog No. 554 Heavy-Duty Deluxe Valve Shop 

Price, complete as above (specify voltage)....... $647.00 

Also available for those shops not requiring attachments 

for Valve Stem, Tappet and Rocker Arm grinding on 

Deluxe Refacer. 

Catalog No. 340 Heavy-Duty Deluxe Valve Shop 

with No. 282 Refacer......... $612.00 


Price, Valve Shop Cabinet only, Cat. No. 31363... .$90.00 


Orr 


tb 


Hard Seat Stones 

Soft Seat Stones 
1 Finishing Stone 
Standard Voltages—115 or 220. (For other available 

voltages, see page 1.) 
Catalog No. 552 Heavy-Duty Valve Shop 
Price, Complete as above (specify voltage)....... $574.00 
Also available for those shops not requiring attachments 
for Valve Stem, Tappet and Rocker Arm grinding on 
Deluxe Refacer. 
Catalog No. 464 Heavy-Duty Valve Shop 
with No. 282 Refacer........ $539.00 


As itemized in Heavy-Duty 
Universal Vibro-Centric Kit 


Aircraft Valve Shop 


Includes Deluxe Super-Service Valve Refacer, the Valve 
Shop Cabinet and contents of the No. 423 Aircraft Basic 


THE COMPLETE VALVE 
RECONDITIONING METHOD 


FOR CARS, TRUCKS, TRACTORS, DIESELS, 
POWER UNITS, GENERATING PLANTS 
AND AIRPLANES 


Kit, minus kit box. 
Catalog No. 562, complete as above 

(specityvoltace) .)....).c eae. $538.00 
Also available without attachments for Valve Stem, 
Tappet and Rocker Arm grinding on Deluxe Refacer. 
Catalog No. 450, with No. 282 Refacer 

(specify VOlthe™) i:6 oie ererccicc cc weues $503.00 
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NEW opeLuxe SUPER-SERVICE VALVE REFACER 


MODEL ‘‘P”’ 


VAN _DORN 
SERVICE VALVE REFACER 


E VAN DORN ELECTR ¢ 


TOWACH MARTLAND 
Vea 


Look At These Geatures -- 


HIS IS the latest ‘‘word” in valve refacing. It is engineered to give the finest mirror-finish on 

valves in the shortest possible time. Precision-built, yet simple in operation, there is no chance of 
vibration or producing chatter marks, no trick adjustments or extra attachments to buy to do a 
complete valve refacing job. All features listed below add up to “super accuracy and speed” making 
this the top buy in quality valve grinding equipment. 


1. Range—Handles all valve heads up to 4” in di- 
ameter and valve stems from /32” to 4/16”. 


Specifications 


2. Traverse grinds any valve from 0° to 90° without 


: Valve Stem Capacity: °/32” to 11/16”. Equipped with 2 collets, 
special attachments. 


(1) %/s2” to %/16” (2) %” to M/16”. 


Valve Head 
Capacity...... up to 4” 


Angle Adjustment.0° to 90° 


3. All ball bearings grease-sealed throughout. : 
Weight: Net ....... 101 lbs. 


4. All bearings are adjustable to take up for wear. Shipping ..127 lbs 


5. Work head is hypoid gear driven eliminating pos- 
sibility of vibration and chatter. Bearings can be 
adjusted for wear. 


Standard Equipment—2 “universal” motors; 1-gal. coolant 
tank; universal wheel dresser with diamond; 5” grind- 
ing wheel; 4” grinding wheel; attachment for grinding 
valve stems, tappets or rocker arms; coolant regulat- 
ing valve with tubes; grinding wheel coolant; Allen 
wrench; gear-lube; and leatherette cover to protect 
entire machine from dust. 


6. Completely equipped for wet grinding allowing for 
cooler, faster grinding. Valve on top of wheel head 
regulates flow of coolant to wheel being used. 


7. Reservoir, holding 1*gal. of coolant in base, can be 
removed for filling and cleaning. 


Standard Voltages—115 or 220 (For other available volt- 
ages, see page 1) 


. Attachments for grinding Valve Stems, Tappets, 


Rocker Arms and dressing grinding wheels are 
standard equipment. 


Catalog No. 550—"1/;,” Deluxe Super-Service 
Valve Refacer 


Price; complete .25 a5 s.du.s tds tan esteracm owas $360.00 
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— NEW MACHINBE is designed to reface any 
angle valve face easily and quickly. All popular 
angles are calibrated on the work table and the 
proper angle is obtained by swiveling the work 
head. All valves, including 90° (flat-type) valves, 
may be traverse ground. 


The wheel dressing attachment, which is stand- 
ard equipment, is mounted on the work table and 
& can be swiveled out of the way without removing 

when refacing a valve. It is only necessary to dress 
the wheel at one angle—parallel to work table 
travel—for all angle valves. Diamond point can 
also be inserted in dresser at a 90° angle for dress- 
ing side of wheel. 


Hand wheel on back of work head has double 
lead thread for giving quick clamp action on valve 
stem in collet. 


Wheel head feed screw is calibrated in thou- 
sandths and can be set at zero at any position of 
the wheel head. Both feed screws permit bearing 
adjustment and have automatic end play take-up 
for wear. 


Note the “clean” design of the complete ma- 
chine. Wheel guards are cast integral with the 
wheel head; the motor for the wheel head as 
well as the coolant reservoir are in the base; 
wires, tubes, etc. are enclosed for safe operation. 
There are no “gadgets” or structurally weak parts 
that have been added as an afterthought. This 
machine is unsurpassed in design for producing 
the finest precision work on valves with stems up 

a to 11/,,” in diameter and heads up to 4” diameter. 


For those shops which do not require a complete Cat. No. 282—11/1.” Super-Service Refacer. Specifications same 
machine for all valve grinding operations, a as for Cat. No. 550 except for elimination of Valve Stem, Tappet 


Super-Service Refacer is available without the ane Rocker Arm grinding Sanipenk ‘ 
Valve Stem, Tappet and Rocker Arm Grinding Weight: Net........... 82) Ibss PU Ship pinee sat iat.s..0aa 118 lbs. 
Equipment. PLICGs nig cP aes ois 's gic oye mite DORR OR OTs wisttand Cass one $325.00 


UNIVERSAL DEPTH GAGE 


VALVE STEM GRINDING ATTACHMENT 
ON NEW MODEL 


VALVE STEM GRINDING ATTACHMENT 
ON FORMER “MW, NW, NWA, NWB”’ 


ROCKER ARM GRINDING ATTACH- 
MENT ON NEW MODEL ‘‘P’’ REFACER 


ROCKER ARM GRINDING ATTACH- 
MENT ON FORMER ‘‘MW, NW, NWA, 


Attachments and Supplies for 
Super-Service Valve Refacers 


Micrometer Valve Stem Grinding Attachment 


UNI ote stem grinding attachment for obtain- 
ing exact tappet clearance on all Ford valves and other 
valves not having tappet adjustments. The same attachment 
will also grind and true Ford and other tappets. The ac- 
curacy and simplicity of this attachment will save many 
hours of guess work. Fits new Model “P” Refacer and 
former Models “MW”, “NW”, “NWA”, “NWB” Refacers, 
and operates on the outer end of the wheel spindle; does 
not interfere with the refacing set-up. The complete 
Micrometer Valve Stem Grinding Attachment consists of 
the following items: 
A “universal” depth gage with correct sizes of valve head and port 
bushings for all Ford V-8, six- and four-cylinder engines. 


A “universal” V-block and clamp bracket, with adjustable V-stop, 
adapted to varying head sizes and stem lengths. The clamp bracket also 
holds tappets for grinding and truing, and holds the diamond point* for 
dressing the wheel. 


A sensitive micrometer feed, clearly calibrated in thousandths, 
mounted on a carefully machined bar, which fits in wheel spindle 
housing. 


A special recessed wheel, trued across the flat face to insure proper 
squaring of stems and tappets. 


A spring cover sleeve to protect the shaft and spring. 


No. 18252 Complete Micrometer Valve Stem Grinding 
Attachment, as detailed above................ $96.50 


(Standard Equipment on new Model “P” Deluxe Refacer) 


Rocker Arm Grinding Attachment 


PERATES on outer end of Refacer wheel spindle. Con- 
sists of a micrometer feed mounted on a machined bar. 
A bracket holds a diamond point* for dressing the wheel, 
and an adjustable arm, pivoted and slotted to permit the 
grinding of various size Rocker arms. A double-cone clamp 
holds the Rocker Arm and is adjusted for bore of the Rocker 
Arm to be ground. A spring cover sleeve is furnished to 
protect the shaft and spring. Grinding wheel is not included 
with the attachment. Use No. 20939 Wheel. 
No. 20949 Rocker Arm Grinding Attachment............ $16.50 
(Standard Equipment on new Model “P” Deluxe Refacer) 


*Use diamond point supplied with Refacer. Attachment fits all Re- 
facers. 
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Attachments and Supplies for Super-Service Valve Refacers 


Combined Micrometer Valve Stem and 
Rocker Arm Grinding Attachment 


ERFORMS same operations as two attachments 
listed on opposite page without duplication of 
parts. Standard equipment with new model “P” 
Deluxe Refacer. Also fits former models “MW”, 
“NW”, “NWA”, “NWB’” Refacers. Includes Univer- 
& sal Depth Gage, Micrometer Feed Bar, Rocker Arm 
Grinding and Diamond* Wheel Dressing Bracket, 
Valve Stem and Tappet Grinding Bracket, Cutter- 
type. Wheel Dresser (for dressing wheel for valve 
stem grinding), 4” Recessed Wheel and Allen 
Wrenches. 


No. 343867 Complete, Combined Valve Stem and 
Rocker Arm Grinding Attachment..... $40.00 


*Use diamond point supplied with Refacer. 


Replacement and Special Refacer Equipment 


For BOTH new Model “p” and former Models No. 34253 Grinding Oil—1 gal ey ee oe ee ee ee $ 1.75 
“MW,” “NW,” “NWA,” “NWB” Refacers:— 

For new Model “P” Refacers only 
No. 20939 4” Recessed Wheel for Valve Stem, 


Tappet and Rocker Arm Grinding.....$ 2.65 No. 34131 Standard 5” Wheel for refacing valves $ 5.25 
No. 18325 Standard Collet (%/32”-%/16”) capacity). 8.75 No. 34135 V-Belt for wheel motor.............. 1.25 
No. 15200 Standard Collet (14” to 14/;5” capacity) 11.00 No. 34396 Leatherette Refacer Cover........... 3.85 
eS No. 26060 Special Collet for short valve stems 
(AGE PONT] 6% Capacity, «.o0io.accass.0%89:4-0%6 9.00 For former Models “MW,” “NWA,” “NWB,” 


Refacers only 
No.17745 Special Collet for short valve stems 


(Gat ng” CAPACILY) « sais Giee aae see 8.8 11.00 No. 24247 Wet Attachment for Valve Stem and 
Rocker Arm Grinding. Can be installed 
No. 32742 Cutter-type Wheel Dresser—for Valve on Wet Refacers only.............2:- $22.00 
Stem Grinding Attachment..... ..... 4.15 
No. 19898 Dressing Attachment for grinding 15° 
No. 20934 Replacement Wheel Dresser and V- and 90° Valves. Used to dress a 30° 
block without diamond for valve stem angle on special refacing wheel in- 
TAN GING sore. a's Fev elakeig ye eietet olsleleialnes bbe 2.50 cluded, Diamond point not included— 
use one supplied with Refacer........ 11.50 


No. 5574 Diamond and Nib for Wheel Dresser... 3.85 
No. 19897 Replacement, special wheel for No. 


No. 20380 9-oz. Can Grinding Wheel Coolant..... 55 19898 Attachment. For refacing 15° 
: 35 ONG TV VALVES. So slalersus giscocis-d slous Mole 3.30 
No. 22946 Pint Can Grinding Wheel Coolant..... 15 
No. 16286 V-Belt for Work (Collet) Spindle..... 5 
No. 22947 Quart Can Grinding Wheel Coolant.... 1.20 ° en a ee oe 
No. 23617 \V-Belt for Wheel Motor............. -70 


No. 22173 Adjustable, “goose-neck” lamp with 
Socket, Switch, etes 6.42664 (908. 182 7.25 No. 32122 Leatherette Refacer Cover........... 3.85 
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CARBON CLEANING TOOLS 


For Use with %4” Electric Drill 


Valve Guide Cleaners 


Made of spring wire set spirally about a stem and ex- 
panded to give heavy cleaning tension. A few strokes with 
this Cleaner driven by a 14,” drill thoroughly cleans and 
polishes the Valve Guide. 


Mini- Maxi- Mini- Maxi- 

Cat. mum mum Cat. mum mum 
No. Size Size Price No. Size Size Price 
21436 Yu" to 39" $1.20 21453 1” to 35/64” $1.40 
21441 5/16” to 23/g4” 1.20 21456 9/146” to 39/64” 1.40 
22810 11/30” to 25/64” 1.20 21460 56” to 43/64” 1.40 
21445 36” to 27/g4” 1.20 17682 3%” to 25/5” 1.90 
21449 746” to 31/64” 1.40 15125 Ford V-85 1.90 
22375 Ford V-60 2.20 


Carbon Removing Brushes 
Made of tempered steel wire; used with 14.” Drills, quick- 
ly clean carbon from cylinder heads, top of pistons, valve 
ports, etc., leaving a burnished surface. 


21416 Heavy-duty solid wire-filled brush (C)............ ..eee- $ .95 
21417 Side flare brush for close corner work (A)........ ..246. 1.40 
21418 Small brush for cleaning valve-guide ports..............- 85 
21419 Hollow core, flare bottom brush (B)............. eee ee 1.45 


Wire Wheel Brush 
For cleaning valves, top of block, ete. Driven by 14,” Drill. 
Compactly made with maximum amount of spring tempered 
wire. 


941897 * A” Wire Wheel Brushic'. ch joss a's occas me ccrdiesisra srese sere $1.70 
3071 Arbor to attach 4” brush to 4” Drill.............. 2.208 -95 
23046 Horizontal Bench Stand for 4” Drill...................% 4.75 


No. 10 VALVE LAPPER 


[BE VALVE LAPPER has operating balance, smooth 
lines and a powerful ‘universal’ motor for positive, 
smooth operation. 

The spindle oscillates back and forth with a long steady 
sweep, lapping valves in a fraction of the time formerly 
required by hand. 

Bits of various shapes are provided to fit different style 
valves. 

A lift spring placed under the head of the valve lifts it 
from the seat when pressure is not applied to the Lapper. 

“Universal” motor operates on either alternating or direct 
current. 

Specifications 


Seed asa: iansr's eras sie qaieie’s Me ermeree ee Serene es 500 oscillations a minute. 
Weight: Net.......cuns 61g! dbses) Shippitigy os diag swanies «ss 734 Ibs. 
Overall! lengthy} 2). ieisies: slefewie bis, Sept nmieaseiels = kas ergo eee obs apavenel= 14” 


Standard Equipment—3-conductor cable with plug; 2 detachable bits 
for various types of valves; suction cup for plain valves and lift 


spring. 
Standard Voltages—115 or 220 (For other available voltages, see page 1). 
Catalog No. 118 (specify voltage) 
Ped G Gis fose'oyscs & aidSoueses lore. cere le prongs Sava 3 henge oes Unc copsigcciiene g isle ois $70.00 
Attachments 
No. 4065 Extension Spindle 2... cece sesee eset eeeneeeesesrecnenereeses senses sesemagenenensnenenene $2.75 


No. 31473 Lift Spring .............. 
No. 31472 Bit for slotted valves.... 
No;, 1085. Blank. Bit..........0-scncesesoecreserseesssnees ~ 
No. 6695 Suction Cup for plain valves.............:cseesee aa | 
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FACTORY SERVICE BRANCHES IN U.S.A. AND CANADA 


Any mechanical product will eventually show wear and need service attention—and when this occurs, ‘‘the factory” 
is often too far away. To avoid serious delays in having the tool put in working condition, we assure you prompt, 
efficient service on Van Dorn Products by operating 29 Factory Service Branches at strategic points throughout the 
United States and Canada. These Service Branches are manned by factory-trained personnel and are equipped 
with genuine Van Dorn service and replacement parts. Thus, when you need “factory service’ for a minor adjust- 
ment or a major repair, you will find a Van Dorn Factory Service Branch within 24 hours of you, ready to give 


you every attention you would receive at the factory. 


FACTORY SERVICE BRANCHES 


ATLANTA 3, GA 316 TECHWOOD DRIVE, N. W. KANSAS CITY 8, MO 1603 OAK STREET 
BALTIMORE 11, 203 WEST 28th ST. LOS ANGELES 7, CALIF. 1941 S. FLOWER ST. 
BOSTON 35, MASS. 12 MARKET STREET MEMPHIS 3, TENN 921 S. THIRD ST. 
BUFFALO 9, N. Y 881 W. DELAVAN AVE. MINNEAPOLIS 8, MINN 2815 NICOLLET AVE. 
CHARLOTTE 6, N. C. 117 EAST 9th ST. NEWARK 5, N. J ..611 McCARTER HIGHWAY 
CHICAGO 7, ILL 1100 WEST JACKSON BLVD. NEW ORLEANS 12, LA 639 DRYADES ST. 
CINCINNATI 2, OHIO. ; 1094 GILBERT AVE. NEWYORK: STS cINGY coe csesuh can raponasss ....55 VANDAM ST. 
CLEVELAND 15, OHIO. .21st at CARNEGIE AVE. PHILADELPHIA 30, PA.. 710 N. 16th ST. 
DALLAS 1, TEXAS 2613 ROSS AVE. PITTSBURGH 13, PA. 4740 BAUM BLVD. 
DENVER 4, COLO 1010 BANNOCK ST. PORTLAND 9, ORE.... .1640 N. W. JOHNSON ST. 
DETROUIE2, IMICH 5 c.25csersceteozesovessents 3028 E. GRAND BLVD. SAN FRANCISCO 3, CAL .-BRYANT ST. AT NINTH 
HOUSTON 3, TEXAS. 409 VELASCO ST. SEATTLE 9, WASH 434 EIGHTH AVE., N. 
INDIANAPOLIS 2, IND : ST. LOUIS 10, MO 615 S. VANDEVENTER ST. 


80-86 Fleet Street, East 955 Portage Avenue 157 Craig Street, W. 
Toronto 2, Ontario, Canada Winnipeg, Manitoba, Canada Montreal 1, P. Q., Canada 


Harmondsworth 4 Bridge Road, Glebe Rua Oriente 768 Claudio Bernard 180-F 
Middlesex, England Sydney, Australia Sao Paulo, Brazil Mexico, D. F., Mexico 
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DRILLS @ BENCH GRINDERS @ HOLE SAWS e@ DIE GRINDERS 
DRILL STANDS @ PORTABLE GRINDERS @ SCREW DRIVERS 
SANDERS @ NUT RUNNERS @ POLISHERS @ IMPACT WRENCHES 7) 
VALVE REFACERS @ TAPPERS @ VALVE SEAT GRINDERS @ SHEARS 
VACUUM CLEANERS @ HAMMERS @ WIRE WHEEL BRUSHES 
SAWS @ GLUE POTS @ ATTACHMENTS @ SUPPLIES 


J 
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